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1. PRODUCT OVERVIEW 

The ATT2100 is a next generation general purpose microprocessor designed for high perfonnance and low 
power dissipation. 

1.1 Product Summary 

The following sections summarize the major features of this product 

1 J J ATT2100 Functional Description 

The ATT2100 microprocessor, which is functionally depicted in Figure 1-1, has a full 32-bit byte 
addressable architecture. The instruction set uses a simple memory to memory addressing scheme and 
there are no programmer visible general register. It has a small but ''sufficient" number of user level 
instructions and addressing modes suitable for programming in a high level language on a highly pipelined 
machine. With pipelining, most instructions can be executed in a single cycle. Major implementation 
features of the ATT2100 include: 

1 . A 3K-by te three-way set associative physical Prefetch Buffer Cache. 

2. A 32-entry direct mapped physical/virtual Decoded Instruction Cache. 

3. A 256-byte (64-word) direct Stack Cache which maintains the top of stack on chip. 

4. Two 32-entry Translation Look-aside Buffers for address translation of text and data references. 

5. A simple and efficient subroutine linkage mechanism. 

6. Static branch prediction and the folding of branches into other instructions. 

7. Data byte encoding selectable for both user and kernel modes of operation. 

8. A one cycle minimum access synchronous I/O protocol and a block mode access. 

9. 3.3 Volt op^ation. 

10. Low-power stand-by mode. 

The Prefetch Buffer Cache holds copies of text from external memory. TTie Prefetch Buffer is a three-way 
set associative cache, with each way being IK bytes in size, and using physical, rather than virtual 
addressing. 

The Decoded Instruction Cache holds one fully decoded instruction per entry. It is a direct-mapped cache 
with no translation performed on addresses to be looked up in the cache. Therefore, it caches using virtual 
addressing when virtual addressing in enabled, and physical addresses when virtual addressing is disabled. 

To provide for further functional integration, a set of instruction encodings have been reserved to provide 
floating-point support These reserved instructions are trapped as are all unimplemented instructions. See 
Section 2. 11. 4 for details. 

A complete description of the architectural implementation is given in Section 2. A complete description of 
the performance of the architecture is given in Section 3. 

1,12 Electrical Interface 

The electrical interface of the ATT2100 microprocessor is a CMOS design, with current leakage 
characteristics of CMOS. All inputs are CMOS circuits with CMOS voltage levels. All outputs are CMOS 
levels. The ATT21(X) operates from two 20 MHz clocks, one delayed 90 degrees in phase with respect to 
the other as depicted in Figure 9-1. The ATT2100 requires a 3.3 ±5% volt supply. A complete description 
of the electrical interface is given is Section 4. 
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1.13 Summary of the ATHIOO Pin-Oui and Protocol Features 

The ATniOO microprocessor interface is designed to provide an easily interfaced high perfonnance data 
tmnsfo' mechanism. Saiioit features of the interface are: 

® Om clock period synchronous bus cycle. 

« SjmchrcHious wait state insertion. 

® DcMible-word/quad-word "Block Transfer*' capability. 

® Read-modify-write int^locked bus cycle. 

® IEEE 1 149.1/D5 Test Access Port Compatible. 

• Six levels of maskable interrupts and a non-maskable int^nipt. 

• External Bus arbitration 

• Byte marks for sub°word access. 
® Low-power stand-by mode. 

There are 93 active signal pins. 

A complete description of the I/O protocol is given in Section 5. 

1.14 Memory Management 

The ATT2100 microprocessor has an integrated Memory Management Unit which supports paged and 
unpaged segmented address translation. A complete description of the memory management unit is given 
in Section 6. 

IJJ Reliability 

The long term reliability objective for the ATT2100 microprocessor is 500 FIT when the nominal junction 
temperature is at or below 85®C. If the nominal junction is at or below 55®C the long term reliability 
objective is 250 FIT. One FIT is defined as one device failure in 1,000,000,000 device hours. More details 
on reliability can be found in Section 7. 

1 J .6 Environmental Requirements 

The environmental section provides temperature and humidity limits for the device. A means of 
detomining junction tempoature is provided. The package's thermal resistance is given as well as a means 
to determine powo* dissipation at a given frequency of q>eration. More details on environmental 
requirements can be found in Section 7. 

IJJ Physical Design 

The ATT2100 microprocessor is available in both a 125 pin CPGA and a 132 pin PQFP. A complete 
description of packaging is given in Section 8. 

LL8 Timing Specifications 

The VO timing specification section identifies the preliminary timing of all signals. A complete description 
of I/O timing is given in Section 9. 

US Testability 

A IEEE 1149.1/D5 interface is provided which allows access to a boundary scan mechanism fcff board 
testing. The chip can be tri-stated from the rest of the system to allow safe in-circuit testing of circuit 
boards. Also, all on-chip caches can be individually disabled to facilitate testing. Details on testability can 
be found in Section 10. 
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12 Supporting Documentatioii 

This document specifies all requirements to be satisfied by the ATT2100 microproces^r. It does not 
ccmtain supporting documentation such as technical memoranda relating to the project, data sheets, uso* 
manuals, etc. 
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Figure 1-1. ATHIOO Functional Block Diagram 
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2. ATT2100 FUNCTIONAL DESCRIPTION 

2.1 Data Types 

Currently, six integer data types are suppcMted: signed and unsigned bytes (8-bits), signed and unsigned 
half-wonis (16-bits), and signed and unsigned words (32-bits). Non-word operands are properly aligned 
and th^ expanded to 32-bits through sign extension (if signed) or clearing high order bits (if unsigned). 

After alignment and expansion, the 32-bit ALU performs the requested function. Carry and overflow are 
determined relative to the 32-bit result Section 2.7 gives a full desaiption of integer arithmetic and the 
detomination of carry and overflow. 

For destinations less than 32-bits, the least significant bits of the 32-bit ALU result are selected. Changing 
a ^ue by truncation constitutes neither overflow nor carry. For two-and-a-half-operand instructions, the 
full 32-bits of the result are placed in the Accumulator regardless of the sizes of the two operands. 

To provide for further functional integration, three floating-point data types have been defined. These 
floating-point data types are: float (32-bits), double (64-bits) and extended (80-bits). Although hardware 
floating-point suppot is not provided in this version of the ATT2100, a series of instructions have been 
defined to provide for software implementation of floating-point operations. Section 2.8 will give a full 
description of floating-point arithmetic in a future release. 

22 Addressing and Alignment Restrictions 

The numbaing of bits within bytes and words corresponds to that in the DEC VAX, Intel 80X86 and the 
Motorola 680X0. The numbering of bytes within data words is selectable for both the Usa* and Kemal 
modes via the PSW UL-bit and the CONFIG KL-bit, respectively. When the PSW UL-bit and CONFIG 
KL-bit are set to 0, the numbering of bytes within data words corresponds to that in the IBM 370 and 
Motorola 680X0 in the user mode and kemal mode, respectively: 



address 



byteO 



24 



bytel 



16 



15 



byte 2 



byte 3 



Figure 2-1. ATT2100 Little Endian Byte Ordering 

When the PSW UL-bit and CONFIG KL-bit are set to 1, the numbering of bytes within data words 
corresponds to that in the VAX and Intel 80X86 in the user mode and kemal mode, respectively: 



address 



byte 3 



24 



byte 2 



16 
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byteO 



Figure 2-2. ATT2100 Little Endian Byte Ordering 

Text is always big endian. 

The ATT2100 fetches only words; bytes and half-words are accessed by extracting them from the 
surrounding word. Likewise, all stores are done to word-addresses, with die appropriate write strobes 
enabled. However, during reads, the byte-strobes indicate which bytes within the word being fetched will 
ultimately be extracted by the instruction. 

All operand addresses should be naturally aligned for the operand type.^ If an operand fetch or operand 
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store is to an address which is not properly aligned for the data type« an Alignment Exception is signaled. 
Instructions can only be fetched on half-word boundaries so instruction addresses should be suitably 
aligned, although no exception is signaled. 

23 Stack Cache 

The goal of the stack cache is to keep the top elements of the stack in high speed regista°s. The stack cache 
consists of a bank of 64 registers organized as a circular buffer maintained by two i^gisters, the Maximum 
Stack Pointer (MSP) and the Stack Pointer (SP). Both the MSP and the SP are 28-bit registers holding 
quad-word addresses. The MSP contains the address above the highest address of the data which is 
currently kept in the stBck cache registers; the SP delimits the lowest address of data in the stack cache. 
Therefore only a simple range-check is needed to determine if an address resides within the stack cache. If 
SP !^ ADDR < MSP» it falls within the stack cache. Although the stack cache limits are maintained on 
quad-word boundaries, the stack cache is byte addressable and appears as normal memory. All vinual 
addresses gen^ated within the ATT21(X) to access data may freely reference the stack cache. 

23 J Stack Cache Maintenance 

Six instructions maintain the stack cache. They are CALL, CATCH, CRET, ENTER, POPN and 
RETURN. The CALL instruction places the return address on the stack and branches to the target address. 
Tie ENTER instruction allocates space for the new procedure's stack-frame by subtracting its operand, the 
size of the new stack-frame, from the SP. The POPN instruction deallocates the current stack-frame by 
adding its argument to the SP. The RETURN instruction deallocates the current stack-frame by adding its 
aigument to the SP, th^ branching to the return address on the stack. The CATCH instruction guarantees 
that the stack caci^ is filled at least as deep as the number of the bytes specified in its opoand. The CRET 
instructicHi is used by the kernel to load a new SP and MSP and execute the function of CATCH to fill the 
stack cache. 

ENTER and CATCH are also used to handle the cases where the stack cache circular buffer is not large 
enough to accommodate the entire stack. When a new procedure is entered, the ENTER instruction 
attempts to allocate a new set of registers equal to the size of the new stack-frame. If free register space 
exists in the circular buffer then all that needs to be done is to modify the SP. If not, then the entries nearest 
the MSP are flushed back to main memory. Two cases exist: 

® If the new stack-frame size is less than 256 bytes, then only the stack-frame size minus the number of 
free entries must be flushed. 

• If the new frame size greater than or equal to 256 bytes, then all valid stack cache entries are flushed 
and only part of the new stack-frame nearest the SP is kept in the stack cache. 

After successful completion of the ENTER, the PSW E-bit is set The PSW E-bit is cleared by the CLRE 
instruction. 

After a procedure returns to the caller, it is not known how many of the stack cache entries were flushed 
since the call, so some entries may need to be restored from off-chip memory. The argument of the 
CATCH instruction specifies the number of stack cache entries that must be vsJid before execution can 
c(^tinue. The CATCH argument is used as a stack offset and a virtual address is generated. If this 
calculated address resides within the stack cache, (SP < ADDR < MSP) execution continues. However if it 
lies outside the address range of valid stack cache entries, quad-words pointed to by the MSP are restored 
from off-chip memory to the stack cache and the MSP incremented until either the CATCH instruction is 



1 c Byte4)y-byie, half -words-on-half -words, words-on -words. 
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satisfied or the stack cache is full. The CATCH instruction behaves much like an assotion, since usually 
no entries need to be restored and the CATCH takes only one clock cycle. 

2J2 Integer Accumulator 

The IntegCT Accumulator is not an actual hardware register. It is the word in memory above the word 
addressed by the Current Stack Pointer (CSP). The CSP is either the Stack Pointer (SP) or the Interrupt 
Stack Pointer (ISP), as determined by the Program Status Word (PSW) S-bit. Many two opermid 
instructions use the Integer Accumulator as an implicit destination address. The Integer Accumulator 
nonnally resides on chip in the stack cache, but may be off chip if the SP = MSP m CSP = ISP. 
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Figure 2-3. Integer Accumulator 

233 Floating-point Accumulator 

The Floating-point Accumulator is not an actual hardware register. It is the quad-word in memory based at 
the word addressed by the CSP. The CSP is either the SP or the ISP, as determined by the PSW S-bit. 
There are no hardware instructions which currently use the Floating-point Accumulator. 

The value at RO is not affected by manipulations of the Floating-point Accumulator due to the alignment of 
the FPA. RO is the location pointed to by the CSP and is where the return PC is saved by CALL 
instructicms. Section 2.8 will describe the format of the Floating-point Accumulator in a future release. 
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Figure 2-4. Floating-point Accumulator 



23 A Stack Precautions 



As discussed in Section 2.3, the stack cache is conceptually a cache for memory. If an address is generated 
in any processing stage, for example in doing indirect address calculations, the stack cache is referenced if 
that address is greater-than the SP and less-than the MSP. However, for implication simplicity, this 
conceptual model is violated for some interrupt stack references during event processing and for some 
references to RO and R4 when executing with CSP = ISP. There arc no problems with memory accesses as 
long as the the user stack, based at the SP, and the interrupt stack, based at the ISP, do not ov^lap. 
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For similar reasons, the following addresses must not lie between the SP and MSP: 
« The vector table, defined by the Vector Base (VB) described in Section 2.4 J4, 
® the address translation tables used by the MMU, or 
• any text 

2 A Control Registers 

2AJ Configuration Register (CONFIG) 

The Configuration Register (CONFIG), which is set to 0x0 upon reset, contains the following information: 

• Reserved (R): Bits through 15 are reserved. They return zeros when read and should be written 
with zat)s on CONFIG writes. 

« Kemal Little Endian (KL): A selects data as big endian in kemal mode; a 1 selects data as little 
endian in kemal mode. Note that text is always big endian. 

® PC Extension (PX): A selects xero extension of 16°bit absolute addresses; a 1 selects the extension 
of 16-bit absolute addresses where bits 29 through 31 are copied from bits 29 through 31 of the PC 
and bits 16 through 28 set to 0. 

• SC Enable (SE): A disables the Stack Cache (SC) from hitting; a 1 enables the SC. The SC is 
neither flushed or altered when this bit is modified. 

• IC Enable (IE): A disables the Instruction Cache (IC) from hitting; a 1 enables the IC. The IC is 
neither flushed or altered when this bit is modified. 

• PF Enable (PE): a disables the Prefeteh Buffer (PFB) from hitting; a 1 enables the PFB. The PFB 
is neither flushed or altered when this bit is modified. 

• Prefeteh Mode (PM): This bit controls prefetching of instructions. When 0, prefetehing off chip is 
not performed; predecoding from the PFB into the IC is performed. When 1, aggressive prefetehing 
is performed. See Section 2.1 1 for a full description of the prefetehing strategy. 

• ITMERl Configuration (Tl): A three-bit field which configures TIMERl: 

— Bit 0. When 0, TIMERl counts clock cycles. When 1, TIMERl counts completed 
instructions (folded branches do not count). 

— Bit 1. When 0, TIMERl is on all the time (with reference to bit 0). When 1, the timer only 
increments when the PSW X-bit is 0. 

— Bit 2. When 0, TIMERl does not generate an interrupt When 1, TIMERl generates an 
interrupt using a TIMERl vector when an overflow does occur (goes from OxFFFFFFFF to 
0x0). This interrupt is a level one interrupt If an external level one interrupt occurs at the 
same time as a TIMERl interrupt, the external interrupt is serviced first 

• TIMER2 Configuration (T2): A seven-bit field which configures nMER2: 

— Bit through 4. A five-bit encoded field which selects the internal event which increments 
TIMER2. 

cr 0x0 - Count clock cycles. 

o" 0x1 - Count completed instructions (folded branches do not count). 

cr Ox IF - Do not increment the timer, a low power feature. 
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— Bit 5. When 0, TIMER2 is on all the time (with reference to bits through 4); when 1, the 
timo" only increments when the PSW X-bit is 0. 

— Bit 6. When 0, TIMER2 does not generate an interrupt; when 1, TIMER2 generates an 
interrupt using a TIMER2 vector when an overflow does occur (goes from OxFFFFFFFF to 
0x0). This interrupt is a level one interrupt. If either an external level one interrupt or a 
TIMER 1 interrupt occur at the same time as a TIMER2 interrupt, the other interrupts 
dominate and are serviced first 



T2 

31 2S 


Tl 

7* 22 


PM 

21 


PE 


IE 
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SE 
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PX 
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KL 

16 


R 

IS 



Figure 2-5. Configuration Register Format 

2.4.1.1 Assembler Language Syntax 

%CONnG 

Caution: Special precautions must be taken when modifying the Configuration Register. The number of 
NOPs which must come after the register write varies according to which bits are being modified and the 
numbo* of wait states being used by I/O transactions. The prescribed means of modifying CONFIG is to 
follow tte CONFIG write by either a CRET or KRET. 

2.42 Fault Register (FAULT) 

The Fault Register (FAULT) reports the 32b operand aligned vimial address for the processing of exception 
IDs 0x8 and 0x9. Section 2.13.3 gives more detail on exceptions. 

2.42.1 Assembler Language Syntax 

%FAULT 

2.43 Floating-point Status Word Register (FPSW) „ 

The Floating-point Status Word Register (FPSW) is not implemented in this version of the ATT2100, but is 
defined for software emulation of the unimplemented floating-point instructions. 

• Reserved (R): The bits through 2 are reserved. They return zeros when read and should be written 
with zeros on FPSW writes. 

• Remainder Quotient (RQ): The signed low 4-bits from the last FREM, in 2's complement 

• Excluded exceptions (XE): A five-bit-field which masks the selected excq)tions from LSB to MSB 
as: invalid, underflow, overflow, division by zero, inexact. 

• Excq)tions last operation (XL): A five-bit-field which indicates exceptions from the last performed 
op^ation defined from LSB to MSB as: invalid, underflow, overflow, division by zero, inexact 

• Exceptions halt enables (XH): A five-bit-field which enables exception halts defined from LSB to 
MSB as: invalid, underflow, overflow, division by zero, inexact 

• Accumulated exceptions (XA): A five-bit-field which indicates accumulated exceptions defined 
bom LSB to MSB as: invalid, underflow, overflow, division by zero, inexact 

• Rounding precision (RP): A two-bit-field which indicated the rounding precision used as: 00 - to 
extended, 01 - to double, 10 - to single, 1 1 - reserved. 

• Rounding direction (RD): A two-bit-field which indicates the rounding direction used as: 00 - to 
nearest, 01 - toward +oo, 10 - toward -oo, 1 1 - toward 0. 
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Figure 2-6. Floating-point Status Word Register Format 

2 .43 J Assembler Language Syntax 

%FPSW 

2AA Identification Register (ID) 

The Identification Register (ID) s^ves as the JTAG Device Identification Register and is readable by serial 
shifting through the Test Access Port CTAP) and through normal register access. This register is only 
readable. No operation is performed if the kernel attempts to write the ID register. 

• Manufacturer Code (MC): A 12-bit-field which identifies the manufacturer of the device as AT&T 
Microelectronics. The encoding is Ox3B from MSB to LSB with LSB cl(^est to the Test Data 
Ou5)ut (TDO) pin. 

* Part Code (PC): A 16-bit-field which identifies the device. The encoding for the ATOIOO is 0x0. 

« Version Code (VC): A 4"bit°field which identifies the version of the deviceo The encoding for Mask 
1 silicon is 0x0 and for Mask 2 silicon is 0x1 with the MSB closest to the Test Data Input (TDI) pin. 



vc 

31 2S 


PC 

27 12 


MC 

11 



Figure 2-7. Identification Register Format 

2 44 J Assembler Language Syntax 
%ID 

245 Interrupt Stack Pointer (ISP) 

He Int^mpt Stack Pointer (ISP) is used to generate addresses (i.e.^ as the base address in offset modes, to 
locale the Accumulator, and as die pointer manipulated by the instructions CALL, RETURN and ENTER) 
whenevo" the PSW S»bit is 0. The ISP is not associated with the stack cache as detailed in Section 2.3. The 
instructions CRET, KCALL and KRET, and operating system sequences intorupts and exceptions, use 
the ISP to maintain a stack of event blocks. 

The ISP must be valid at all times. A fault on any ISP based address results in the ATT2100 resetting. See 
Section 2.13.1 for details. 

Address translation is performed if the MMU is enabled by setting the PSW VP-bit to 1. 

The ISP is quad-word-aligned. The low-order four bits return zero when read. 

24 J J Assembler Language Syntax 

%ISP 

24.6 Maximum Stack Pointer (MSP) 

The Maximum Stack Pointer (MSP), in conjunction with the SP, is associated with the on-chip stack cache 
as detailed in Section 2.3. Any address which is greater than or equal to the SP and less than the MSP hits 
in the stack cache. 

SC hit when SP < address < MSP 
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On a memory access which hits in the stack c^he, data is fetched or stored in the cache and not in external 
memory. The MSP must be greater than or equal to the SP and less than or equal to SP + SCSIZE,^ or the 
result of stack cache accesses are dependent upon context and therefore are unpredicatable. 

Whenev^ the SP is the direct destination of an instruction, through a CPU-prefixed instruction with the SP 
as the destination, the MSP is updated with the same value. This defines an empty stack cache (SP = MSP). 
The MSP is manipulated implicitly by the CATCH, CRET, ENTER and RETURN instructions. 

Address translation is performed if the MMU is enabled by setting the PSW VP-bit to 1. 

The MSP is quad-word-aligned. The low-order four bits return zero when read. 

2,4.6.1 Assembler Language Syntax 

%MSP 

2.4.7 Program Counter (PC) 

The Program Counter (PC) addresses the instruction which is currently being executed. Instructions are 
aligned on parcel (half-word) boundaries. Since parcels are composed of two-bytes, the PC is always a 
multiple of two and the low-order bit is always 0. The PC cannot te directly manipulated by a general 
instruction. It can only be read or modified by control-flow instructions CALL. CRET, JMP, KCALL, 
KRET, and RETURN and read by the move instruction LDRAA . 

2.4.8 Program Status Word (PSW) 

The Program Status Wwd (PSW), which is set to 0x0 upon reset, contains the following information: 

• Reserved (R): The bits through 3 are reserved. They return zeros when read and must be written 
with zeros on PSW writes, to provide for future eximnsion compatibility. 

• Flag (F): Set/cleared by a CMP, FCMP, TADD, TESTC, TESTV and TSUB instructions. The 
F-bit is not cleared when the PSW is read. 

• Carry (C): When 1, indicates that an operation generated an unsigned overflow; when 0, indicates 
that an operation did not generate an unsigned overflow. See Section 2.7 for detail. 

• oV^flow (V): When 1, indicates that an operation generated a signed overflow; when 0, indicates 
that an operation did not generate a signed overflow. See Section 2.7 for detail. 

• Trace instruction (TI): Controls instruction tracing. When 1, the ATT2100 allows the next 
instruction, N, to execute normally. The instruction following instruction N, referred to as N+1, is 
not permitted into the Execution Unit and a **trace instruction" is generated on the fly. This '*trace 
instruction" blocks the pipeline and forces the ATT21(X) to take a trace exception using the PC of 
the N+1 instruction as the exception PC. As branch folding is performed prior to the trace identifier, 
folded branches are not explicitly traceable. See Section 2.12 for additional detail on tracing. If 
both TI and TB are set to 1, Oie function is tiiat of TI. 

• Trace tosic block (TB): Controls basic block tracing. When 1, tiie ATT2100 executes instructions 
until a CALL, RETURN, or any jump (folded or not) instruction, referred to as the N instruction, 
executes. The instruction following instruction N, referred to as N+1, is not permitted into the 
Execution Unit and a "trace instruction" is generated on the fly. This "trace instruction" blocks 
the pipeline and forces the ATT2100 to take a trace exception using the PC of the N+1 instruction 



2. SCSIZE « gtadc cache size currently 256 bytes 
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as the excq)tion PC. As branch folding is performed prior to the trace identifia, folded branches 
are not explicitly traceable. See Section 2ol2 for additional detail on tracing. If both H and TB are 
set to 1, the function is that of Ho 

Current Stack Pointer (S): When 1 the SP is used as the Current Stack Pointer (CSP) for address 
gener^on; when the ISP is used as the CSP for ^dress generation. 

Execution level (X): When 1 execution at user level is performed, when execution at the kanel 
(privileged) level is perfonned. 

Ento- guard (E): Set on an imeventful ENTER. The E-bit is not cleared when the PSW is read. 

Interrupt Priority Level (IPL): Interrupts are accepted when the requesting device level (IL<2:0>) < 
IPLorifIL<2:0>=0. IPL of 7 enables all interrupts. 

User Little Endian (UL): A selects data as big endian in user mode; a 1 selects data as little endian 
in user mode. Note that text is always big endian. 

Virtual/Physical (VP): Bit 16, enables virtual-addressing (memory management enabled) when 1, a 
enables physical-addressing (memory management disabled). When the VP-bit is 0, indicating 
physical-addressing, the CACHE- pin is de-asserted. 

Unassigned (UA): Bits 17 through 31 are not assigned any CPU function, and may be read at either 
execution level or written by the kernel. 



UA 

31 17 


VP 

16 


UL 

IS 


IPL 

14 12 


E 
11 


X 

10 


s 


'IB 
s 


TI 

7 


V 

6 


c 

3 


F 

4 


R 

3 



Figure 2-8. Program Status Word Format 

The exception and interrupt sequences only alter the lower 16 bits of the PSW. To remain restartable the 
Carry and overflow bits are not cleared on reading the PSW until the instruction completes. Reads of the 
PSW are not interlocked against flag setting. If an instruction sets the Flag, the Carry or the overflow 
bits, there must be at least two intervening instructions before the PSW can be read. 

Cautions: 

• Special precautions must be taken when explicitly modifying the VP bit in the PSW. If the VP-bit 
is explicitly modified, the section of code executing must be mapped physical address = virtual 
address. The safest means of manipulating the PSW VP-bit is through either CRET or KRET 
instructions. 

• If the PSW S-bit is modified by a direct write to the PSW, thereby changing the CSP, it is necessary 
to update SHAD to the value of the new SP. This update is handled automatically by CRET, 
KCALL and KRET. 

If the S-bit is set to 1, and it was previously 0, the instruction modifying the PSW should be 
followed by the instruction 

MOV %SP,%SHAD 

If the S-bit is set to when it was previously 1, the next instruction should be 

MOV %ISP.%SHAD 

Due to interrupts and exceptions, it is recommended that the S-bit not be modified by a direct write to the 
PSW as the above operations can not be guaranteed to be atomic. 
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2 A. 8 J Assembler Language Syntax 

%PSW 

2 AS Segment Table Base (STB) 

The Segment Table Base (STB) contains a pointer to the start of the Segment Table used in address 
translation when virtual addressing is turned on by the PSW VP-bit The base of the Segment Table is 
always page-size-aligned, where the size of a page in the ATT2100 is 4,096 bytes. The STB is only used 
during miss processing, which is used in turn to fill entries in the on-chip Translation Look-aside Buffo* 
(TLB) or Segment Registers. The translation process is described in Section 6. 

When the STB is written, the TLB's and Segment Registers of the MMU are flushed, invalidating all 
entries. Neither the physically addressed PFB, the virtually addressed IC or the virtually addressed SC are 
flushed. Cache coho'ency is the responsibility of the user. 

Bit 1 1 of the STB is a cacheable bit: it is copied to the cacheable pin whenever a Segment Table access is 
made during miss processing, indicating whether Segment Table Entries should be cached. 

The format of the STB is described in Figure 2-8. The symbol '$* is the cacheable bit. The field marked 
*0' always returns when read. 



Segment Table Ba^ Address 

31 12 


$ 
11 




10 



Figure 2-9. Segment Table Base FOTmat 

2AS.1 Assembler Language Syntax 

%STB 

2 A JO Shadow (SHAD) 

The Shadow Register (SHAD) is a copy of the CSP. It is maintained by the ATT21(X)'s internal sequences 
to facilitate restarting of instructions. In the course of CRET, ENTER, KCALL, KRET and RETURN 
instructions, or any time the CSP is modified, SHAD is automaticly updated to be consistent with the CSP. 

The SHAD is quad-word-aligned. The low-order four bits return zero when read. 

Caution: As described in Section 2.4.8, if the PSW S-bit is modified by a direct write to the PSW, thereby 
changing the CSP, it is necessary to update the SHAD to the value of the new SP. This update is handled 
automatically by KCALL and KRET. 

2 A JO J Assembler Language Syntax 

%SHAD 

2AJ1 Stack Pointer (SP) 

The Stack Pointer (SP) usually addresses the top of stack. The stack grows downwards - towards memory 
locaticHi zero. The SP is used to generate addresses (i.e., as the base address in offset modes, to locate the 
Accumulator, and as the pointer manipulated by the instructions CALL, ENTER and RETURN) whenever 
thePSWCSP-bitisl. 

Address translation is performed if the MMU is enabled by setting the PSW VP-bit to 1. 

The SP is quad-word-aligned. The low-order four-bits return zero when read. 
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24.1 IJ Assembler Language Syntax 

%SP 

24,12 Timer One (TIMERl) 

Timer One is a 32-bit internal register which can be configured by the three-bit Tl field of CONFIG to 
count varicHis events. See Section 2.4.1 for a description of the events and how selection is performed. 

24J2J Assembler Language Syntax 

%TIMER1 

24 J3 Timer Two (TIMER2) 

Timer Two is a 32-bit internal register which can be configured by the seven-bit T2 field of CONFIG to 
count various events. See Section 2.4.1 for a description of the events and how selection is performed. 

24,13.1 Assembler Language Syntax 

%TIMER2 

24,14 Vector Base (VB) 

The Vector Base (VB) is used as the base of a table which contains transfer addresses used by KCALL, 
interrupts, and exceptions. Address translation is performed if the MMU is enabled by setting the PS W 
VP-bit to 1. The Vector Table, described in Figure 2-9, should always be available. If an access to the 
Vectca- Table oitry is faulted, the ATT2100 resets. See Section 2.12.1 for details on the reset sequence. 

The exception.PC handler should be present in memory as a memory fault would cause an infinite loop 
until the int^rupt-stack is exhausted and the ATHIOO resets. Additionally, the niladic trap and 
unimplemented instruction handlers must be in the user memory space as these handlers can be accessed 
while in user mode. 



The VB is quad-word-aligned. The low-order four bits return zero when read. 
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Figure 2-10. Vector Table 
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2 A ,14.1 Assembler Language Syntax 

%VB 

25 In^nictfon Format 

Instructions are composed of parcels which are two-bytes long. Instructions are encoded in one-, three- and 
five-parcel lengths. A canonical instruction is enccxled in five-parcels, which allows for the encoding of 
two complete 32-bit addresses in each instruction. In general, the one- and three-parcel instructions are 
more compact encodings of five-parcel instructions. Instructions may have at most two operands, for 
which, in general, any addressing mode may be used. For the dyadic instructions, one source doubles as 
destination, ot the Accumulator is selected to serve as an implicit destination. The instruction formats are: 

• One-Parcel Formats 

(for zero-, one-, and two-operand instructions) 

• Three-Parcel Formats 

(for one- and two-operand instructions) 

• Five-Parcel Format 

(for two-operand instructions) 

25 J One-Parcel Formats 

Many of the most common 2»ro-, one-, and two-operand instruction types may be encoded in one-jmrcel: 
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Figure 2-11. One-Parcel Instruction Formats 

A zero in the most significant bit distinguishes all one-parcel instruction formats. The subcode field 
distinguishes among the different niladic and stack instructions. Five-bit immediate fields are sign- 
extended, while five-bit stack offset fields are zero-extended. All 10-bit fields are zero-extended except for 
CALL and JMP which are sign-extended. The 8-bit fields are zero-extended, except for ENTER, which is 
one-filled. Tables 11-1, 11-2 and 11-3 show how to decode each one-parcel instruction. 

Note that operand alignment restrictions allow some address offsets to be scaled, thus extending the 
effective addressing range. The scaling of certain immediate constants is made possible by the specific 
operand value restrictions of the corresponding instructions. Five-bit offset values are multiplied by four 
before they are added to the SP. The 10-bit PC-relative offsets in JMP and CALL instructions are 
multiplied by 2 before they are used, the other 10-bit values are multiplied by 4 before they are used. 

2J2 Three-Parcel Formats 

Three-parcel instructions are distinguished by a "10" in the two most significant bits. The subcode field 
distinguishes among the different monadic instructions. The notation '*operand-lo(16)'* refers to the low- 
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ordo" 16»bits and **operand-hi(16)'* refers to the high-order 16-bils« A similar convention applies to the 
source and destination operands of the dyadic instructions. 



1st parcel: 
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Figure 2-12, TTiree-Parcel Instruction Formats 

The 16-bit source and destination fields are sign-extended to 32-bits when they are used in immediate or 
offset modes. When the 16-bit source and destination fields arc used as absolute addresses extension of the 
upper 16 bits depends upon the setting of the PX bit in CONFIGe If PX is set to 1. bits 16 through 28 are 
replaced with and bits 29 through 31 (the high-order three bits) are copied from bits 29 through 31 of the 
PC. If PX is set to 0, the upper 16 bits are set to zero. Tables 11-4 and 11-5 shows how to decode each 
opcode. The source and destination addressing mode fields arc encoded in the same way for both three- 
parcel and five-parcel instructions, (see Tables 1 1-7, 1 1-8, 1 1-9 and 1 1-10.) 

253 Five-Parcel Format 

Five-parcel instructions are distinguished by a "ll" in the two most significant bits. Five-parcel 
instructions are encoded similarly to three-parcel instructions. See Table 1 1-6 for instruction encodings. 
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Figure 2-13. Five-Parcel Instruction Format 
2£ Addressing Modes 
There are seven addressing modes: 

1. Immediate 

2. Absolute 
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3. St^k Offset 

4. Stack Offset Indirect 

5. Ab^lute Indirect 

6. Program Counter Relative 

7. Regist^ 

The ALU operations genaally pennit any of the first four of these addressing modes to be used with eitho" 
opoand. The valid addressing modes for each instruction are indicated in the detailed instruction 
descriptions. Any mode which is not explicitly mentioned for a given instruction should not be used. This 
section briefly describes each mode. 

The suffixes indicate the size of data operands, a missing suffix implies word operands. 

:B signed byte 
:UB unsigned byte 
:H signed half-word 
:UH unsigned half-word 
:W word 

iF single precision float 
:D double precision float 
:E extended precision float 

2.6J Immediate 

In the Immediate addressing mode, the operand value is stored in the instruction. Values up to 32-bits in 
length are permitted. Shorter values are appropriately sign or zero extended before use. An * 'illegal 
instruction'* excq}tion is executed if any of the uses identified in Section 2.12.3 related to this address 
mode occur. 

2,6.1,1 Assembler Language Syntax 

$data 

2.62 Absolute 

In the Absolute addressing mode, the address of the operand is stored in the instruction, 

2,62,1 Assembler Language Syntax 

*$addnB 

*$addnUB 

*$addr:H 

♦Saddr.UH 

*$addnW 

♦$addnF 

*$addnD 

*$addnE 

2.63 Stack Offset 

In the Stack Offset addressing mode, a signed, two's complement offset stored in the instruction (except for 
CATCH and ENTER, see the instruction descriptions for details) is added to the CSP value to obtain the 
operand address.^ 
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2.6 JJ Assembler Language Syntax 

RoffsetiB 

MoffsetiVB 

RoffseiiE 

RoffsetiUH 

RaffsetiW 

RaffsetiF 

RoffsetiD 

Roffset£ 

2.6 A Stack Offset Indirect 

In the Stack Offset Indirect addressing mode, an offset is added to the CSP value to obtain the address of 
the address of the operand. TTie offset must be word aligned^. 

2.6 A J Assembler Language Syntax 

*Roffset:B 

*Roffset:UB 

^RoffsetM 

*Roffset:im 

*Roffset:W 

*9u>ffsetT 

*Roffset:D 

*Roffset'£ 

2,6 J Absolute Indirect 

In the Absolute Indirect addressing mode, the address of the address of the operand is stored in the 
instruction. This mode is only used for the JMP (conditional jump instructions excluded), CALL, and 
LDRAA instructions, so that the operand value should be an instruction address which must be parcel 
aligned. 

2.6 J J Assembler Language Syntax 

**$addr 

2.6.6 Program Counter Relative 

In the Program Counter Relative addressing mode, a signed, two's complement offset stored in the 
instruction is added to the address of the instruction to obtain the operand value. This mode is only used 
for the JMP, CALL and LDRAA instructions. 

2.6.6.1 Assembler Language Syntax 

label 

2.6 J Register 

A CPU instructic^ is nevCT directly executed, but serves to modify the next instruction's addressing modes. 
This "modified" instraction must use the addressing modes given in Table 1 1-10. 



3. For n^aiive offsets, off chip stack accesses are performed and cache coherency is not maintained. 

4. An Alignment Fault, 0x4, is executed if the offset is not word aligned. 
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Mode 0x7 allows access to the internal registers for use as data. The register number is specified in the data 
portion of the operand. Only, bits through 3 are considered for determining the register numbo^. At most 
one register may be read p^ instruction. The register encoding presently supported is given in Table 11-11. 

If register 0x0 or OxD through OxF is specified, an unimplemented register exception sequence, exception 
ID 0x6, is performed. See Section 2.13.3 for details. 

If there is a write of registers 0x1 through OxC in user mode, a privilege violation exception sequence, 
exception ID 0x5, is performed. 

Register 0x10 is defined as the FPSW allowing emulation via the unimplemented register exception. 

2.6 J J Assembler Language Syntax 

%REGISTER 

2.7 Integer Arithmetic 

2.7,1 The Language of Integer Arithmetic 

The concepts of intego* arithmetic as implemented on various processors, while quite straightforward, are 
usually complicated by sloppy language which obscures the several related but distinct topics. For 
example, most processors support a so-called '"carry bit** to indicate, say, borrow during subtraction, but in 
fact the setting of this carry bit is typically different from the hardware carry bit associated with the adder 
logic that supports the subtraction. In this section we carefully distinguish: 

a. Signed integer arithmetic as supported by the ATT2100, 

b. unsigned integer arithmetic as supported by the ATT2100, and 

c. hardware issues which lead to nuances of (a) and (b). 

In what follows all values and arithmetic operators are to be interpreted in their true mathematical sense 
unless otherwise indicated. 

2.72 Signed and Unsigned Integer Values 

The ATT2100 uses two common interpretations, denoted functionally, of a bit string ft, Unsigned(6) and 
Signed(fe). If Uie /i-bit string b is ft„-i 6«-2 • * * ^2 ^ i ^o. then: 

Unsigned(6) = 6^.1*2'*-^ 4- ft«.2*2'-^+ ••• +ft2*2^ + *i*2^ +*o*2^ 
and 

Signed(fe) = Unsigned(fe) when b^^i is 

= -(2'*-Unsigned(6)) whenft^.i is 1 

Bit ft„«i is often called the "sign bit*' In what follows, we denote specific bit strings in hexadecimal form 
with a "Ox** prefix. To look at a common example in 16-bit arithmetic Unsigned(OxFFFF) is 65535 and 
Signed(OxFFFF) is -1. Note that the wordlength n is crucial to signed interpretation; in 32-bit arithmetic 
Signed(OxOOOOFFFF) = Unsigned(OxOOOOFFFF) = 65535. 



5. Bits 4 through 31 are ignored resulting in modulo 16 addressing. The upper bits should be zero for compatibility with future 
versions of the ATHIOO. 
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The definition of signed values used in the ATT2100, called * 'two's complement/' is but one of sevaal 
possible representations, though it enjoys advantages described belowo **Ones' complement'' 
representation was popular with some manufactures until the 1960*s and "signed magnitude'* continues to 
be popular for floating-point representationSe Just for completeness, they are defined for integere: 

OnesComplementSigned(6) = Unsigned(fe) when 6„„i is 

= -{2^ - 1 - Unsigned(d)) when 6«„i is 1 

and 

SignedMagnitudeSigned(6) = Unsigned(d) when b^^i is 

= -(Unsigned(t) - 2**"^) when 6«-i is 1 

273 ATT2100 Integer Types 

The ATT2100 supports three widths of integers, 32°bit words, 16-bit half-words and 8-bit bytes. Using the 
language above, sign interpretation is done with n = 32, 16 and 8, respectively. 

The ATT2100 extends all operands to word length before an operation and computes a word result, before 
possibly tmnc^ng a result to accommodate a byte or half-word destination^ This so-called sign-extension 
requires that byte and half-word operands be given a sign interpretation as part of their addressing mode. 
Unsigi^ values are padded on the left with zeros; signed values are i^dded on the left with a copy of the 
sign bit 

This definition of sign-extension is obviously correct for positive values, padding on the left with zeros 
being innocuous. To see how it works for negative values, consider a negative byte b = b^b^ • • • fti^o. 
that is with 67 = 1. When extended to a word, b would yield B-lll...llb^bs'"blbo 
= OxFFFFFFOO + 6 = 2^^ - 2* -f 6. from which we see: 

Signed(B) = -( 2^^ - (2^^ - 2^ + b)) 
= -(2«-6) 
= Signed(d) 

On the other hand, because truncation on the left may remove sign information, narrow results are prone to 
misin^rpretation. For example, consider the byte product of bytes 0x05 and 0x33, which have the values 5 
and 51 regardless of sign interpretation. The result is OxOOOOOOFF, unambiguously 255. But this is OxFF 
when trimmed to a byte, which may be mistaken for -1 later. 

2JA Two' s Complement Arithmetic 

Before looking at the ATT2100 arithmetic in particular, let's see what makes two's complement arithmetic 
so desirable. In the last section we saw that the ATT2100 sign-extends all operands to word length. But 
what is the sign interpretation of Uiat word operand (recall that the word addressing modes are mute about 
sign)? The answer is, "It usually doesn't matter," because of the following: 

Theorem: When applied to word operands, the operations addition, subtraction and multiplication 
produce word results which are independent of the sign interpretation of the operands. 

That is, two's complement arithmetic dovetails so nicely with unsigned arithmetic that one need implement 
only one vision of addition, subtraction and multiplication to serve both needs. This simplifies the 
hardware and shrinks the instruction set. To amplify the theorem, the only distinction between +,- and * 
applied to signed or unsigned is in the side-effect of (signed and unsigned) overflow of the word result, 
hence the C- and V-bits below. 

Note that the theorem applies to multiplication only when the result is the same width as the operands. 
Machines which produce the true double width result must distinguish between signed and unsigned 
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multiplication. The operations division and remainder always require variants fc^ signed and unsigned 
interpretation of the operands. Hence DIV vs. UDIV and REM vs. UREM in the ATT2100. 

2JJ ATniOO Integer Arithmetic Operations 

The ATT2100. integer arithmetic is perfonned in the following four straightforward steps: 

1) The source oi^rand(s) are extended to word length; 

2) The mathematically correct result of the operation is computed; 

3) Rounding of any nonintegral result to the nearest integer toward zero is performed, and any 
signed and unsigned overflow are recorded in the V- and C-bits, respectively; 

4) The result, truncated on the left to fit a byte or half-word destination if required, is delivered 
to the destination. 

The extension in (1) is as discussed in Section 2.7.3, with sign interpretation given by the addressing mode. 
The * 'mathematically correct" result in (2) depends on the sign interpretation of the operands, but this is 
independent of the kind of extension in (1); in the case of [UjDIV and [U]REM the interpretation is 
determined by the opcode, and in the case of ADD, MUL and SUB results are computed for both 
interpretations which, in light of the theorem, differ only in overflow conditions. A nonintegral result in (3) 
is only possible in the case of DIV or UDIV. C- and V-bits in (3) are discussed below. Truncation in (4) 
may cause loss of information as demonstrated in Section 2.7.3. 

The ATT2100 offers seven arithmetic instructions, with two-and-a-half-address variants for all but UDIV 
and UREM: 

; add a into b 

; divide b by a, signed 

; multiply a into b 

; calculate the remainder of signed division of b by a 

; subtract a from b 

; divide b by a, unsigned 

; calculate the remainder of unsigned division of b by a 

REM and UREM are defined in terms of DIV and UDIV, respectively, and are described more fully in 
Section 2.7.9. As shown in Section 2.6, operands a and b may be referenced using a variety of addressing 
modes, with sign interpretation given for byte and half-word arguments. 

2J.6 The Carry Bit C and Unsigned Overflow 

On the ATT2100, the Carry bit C indicates the occurrence of a borrow during subtraction, or of unsigned 
overflow during addition or multiplication. Unsigned overflow arises when a result exceeds 
Unsigned(OxFFFFFFFF). In terms of the operations above, the PSW C-bit is set precisely when unsigned 
borrow on a subtract: 

Unsigned(6) - Unsigned(fl) < 
or unsigned overflow on an addition or multiplication: 

Unsigned(fe) { + or * ) Unsigned(a) > Unsigned(OxFFFFFFFF) 

Unsigned overflow does not apply to the signed operations DIV and REM and cannot occur in UDIV and 
UREM. 



ADD 


a.b 


DIV 


a.b 


MUL 


a.b 


REM 


a.b 


SUB 


a.b 


UDIV 


a,b 


UREM 


a.b 
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2.7.7 Hardwire versus ATT2100 Arithmetic versus Mathematics 

eyeful inspection of the operations of addition and subtraction gives some insight into the intoplay 
between the various disciplines at hand. Internal to the ATOIOO is an adder circuit which is capable of 
computing the mathem^cal sum of two unsigned word length numbers, with a thirty-third bit on the left to 
catch the possible carry-oul. 

In the ADD op^ation, the adder computes the sum of a and bi the word result is delivered and, if carry-out 
occurs, tte C-bit is set This is all quite intuitiveo However, in the SUB operation, the two's complement 
of a (that is, 2^^-Unsigned(a)) is added to 6, except in this case the C bit is set only if no carry-out occurs. 

This subtlety in the definition of the PSW C-bit, which is quite useful in practice, means that, contrary to 
ones' expectations since elementary school, adding -x and subtracting x are not identical on the ATT2100. 

2.7.8 The oVerflow Bit V and Signed oVerflow 

Analogous to the C-bit, the oVerflow bit V signals the occurrence of signed overflow of the word result of 
an arithmetic operation, this is a result outside the interval: 

[Signed(0x80000000) , Signed(0x7FFFFFFF)] 
In tOTOs of the operations above, the PSW V-bit is set unless 

Signed(0x80000000) ^ ( Signed(6) {+,- or *) Signed(a) ) ^ Signed(0x7FFFFFFF) 

Signed overflow does not apply to the unsigned operations UDIY and UREM and cannot occur in REM. 
Sigi^ overflow does arise in DIV in precisely the case of 0x80000000 divided by -1 (i.e. OxFFFFFFFF). 

2.7.9 A Note About Division and Remainder 

UDIV never suffers unsigned overflow because its dividend is at most Unsigned(OxFFFFFFFE^ and its 
divisor is no less than 1 (except for a zero divisor, which triggers a divide by zero exception), so its result is 
no greater than its dividend. A similar argument applies to DIV, except for the sole case of overflow. 

Like UDIV, UREM never suffers unsigned overflow. To see why, consider the word results UD and UR of 
the opoations UDIV and UREM applied to operands a and b. UDIV and UREM are related by the 
formula: 

b = (UD*a)-^UR,whereO<UR<a 

with all values unsigned. It's easy to see that UR is no greater than a and therefore no greater than 
Unsigned(OxERTFFFF), hence, overflow cannot occur. A similar argument applies to REM. 

2^ Tagged Integer Arithmetic 

This section will be provided in Release 1.7. 

23 ATT2100 Floating-Point Arithmetic 

This section will be provided in Release 1.7. 

2.10 A Fast Calling Sequence 

The ATT2100 microprocessor provides an efficient procedure calling sequence^ Procedure call overhead 
includes copying the outgoing arguments to an argument area, saving the return address, transferring 
control to the called procedure, and allocating a new stack-frame for the new procedure's local variables, 
temporaries and outgoing arguments. The ATT2100 calling sequence accomplishes these goals with as few 
opoations as possible. A typical stack-frame is depicted in Figure 2-13. 
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Figure 2-14. Typical Stack-frame 

The stack grows downward in memory with the Stack Pointer (SP) always pointing to a free memory 
location. This free slot is where the Program Counter (PC) is stored on a procedure call (or unimplemented 
instruction exception). This avoids having to adjust the SP to save or restore the PC. The PC is the only 
machine register implicitly saved during a procedure call. Above the saved PC slot in the stack-frame is an 
area large enough to store outgoing arguments for any call from the current procedure. Above the outgoing 
arguments are stored temporary values and local variables. Thus outgoing arguments may be calculated in 
place with stack offset addressing modes. This statically allocated stack-frame allows the SP to be updated 
only on procedure entry or procedure return. Traditional push or pop^ instructions which automatically 
adjust the SP are intentionally avoided. Therefore, side-effects to the SP are nearly eliminated and operand 
address generation for subsequent instructions may smoothly proceed in a pipelined implementation. 

The steps required for a procedure call are straightforward. Outgoing arguments are moved (or even better 
calculated) onto the stack-frame. In the event of word arguments, the first argument is stored at SP44, the 
second at SP+8, etc. The CALL instruction performs an atomic move and jump operation, saving the 
return point at the CSP and loading the PC with the address of the first instruction of the called procedure. 
This first instruction of the called procedure, ENTER, adjusts the SP to allocate its new stack-frame. The 
last instruction of the called procedure, RETURN, re-adjusts the SP to deallocate its stack-frame and then 
branches to the address pointed to by the SPo Customarily, a CATCH follows the RETURN. 

This procedure call overhead: call, allocate, deallocate, and return, can be as little as four clock cycles! 

2.11 Prefetching Strategy 

The ATT21(X) provides two types of instruction fetching selectable through the Configuration Register 
PM-bit: prefetching and demand-fetching. When prefetching is enable (CONFIG PM-bit set to 1) the 
Prefetch Unit on the ATT21(X) fetches text, which has not been previously fetched and stored in the 
prefetch buffer memory, in quad-word pieces consisting of two double-word I/O requests. Text is 
prefetched sequentially until a branch (predicted jump, unconditional jump, CALL, CRET, KCALL, 
KRET or RETURN) is decoded. If the target of the branch is encoded in the instruction (non-indirect). 



6. POPN is provided to deallocate from the stack-frame and is useful in tail recursion. 
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prefetching then continues from the target (if it is not akeady in the prefetch buffer); if the target is indirect, 
prefetching stops and waits for a demand fetch request from the Execution Unit A demand fetch is 
requested if the Execution Unit takes a miss-predicted or indirect branch and the target has not been 
previously decodedo If at any time while the Prefetch Unit is prefetching sequential code and following 
taken branches a demand fetch is requested, any I/O requested by the unit will complete and prefetching 
begins anew from the Execution Unit requested target. 

If demand fetching is enabled (CONFIG PM-bit set to 0), the Prefetch Unit only issues an I/O request for 
text when it is requested by the Execution Unit and is not stored in the prefetch buffer. The I/O request is 
made for a double-word and all instructions contained in the double-word are decoded, but prefetching 
ceases until another demand fetch is requested by the Execution Unit Demand fetching is the default mode 
on reset of the chip. 

2.12 Tracing Instructions 

Instruction tracing is supported by setting of the PSW TB- and Tl-bits. These bits control when tracing is 
enabled as discussed in Section 2.4.8. 

If an instruction is iracable, a trace exception is taken after the instruction completes execution. The PC 
saved on the interrupt stack is the PC of the next instruction. 

Instructions before folded branches cannot be traced ( i.e., if a jump is folded into the previous instruction, 
the trace will occur after the jump.) To circumvent this from occurring, all jumps must be encoded as 
three-parcel and hence, will not be folded. 

Event seqi^nces are non-tracable. This includes exceptions and interrupts. The unimplemented instruction 
sequence is tracable a the trace bits are not altered. 

CRET, KC ALL and KRET are always non-traceable. 

2.13 Event Processing 

There are sevaal sequences which can be triggered in the ATT2100 that are not usually invoked by the 
regular instruction set These events include, in order of priority: 

• reset 

• interrupt 

• exception 

The sequences executed by the ATT2100 for each of these events are listed in the following sections. In all 
cases, interrupts are inhibited while an event processing sequence is in progress. 

As described in the following sections, the processing of exceptions, interrupts and unimplemented 
instructions includes the saving of the PC on the interrupt stack. There are some subtleties to note 
respecting the definition of the "current PC" being saved; these subtleties are described in the notes 
portion of the instruction descriptions given in Section 2.14 for the CPU and flow control instructions 
which save a PC value. 

2J3J Reset 

The ATT2100 enters the reset sequence when: 

1 . tte external reset pin is asserted. 

2. a memory fault, which is signaled either externally or by the MMU, 

• occurs when attempting to read or write the Interrupt Stack during any event processing 
sequence. 
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® occurs when attempting to read from the Vector Table during any event processing sequence. 

ITie reset sequence is: 

disable interrupts 
invalidate the PFB and IC 
if (reset pin) 

SHAD = 0x0 
else 

SHAD = PSW 
PSW = OxO 
CONnG = OxO 
PC = OxO 
enable interrupts 

As indicated above, after a reset, SHAD is set to either 0x0 or the current PSW depending upon which type 
of reset occurred. Independent of the type of reset, the PFB and IC are flushed and PSW, CONFIG and the 
PC initialized to 0x0. 0x0 in the PSW Register sets the execution level to kernel, with physical addr^sing 
enabled, tracing disabled, interrupts inhibited and the ISP as the CSP. 0x0 in the CONFIG Register 
disables all on chip caches, disables timer interrupts and selects demand prefetching. 0x0 in the PC Register 
starts executing instructions at physical address 0x0. 

Caution: If the reset sequence was initiated by the external re^t pin, the SP and the MSP are undefined. 
The caches should not be enabled until these registers are assigned values since the range check circuitry 
will not know whether an address should access the on-chip stack cache or off-chip to memory. 

2J32 Interrupt 

An interrupt is signaled when an external device requests so^ice on the interrupt request input lines 
IL<2:0> or either TIMER! or TIMER2 overflows with interrupts enabled. The three input lines associated 
with external interrupts and the timer intemipts, which are asserted at level one, are compared with the 
PSW Interrupt Priority Level (IPL) field. If the interrupt request is logically less than the IPL field, the 
intOTTipt can be serviced. An IPL field of 7 allows intemipts at levels through 6. An IPL field of 
inhibits interrupts 1 through 6 and allows only interrupts at level 0, which is referred to as a '* non-maskable 
int^rupt". 

The intemipt request input lines IL<2:0> must be asserted with the same value for at least two cycles before 
an interrupt is recognized by the ATHIOO. If the level of the intemipt request is less-than or equal-to the 
IPL field of the PSW, the intemipt is accepted and the interrupt request enters at the top of the execution- 
unit pipeline. Once the interrupt enters the top of the execution-unit pipeline, all further intemipts are 
disabled until completion of the interrupt sequence outlined in Section 2.13.2.1. No indication is given by 
the ATT2100 as to when the interrupt is being serviced other than the I/O caused by the interrupt sequence 
and the subsequent handler. 

A non-maskable interrupt can be generated by setting IL<2:0> to 0x0. An interrupt at level is "edge 
sensitive" in that once asserted, it must be de-asserted for at least two cycles before another intemipt at any 
level is recognized. Once any interrupt enters the execution pipeline all interrupts are disabled, including 
NMI. After the intemipt sequence completes, if the NMI is stUl asserted, it will be serviced. 

Most instructions complete execution before the interrupt request enters the top of the execution-unit 
pipeUne. CATCH, ENTER, MUL[3]. DIV[3], REM[3], UDIV and UREM are intemiptible. The 
•*CATCH'* portion of CRET is intemiptible. The PC stored on the intemipt stack is the proper value for 
transparently resuming execution. CATCH, ENTER and the '•CATCH" portion of CRET continue as 
opposed to restarting. 
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2 J 32 J Interrupt Sequence 

When the int^nipt is serviced, the sequence is: 

disable interrupts 

if (CSP = ISP) ISP = SHAD 

else SP = SHAD 

*(ISP - 8) = PC of interrupted instruction /* Becomes R8 wit new ISP */ 

*(ISP - 4) = PSW /* Becomes R12 wrt new ISP */ 

ISP -=16 

SHAD = ISP 

PC = *(VB + 16 + (4*interrupt level)) 

PSW<ULJPL[0:3]£^,S,TB,TI,V,Cf 4l[0:3]> = <0,OxO.O,OAO.O,0,O.O.OxO> 

oiable interrupts 

Where "interrupt level" is the value of the IL<2:0> lines producing the interrupt. The ATT2100 state is 
the same as immediately after a reset, except that the PSW VP-bit and UA-bits and CONFIG do not 
change^ Note that the intmiipt sequence is dmost the same as the KCALL sequence^ In particular, t!^ 
event frame left on the Interrupt Stack is the same, so a KRET instruction is sufficient for returning from 
an int^nipt as well as, interrupts are disables during this processing. 

2,133 Exceptions 

Exceptions signal an ^ror in a program. Exceptions, preceded by their respective ID, can occur in several 
ways: 

0x1 An integer division by zero. 

0x2 A trace operation, single or block. 

0x3 An illegal instruction is executed. Illegal instructions include: 

— An instnK:tion with an immediate as a destination (other than CMP and two-and-one- 
half-operand instructions). 

— A CPU instruction followed by an instruction other than a MOV which uses registers 
as both source and destination. 

— A CPU instruction followed by an instruction which uses an addressing mode other 
than those listed in Table 11-10. 

— A CPU instruction followed by a MOVA instruction with a source addressing mode of 
regist^. 

— A CPU instruction followed by a single-j^rcel instruction. 

— A CPU instruction followed by a monadic instruction. 

— A CPU instruction followed by an ADDI, ANDI or ORI. 

— A CPU instruction followed by a DQM. 

— A CPU insttucuon followed by a DIV, DIV3, MUL, MUL3, REM, REM3, UDIV or 
UREM. 

— A CPU instruction followed by a TADD or TSUB. 

— A CPU instruction followed by a three-parcel monadic or the corresponding five-parcel 
slot. 
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— A CPU instruction followed by the last three-parcel or five-i^rcel instruction slot, 
opcode all ones. 

— A conditional three-parcel branch instruction which uses indirect addressing. 

— A MOV A instruction with an immediate source oper^d. 

— A six byte monadic instruction with a byte or half-word addressing mode (i.e., ^OxQ; 
this includes the unimplemented monadics. 

— DQM with source non-word addressing modes or destination addressing modes other 
than 0x0, 0x4. 0x8, OxC, OxE or OxF. 

— An ENTER with a negative Stack Offset Addressing mode. 

— A six byte RETURN instruction with a source operand mode other than word stack 
offset (OxD) and negative value stack offsets. 

— a POPN instruction with an immediate source operand. 
0x4 Alignment faults. Alignment faults include: 

— Data accesses without natural alignment 

— DQM with miss-aligned source addresses. 
0x5 Privilege violations. Privilege violations include: 

— An instruction which attempts to write a register while the ATT2100 is not in kernel 
execution level. 

— Execution of a CRET or KRET in user mode. Note that these two instructions are the 
the only privileged instructions. 

0x6 Accesses to unimplemented registers. 

OxB MMU table walk access terminated by assertion of the I/O bus error input. 

0x7 Instruction fetches terminated by a fault Such faults are signaled by: 

— Violation of the User/Kernel access bits in a PTE or non-paged segment STE. 

— Invalid STE or PTE. 

— Failure of the bounds test on a non-page segment 

0x8 Data read terminated by a fault. Such faults are signaled by: 

— Violation of the User/Kernel access bits in a PTE or non-paged segment STE. 

— Invalid STE or PTE. 

— FaUure of the bounds test on a non-page segment 

0x9 Data write terminated by MMU fault Such faults are signaled by: 

— Violation of the User/Kernel access bits in a PTE or non-paged segment STE. 

— Invalid STE or PTE. 

— Failure of the bounds test on a non-page segment 

OxA Memory access terminated by assertion of the I/O bus error input 
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The exception handlo* must always be present 

2.13 3 J Exception Sequence 

disable interrupts 

if (CSP = ISP) ISP = SHAD 

else SP = SHAD 

*(ISP - 12) = "exception identifier" /* Becomes R4 wrt new ISP */ 

*([SP - 8) = PC of faulted instruction /* Becomes R8 wrt new ISP */ 

*(ISP - 4) = PSW /* Becomes R12 wrt new ISP */ 

ISP -=16 

SHAD = ISP 

PC = *(VB + 4) 

PSW<UL JPL[2:0]£^,S,TB.TI,V.CJ^.R[3:0]> = <O.OxOAO,0.0.0,0,O.O.OxO> 

liable interrupts 

Again, the sequence is almost the same as that of KCALLo See Table 11-12 for the ''exception identifier*' 
codes. 

If the target address of a CALL, CRET, JMP, KCALL, KRET or RETURN instruction, or of an 
intorupt, causes a memory fault, the PC saved on the Interrupt Stack is the target PC, not the address of the 
current instruction. 

In the case of exception IDs 0x8 and 0x9, the 32b opcrmd aligned virtual address of faulted access is saved 
in the Fault Register. 

For exception ID OxA, the PC placed on the interrupt stack is not the PC of the instruction associated with 
the faulted access. Due to the "unhinged" nature of stores in the ATT2100, it is the PC of the instruction 
which was at the bottom of the execution pipeline when the fault occurred. 

2 .134 Unimplemented Instruction 

An attempt to execute an unimplemented opcode results in an Unimplemented Instruction sequence. This 
sequence is faster than the exception sequence facilitating software emulation of extended instructions. As 
an unimplemented instruction can occur in either execution mode, the unimplemented instruction handler 
should be in the user address space. 

If an unimplemented instruction has an addressing mode which is illegal for that instruction class, it is 
considwed an illegal instruction (exception ID 0x3). Specificly: 

1. An unimplemented monadic instruction is considered illegal if it has a non-word addressing mode ( < 
OxC). 

2. An unimplemented instruction is considered illegal if it follow a CPU instruction and contains an 
addressing mode, or combination of modes, which Section 2.13.3 lists as illegal for an instruction 
following a CPU instruction. 

3. RETURN with a ne^tive operand. 

There are no tests performed upon the addressing modes of unimplemented dyadic instructions which do 
not follow CPU instructions; this includes unimplemented dyadics reserved for floating-point 

2.13.4.1 Unimplemented Instruction Sequence 

*(CSP) = PC of unimplemented opcode 
PC = *(VB+12) 

wh^e CSP is either SP or ISP, depending upon the state of the PSW S-bit. 
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2J35 Trapped Niladics 

An attempt to execute a one-parcel niladic with an opcode in the range 0x200 through Ox3FF results in a 
variant of the previously described Unimplemented Instruction ^quence called the Trapped Niladic 
exception. This sequence is the same as the Unimplemented Instruction sequence except VB + 8 is used for 
the vector. 

The trapped niladic handler should be in the user address space. 

2J3JJ Trapped Niladic Sequence 

*(CSP) = PC of unimplemented opcode 
PC = *(VB + 8) 

where CSP is eitter SP or ISP. depending upon the state of the PSW S-bit. 

2.13,6 Event Processing Priority 

Given that several event requests can be generated simultaneously, an event processing priority must be 
established. The priorities assigned to each event type are: 



1. 


reset. 


2. 


intemipt. 


3. 


timer intemipts. 


4. 


trace. 


5. 


instruction fetch faults. 


6. 


illegal instructions, 


7. 


unimplemented instructions. 


8. 


unimplemented registers. 


9. 


alignment faults. 


10. 


operand faults. 


11. 


privilege violation. 


12. 


divide by zero. 



Events 4 through 12 are associated with a particular instruction, while the higher priority events (reset, 
interrupt, and timer) can occur independent of what instruction is being executed. During some internal 
sequences interrupts are disabled. Many events given in the list above are mutually exclusive of each other 
and can not occur at the same time or within the same instruction. 

2.14 Instructioiis 

The format for instructions has already been described. The instructions themselves may be divided into 
nine categories. The following special notation has been used: [] and (I). ADD[31 for example, indicates 
that both ADD and ADD3 instructions exist JMP(F IT)(Y IN) indicates that JMPFY, JMPFN, JMPTY, 
and JMFTN instructions exist. 

• Arithmetic 

• ADD[3]-add 

. • ADDI - add interlocked 

• DIV[3]- divide 
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« MUL[3]" multiply 

• REM[3]- remainder 

• SlJB[3]-subttBCt 

® UDIV « unsigned divide 

• UREM - unsigned remainder 



Logical 



® 



Shift 



AND[3] - bitwise logical and 

ANDI - bitwise logical and interlocked 

0R[3] - bitwise logical or 

ORI - bitwise logical or interlocked 

X0R[3] - bitwise logical exclusive or 



SHL[3]- left shift 

SHR[3] - arithmetic right shift 

USHR[3] - logical right shift 



® Compare 



Move 



CMPEQ - equality comparison 
CMPGT - signed greater than comparison 
CMPHI - high comparison (unsigned greater than) 



• DQM - double or quad word move 

• LDRAA - load PC-relative address into accumulator 

• MOV -move 
MOVA - move address 



• 



Program Control 



• CALL - call subroutine 

• CATCH -fill stack cache 

« CRET - return from kernel with context 

• ENTER - enter subroutine and allocate procedure ftame 

• JMP- unconditional jump 

• JMP(F I T)(Y I N)- conditional jump 

• KCALL- kernel call 

• KRET- return ft-om kernel 

• POPN - firee N entries from procedure frame 

• RETURN - ft-ee procedure frame and return from subroutine 

Tagged 

« TADD - tagged addition 

• TSUB - tagged subtraction 

Floating-point (unimplemented) 

• FADD[3]- floating-point addition 
« FCLASS - floating-point classify 

• FCMP- floating-point compare 

• FDIV[3] - floating-point division 

• FLOGB - floating-point exponent extraction 



2-26 3/31/91 



ATT21(X) Microprocessor Release 1.7.2 



FMOV -floating-point move 

FMUL[3] - floating-point multiply 

FNEXT - floating-point next-after 

FREM - floating-point remainder 

FSCALB - floating-point scaling by a power of radix, 2 

FSQRT - floating-point square root 

FSUB[3] - floating-point subtraction 



Other 



CLRE- clear PS WE-bit 

CPU - register mode escape 

FLUSHD - flush the Data Cache (unimplemented) 

FLUSHDCE - flush an entry in the Data Cache (unimplemented) 

FLUSHI - flush the Decoded Instruction Cache 

FLUSHP - flush the Prefetch Buffer Cache 

FLUSHPBE - flush an entry in Prefetch Buffer Cache 

FLUSHPTE - flush a page-table-entry in the Translation Look-aside Buffers or Segment 

Registers 

NOP - no operation 

TESTC - copy PSW carry-bit to PSW flag-bit and clear carry-bit 

TESTV - copy PSW overflow-bit to PSW flag-bit and clear overflow-bit 
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The next section contains detailed descriptions of the instruction set The following abbreviations are used: 

abs32 A 32-bit value with any of the two word operand addressing modes: 

® PC=ielative or 

• absolute. 

fgen[ii] Any of the following modes with a value that can fit in n-hiu: 
® ab^lute, 
« immediate, 

• stack offset, or 

« stack offset indirect 
flow32 A 32-bit value with any of the four word operand addressing modes (i.e., modes ^ OxQ: 
® absolute, 
« absolute indirect, 

• PC-relative, or 

• stack offset indirect mode. 

gen[n]^ Any of the following modes with a value that can fit in n-bits: 

• absolute, 

• immediate, 

• stack offset, or 

« stack offset indirect 

immW A two's complement constant in the range -2""^ through 2""^ -1 . 

istkS An Indirect Stack Offset mode of type word with the offset a number divisible by four in the 

range through 124. 

pcrellO A pc-offset mode in which the offset is a number divisible by 2 in the range -1024 through 
1022. 

stk5 A Stack Offset mode with the offset a number in the range through 124 and is divisible by 

four, which is the operand size of word. 

stk8 A Stack Offset mode which is operand size of word 

stk32 A Stack Offset mode with the offset any 32-bit number. 

uimmM An unsigned constant in the range through 2*-l. 

wai[ii] An unsigned constant in the range through 2'*--l which is multiplied by 4 (word aligned). 

woid32 A 32-bit value with any of the four word operand addressing modes (i.e., modes >= OxQ: 



7. Hie CPU prefix inf traction modifies the meaning of these addressing modes. 
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® absolute, 

® immediate mode, 

• stack offset, or 

• stack offset indirect 
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Name: 

Format: 

Op^Btion: 



Description: 



ADD - ADDition 
ADD[3] src. dst 

ADD: 



ADD3: 



dst+=src 

'^unsigned overflow" ? PSW.C = 1 : PSW.C = 
^signed overflow" ? PSW.V = 1 : PSW.V = 

Ace = dst + src 

'^unsigned overflow" ? PSW.C = 1 : PSW.C = 

'^signed overflow" ? PSW.V = 1 : PSW.V = 

The source operand is added to the destmation q>erand and the sum is placed in either the 
destination (ADD) or the Accumulator (ADD3). 

The PSW C-bit is set to 1 on unsigned overflow and the PSW V-bit is set to 1 on signed 
overflow, otherwise the PSW C- and V°bits are set to 0. See Section 2.7 for a full 
description of ATT2100 integer arithmetic. 



Encodings 
length opcode instruction sic 



dst 



2 


OxOD 


ADD3 


wai5. 


stkS 


2 


0x14 


ADD 


immS, 


stk5 


2 


0x15 


ADD3 


iinm5. 


StkS 


2 


0x16 


ADD 


stk5. 


StkS 


2 


0x17 


ADDS 


stk5. 


StkS 


6 


0x23 


ADD 


genl6, 


gen 16 


6 


0x33 


ADD3 


gen 16, 


genl6 


10 


0x23 


ADD 


gen32. 


gen32 


10 


0x33 


ADD3 


gen32. 


gen32 
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Name: 

Format: 

Operation: 

Description: 



Notes: 



ADDI - ADDition InterlcK^ked 

ADDI src, dst 

hidden = dst 
dst+=src 
Ace = hidden 

The source operand is added to the destination operand and the sum is placed in the 
destination. The lock pin is asserted during the fetch of dsi, if dsi is in memory and not in 
the stack cache. The lock pin is de-asserted at the completion of the final store to dst. No 
other accesses are done tetween the fetch and store of dst. The original value of dst 
(obtained during the fetch) is placed in the Accumulator. If the Accumulator is not in the 
stack cache, a store is made after the interlocked I/O completes. 

The PSW C- and V-bits are not affected by an ADDI instruction. 



Encodings 
length opcode instruction src 



dst 



6 0x03 ADDI genl6. genl6 

10 0x03 ADDI gen32. gen32 

Pipeline bypass hazards associated with semaphore operations are avoided in the 
ATT2100 by clearing the pipeline before an interlocked instruction enters the first 
pipeline stage. No other instruction is allowed into the pipeline until the executing 
interlocked instruction completes. 

If R4 is the destination, after the interlocked instruction completes, R4 is the previous 
value of R4, hence no operation is performed. 

If the accumulator is not in the SC, CSP = MSP, an I/O access is made to update the 
accumulator after the interlocked accesses complete. The access to the accumulator must 
not fault in any manner for the ADDI is not restartable from this point of the operation. 
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Name: AND - bitwise logical AND 

Format: AND[3] src, dst 

Operation: AND: dst &= src 

AND3: Acc = dst&src 

Description: A bitwise logical AND operation is performed on the source and destination operands. 
The result is placed in either the destination (AND) or the Accumulator (AND3). 

Encodings 

length opcode instruction src dst 



2 


OxOE 


AND3 


immS, 


stk5 


2 


OxOF 


AND 


stk5. 


stk5 


6 


0x22 


AND 


genl6. 


genl6 


6 


0x32 


AND3 


genl6. 


genl6 


10 


Ox?.?. 


AND 


gen32. 


gen32 


10 


0x32 


AND3 


gen32. 


gen32 
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Name: 

Fomiat: 

Operation: 

Description: 



Notes: 



ANDI - bitwise logical AND Interlocked 

ANDI src, dst 

hidden = dst 
dst &= src 
Ace = hidden 

A bitwise logical AND operation is performed on the source and destination operands and 
the result is placed in the destination. The lock pin is asserted during the fetch of dsi, if 
dst is in memory and not in the stack cache. The lock pin is de-asserted at the completion 
of the final store to dst. No other accesses are done l^tween the fetch and store of dst. 
The original value of dst (obtained during the fetch) is placed in the Accumulator. If the 
Accumulator is not in the stack cache, a store is made after the interlocked I/O completes. 



Encodings 
length opcode instruction src 



dst 



6 0x02 ANDI genl6, genl6 

10 0x02 ANDI gen32. gen32 

Pipeline bypass hazards associated with semaphore operations are avoided in the 
ATT2100 by clearing the pipeline before an interlocked instruction enters the first 
pipeline stage. No other instruction is allowed into the pipeline until the executing 
interlocked instruction completes. 

If R4 is the destination, after the interlocked instruction completes, R4 is the previous 
value of R4, hence no operation is performed. 

If the accumulator is not in the SC, CSP = MSP, an I/O access is made to update the 
accumulator after the interlocked accesses complete. The access to the accumulator must 
not fault in any manner for the ANDI is not restartable from this point of the operation. 
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Name: 

Format 

Opeiation: 

Desmption: 



Note: 



CALL - subroutine CALL 

CALLsrc 



*(CSP) = nextPC 
PC = src 



/* save return PC in RO */ 



The next Program Counter value (return address) is stored at the location indicated by the 
SP, or the ISP, whichever is the CSP. The source operand (subroutine entry point) 
becomes the new Program Coiuiter value. 

Encodings 

length opcode subcode instruction src 



2 

6 



0x01 
0x00 



0x1 



CALL 

CALL 



pcrellO 

fl0w32 



If the location pointed to by the CALL instruction can not be referenced, a fetch-fault 
results. In this case, the PC stored on the interrupt stack is the target PC, not the PC of the 
original CALL. The address of the original CALL instruction is not saved. In the event 
of an indirect CALL, if the ATT21(X) can not reference the indirection word, a read-fault 
results and the PC stored on the interrupt stack is that of the indirect CALL. In either 
case, fetch-fault or read-fault, the correct return PC is saved in RO. 
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Name: 

Fomiat: 

Operation: 



Description: 



CATCH - fill stack cache 
CATCH src 

if(CSP = = SP){ 

while( ( MSP < (CSP + src) ) && ( (MSP - SP) < SCS/ZE) ) 

{ 

stack_cache[ MSP ] = memory[ MSP ] 
stack_cache[ MSP44 ] = memory[ MSP-i4 ] 
stack_cache[ MSP+8 ] = memory[ MSP+8 ] 
stack_cache[ MSP+12 ] = niemory[ MSP+12 ] 
MSP +=1*6 



} 



) 



If the CSP is SP, the stack cache is filled to the extent indicated by the source operand. 
The semantics of CATCH are somewhat different depending upon the address mode of 
src. 

1. If the source operand is defined with a Stack Offset mode (Roffset), the address is 
formed by adding the offset to the SP to determine the target value for the MSP 
(MSP = SP + offset). 

2. If the source operand is defined with an Immediate mode (Sdata), the immediate 
value is used as the target for the MSP (MSP = data). 

3. If the source operand is defined with a Stack Offset Indirect mode (*Roffset), the 
target value for the MSP is fetched from memory (or the Stack Cache) at the 
address formed by adding the offset to SP (MSP = *(offset + SP)). 

4. If the source operand is defined with an Absolute mode (*$addr), the target value 
for the MSP is fetched from memory (or the Stack Cache) at the address specified in 
the absolute address (MSP= *(addr)). 

In no case will the MSP be incremented beyond the size of the on-chip stack cache. If the 
CSP is the ISP, CATCH is a no-op. 

ENCODINGS 



Notes: 



length opcode subcode instruction src 



2 
6 



0x02 
0x00 



0x1 
0x8 



CATCH 
CATCH 



stk8* 
word32 



The MSP must be greater than or equal to the SP when CATCH executes, otherwise 
instruction operation depends upon context and is therefore unpredicatable. 



Hie 8-bit stack offset is zero-extended and multiplied by 16 giving it an effective range of through 4080 in quad-aligned 
incronents. 
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If virtual addressing is enabled, and the MSP is updated, the new value is checked to 
verify that stores are valid at the current execution level If the address is not valid, either 
a Read Fault, exception ID 0x8, or a MMU Table Walk Fault, exception ID OxB, is 
flagged for the CATCH instruction. 

Since the lower four bits of the SP do not exist, cache filling is done in 16 byte blocks. If 
the source operand to CATCH is not divisible by 16, the cache is filled to the next 
multiple of 16. 
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Name: CLRE - clear PSW E-bit 

Format: CLRE 

Description: The CLRE instruction clears the PSW E-biL The PSW E-bit is set by an ENTER 
instruction which has successfully completed execution. 

Encodings 

length opcode subcode instruction 

2 OxOB OxA CLRE 
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Name: 
Fomiat: 
Op^Btion: 
Description: 



Notes: 



CMP-CoMPare 

CMPrel srcl, src2 

sicl rel src2 ? PSW.F = 1 : PSWoF = 

The PSW F-bit is set to 1 if the comparison between the two source operands is true. If 
the comparison is false the PSW F-bit is set to 0. Rel is one of the following: 

EQ equal to 

GT signed greater than 

HI higher (unsigned greater than) 

Encodings 

length opccKie instruction srcl src2 



2 


0x10 


CMPEQ 


immS, 


stk5 


2 


0x11 


CMPGT 


stk5. 


stkS 


2 


0x12 


CMPGT 


immS, 


stk5 


2 


0x13 


CMPEQ 


stk5. 


stk5 


6 


OxlD 


CMPGT 


genl6. 


genl6 


6 


OxlE 


CMPHI 


genl6. 


gen 16 


6 


OxlF 


CMPEQ 


genl6, 


genl6 


10 


OxlD 


CMPGT 


gen32. 


gen32 


10 


OxlE 


CMPHI 


gen32. 


gen32 


10 


OxlF 


CMPEQ 


gen32. 


gen32 



srcl is specified in the source operand field. src2 is specified in the destination operand 
field. 

CMPEQ may be used to test either = or ^, CMPGT may be used to test signed >, >, <, <, 
and CMPHI may be used to test unsigned >, >, <, <. In the latter cases, it is simply a 
matter of ordering the operands property and testing the correct sense of the PSW F-bit 



2-38 



3/31/91 



ATT21(X) Microprocessor 



Release 1.7.2 



Name: CPU - register access escape 

Format- CPU 

Description: The CPU instruction is a prefix which changes the meaning of the instruction which 
follows it. Specifically, it changes the definition of address mod^ to enable access to the 
internal registers. All word-sized address modes remain the same, while mode 0x7 
becomes the register addressing mode, (see Section 2.6.7). The register number is stored 
in the operand field. The low four bits of the operand are used as the register number. The 
high-order bits are ignored, but should be zero. Accessing the undefined register results 
in an Unimplemented Instruction exception. 

Encodings 

length opcode subcode instruction 

2 OxOB 0x0 CPU 



Notes: 



Hazards: 



The instruction following the CPU is considered part of the CPU instruction: if an 
exception or interrupt occurs the PC saved on the interrupt stack is die PC of the CPU 
instruction. In the ftiefetch and Decode section of the ATT2I00, the Program Counter is 
incremented by four- or six-parcels depending on whether the instruction following the 
CPU instruction is three- or five-parcels. 

See Section 2.13.3 for legal and illegal use of the CPU instruction. 

For future support of floating-point instructions, a CPU instruction followed by a reserved 
floating-point instruction should not be used. 



The CPU is an interlocked instruction in that no other instruction is started until the CPU 
reaches the RR pipeline stage. It is still possible to cause a hazard between instructions 
which modify the PSW C-, E-, F- or V-bits. If the either of the two instructions 
proceeding the CPU instruction modified the PSW C-, E-, F- or V-bits, any access of the 
PSW should be padded by two NOP instructions. 

See Section 2.4.8 for additional hazards associated with storing into the PSW. 
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Name: 

Format 

Operation: 



Description: 



Notes: 



CRET » Context RETum from kernel 

CRET 



/*ROwrtISP*/ 



/*R4wrtISP*/ 
/*R8wrtISP*/ 
/*R12wrtISP*/ 



disable interrupts 
SP=*aSP + 0) 
fetch*aSP + 4) 
enable interrupts 
CATCH(MSP-SP) 
disable interrupts 
MSP = *aSP + 4) 
PC=*aSP + 8) 
PSW = *aSP+12) 
ISP-+<=16 
if(CSP = = ISP) 

SHAD = ISP 
else 

SHAD = SP 
enable interrupts 

A new SP is loaded from the Interrupt Stack. The current contents of the stack cache are 
discarded and an unconditional CATCH is performed filling the stack cache to the MSP. 
The Program Status Word and Program Counter values are restored by "popping" the 
Interrupt Stack. 

Encodings 

length opcode subcode instruction 

2 OxOB 0x5 CRET 

The target MSP is fetched prior to the "CATCH" portion executes, but tiie MSP is not 
updated until the **CATCH" portion completes. 

Interrupts are disabled as indicated in the Operation description during a portion of the 
CRET. Interrupts are enabled as indicated during the ''CATCH" portion of CRET at the 
level of the restored PSW. The "CATCH" portion of of CRET is performed consistent 
witii the restored PSW VP- and S-bits. 

If a memory fault occurs while reading from the Interrupt Stack the ATT2100 resets. 

The CRET instruction is privileged. If a CRET is initiated at the user level, a privilege 
exception is executed. 

The CRET instruction can not be traced. 

If the location pointed to by the new PC value can not be referenced, a fetch-fault results. 
In this case, the PC stored on the interrupt stack is the new PC value, not the address of 
the CRET instruction. 
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Name: 

Fomiat: 

Opemtion: 

Description: 



DIV- Divide 

DIV[3] src, dst 

DIV: dst /= src 
DIV3: Ace = dst /src 

The d^tination operand is divided by the source oj^rand and the quotient is placed in 
either the destination (DIV) or the Accumulator (DIV3). Two's complement division is 
perfomied. See Section 2.7 for a full description of ATT21(K) integer arithmetic. 



Encodings 
length opcode instruction src 



dst 



Notes: 



6 0x27 DIV genl6, genl6 

6 0x37 DIV3 genl6. genl6 

10 0x27 DIV gen32. gen32 

10 0x37 DIV3 gen32, gen32 

Division by zero results in a zero divide exception. Division of 0x80000000 by 
OxFFFFFFFF sets the PSW V-bit and returns the result OxSOOCXXXX). The V-bit is cleared 
in all the other cases. The C-bit is unchanged in all the cases. 
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Name: 
Fonnat 
Op^ation: 
Description: 



Note: 



DQM - Double-word or Quad-word Move 

DQM src, dst 

dst = src 

Double- or Quad-word Move moves either two or four contiguous words firom the source 
to the destination. Hie size of the transfer is determined by the destination addi^ss mode 
field. 

Double-word data size is encoded in the destination mode field as 0x0, x4 or 0x8. Quad- 
word data size is encoded in the destination mode field as OxC, OxD or OxE. If the source 
mode is OxF, the constant is replicated either two or four times depending upon the 
destination mode. If the destination mode is OxF, an illegal instruction excq)tion is taken. 
All other addressing modes result in an alignment fault. 



Encodings 
length opcode instruction sic 



dst 



6 0x07 DQM genie*. genl6* 

10 0x07 DQM gen32*. gen32* 

Source and destination addresses of quad-word operands must be divisible by 16 (quad- 
aligned) and addresses of double-word operands must be divisible by 8 (double-aligned). 
Otherwise an alignment exception occurs. 

Only word addressing modes are permitted for the source and the special modes for the 
destination. Other modes trigger an illegal instruction sequence. 



Hie Mmkiiicms given In the descripticm and note apply. 
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Name: 

Format 

Opo^tion: 



ENTER - ENTER subroutine 
ENTER src 

if(CSP = = ISP) 

{ 



} 

if((CSP 
{ 



SHAD = ISP = target* 

= = SP) && (src address mode != Stack Offset) ) 

/* flush stack cache unconditionally */ 
while ( MSP > SHAD ) 

{ 

memory[ MSP-16 ] = stack_cache[ MSP-16 ] 
memory[ MSP-12 ] = stack_cache[ MSP-12 ] 
memory[ MSP-8 ] = stack_cache[ MSP-8 ] 
memory[ MSP-4 ] = stack cache[ MSP-4 ] 
MSP -=16 

} 

/* force stack cache to be empty */ 

SHAD = MSP = SP = target 

) 

if( (CSP = = SP) && (src address mode = = Stack Offset) ) 

{ 

/* flush only as much of the stack cache as is necessary */ 
if ( MSP - target > SCSIZE) 

[ 

while (( MSP > SHAD) && (MSP - target > SCSIZE)) 

{ 

memory[ MSP-16 ] = stack_cache[ MSP-16 ] 
memory[ MSP-12 ] = st^k_cache[ MSP-12 ] 
memory[ MSP-8 ] = stack_cache[ MSP-8 ] 
memory[ MSP-4 ] = stack_cache[ MSP-4 ] 
MSP -=16 

) 

if( MSP > (target + SCSIZE) ) 

MSP = target + SCSIZE 



) 

PSW.E = 1 



) 

SHAD = SP = target 



*see Description for determination of target value 

Description: The CSP is altered either by adding the source operand (Stack Offset addressing mode), or 
replacing it with a new value (all other addressing modes). If SP is not the current stack 
pointer no data traffic between the Stack Cache and memory is performed, and the MSP is 
not updated. If SP is the CSP, the contents of the stack cache are written to memory (if 
necessary) in quad word transfers until no more than SCSIZE bytes are held in the cache. 
The semantics of ENTER are somewhat different depending upon the address mode of 
src. 
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L If the source operand is defined with a Stack Offset mode (Roffset), the address 
formed by adding the offset to the CSP is used to determine the target value (MSP = 
CSP + offset)o The bounds of the stack cache are set to encompass the full amount 
of the ENTER instraction, within the limits of SCSIZE. 

2. If the source operand is defined with an Immediate mode ($data), the immediate 
value is used as the target value (MSP = data) and the stack cache is set empty at 
the completion of the ENTER instruction. 

3. If the source operand is defined with a Stack Offset Indirect mode (*Roffset), the 
target value is fetched from memory (or the Stack Cache) using the address formed 
by adding the offset to the CSP (MSP = *(offset + CSP)) and the stack cache is set 
empty at the completion of the ENTER instruction. 

4. If the source operand is defined with an Absolute mode (*$addr), the target value 
for the CSP is fetched from memory (or the Stack Cache) using the address 
specified in the absolute address (MSP = *(addr)) and the stack cache is set empty 
at the completion of the ENTER instruction. 

Upon successful completion of the ENTER, the PSW E-bit is set The PSW E-bit is 
cleared with the CLRE instruction. 







Encodings 




length 


opcode 


subcode instruction 


src 


2 


0x02 


0x0 ENTER 


stkSt 


6 


0x00 


0x9 ENTER 


word32 



Notes: If the 6 byte form of ENTER is used with a Stack Offset mode for src, the magnitude of 

the offset must be greater than SCSIZE, and the offset must be less than or equal to 0, or 
unpredictable results may occur. The MSP must be greater than or equal to the SP when 
an ENTER begins, otherwise instruction operation depends upon context and therefore is 
unpredictable. 

For the Stack Offset Addressing model, only negative stack offsets are legal, positive 
stack offsets trigger an illegal instruction sequence. This includes ENTER RO. 

If virtual addressing is enabled, the target address and the new MSP, if the MSP is 
updated, are checked to verify that stores are valid at the current execution level. If the 
addresses are not valid, a Read Fault exception, exception type 8, or MMU a MMU Table 
Walk Fault, exception ID OxB, is flagged for the ENTER instruction. The exception is 
processed after any stack flushing is completed. 

Since the lower four bits of the SP do not exist, the lower four bits of the source operand 
are ignored. 



Hie S°bit stick o£fsel is left padded with ones and multiplied by 16 giving it an effective range of °16 through -4096 in quad- 
idigned decrements. 
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Name: 

Format: 

Operation: 

Description: 



Notes: 



FADD - Heating-point ADDition 

FADD[3] src, dst 

FADD: dst 4« src 
FADD3: Ace = dst + src 

The source operand is added to the destination operand and the sum is placed in either the 
destination (FADD) or the flc^ting-point Accumulator (FADDS), 



Encodings 
length opcode instruction src 



dst 



6 


0x2B 


FADD 


fgenl6. 


fgenl6 


6 


Ox3B 


FADD3 


fgenl6. 


fgenl6 


10 


0x2B 


FADD 


fgen32. 


fgen32 


10 


Ox3B 


FADD3 


fgen32. 


fgen32 



May result in overflow, underflow, an inexact or an invalid operation. See Section 2.9 for 
a complete description of floating-point arithmetic. 

The FADD[3] instruction is not implemented in hardware. An unimplemented instruction 
sequence is taken. 
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Name: 

Foraiat: 

Op^ation: 



Description: 



FCLASS - Floating-point CLASSify 
FCLASS srcdst 

if (src = = ''signaling NaN'*) 

dst=l 
else if (src = = ''quiet NaN") 

dst = 2 
elseif(src = ='W) 

dst = 3 
else if (src = ="0") 

dst = 4 
else if (src = = "normalized") 

dst = 5 
else if (src = = *'subnormalized*') 

dst = 6 

The destination is set to the nonzero integral value whose sign is that of the source 
operand and whose magnitude is detennined by the source. 



Encodings 
length opcode instruction src 



dst 



Notes: 



6 0x13 FCLASS fgenl6. genl6 

10 0x13 FCLASS fgen32, gen32 

The FCLASS operation never results in an exception. See Section 2.9 for a complete 
description of floating-point arithmetic. 

The FCLASS instruction is not implemented in hardware. An unimplemented instruction 
sequence is taken. 
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Name: FCMP - Floating-point CoMParison 

Fonnat FCMPrel src 1 ,src2 

Operation: srcl rel src2 ? PSW.F = 1 : PSW.F = 

Description: The PSW F-bit is set to 1 if the comj^rison between the two source operands is true. If 
the comparison is false PSW F-bit is set to 0. Rel is one of the following comparisons: 

EQ equal to 

EQN equal to or unordered with 

GT greater than 

GE greater than or equal to 

N unordered 



Encodings 
length opcode instruction srcl 



src2 



6 


0x18 


FCMPGE 


fgenl6, 


fgenl6 


6 


0x19 


FCMPGT 


fgenl6. 


fgenl6 


6 


0x1 A 


FCMPEQ 


fgenl6, 


fgenl6 


6 


OxlB 


FCMPEQN 


fgenl6, 


fgenl6 


6 


OxlC 


FCMPN 


fgenl6, 


fgenl6 


10 


0x18 


FCMPGE 


fgen32. 


fgen32 


10 


0x19 


FCMPGT 


fgen32. 


fgen32 


10 


0x1 A 


FCMPEQ 


fgen32. 


fgen32 


10 


OxlB 


FCMPEQN 


fgen32. 


fgen32 


10 


OxlC 


FCMPN 


fgen32. 


fgen32 



Notes: 



FCMPGT and FCMPGE signal invalid operation if the operands are unordered. See 
Section 2.9 for a complete description of floating-point arithmetic. 

The FCMP instructions are not implemented in hardware. An unimplemented instruction 
sequence is taken. 
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Name: 

Fonnat 

Op^ation: 

Description: 



Notes: 



FDIV - Floating-point Division 

FDIVPl src, dst 

FDIV: dst/=src 
FDIV3: Acc = dst/src 

The destination operand is divided by the source operand and the quotient is placed in 
either the destination (FDIV) or the floating-point Accumulator (FDIV3). 



Encodings 
length opcode instruction src 



dst 



6 Ox2A FDIV fgenl6. fgenl6 

6 Ox3A FDIV3 fgenl6. fgenl6 

10 0x2A FDIV fgen32. fgen32 

10 Ox3A FDIV3 fgen32. fgen32 

May result in overflow, underflow, division by zero, an inexact or an invalid operation. 
See Section 2.9 for a complete description of floating-point arithmetic. 

The FDIV[31 instruction is not implemented in hanlware. An unimplemented instruction 
sequence is taken. 
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Name: 

Format: 

Op^Btion: 



Description: 



Notes: 



FLOGB - Floating-point exponent extraction 
FLOGB src, dst 

if(src = ="±0") 

dst = -oo 
elseif(src = =*'±eo") 

dst = -h» 
elseif(src = =*'NaN") 

dst = src 
else 

dst = exponent of src 

The destination receives the exponent of the source operand, in floating-point format, with 
the special cases. 



Encodings 
length opcode instruction src 



dst 



6 0x12 FLOGB fgenl6. fgenl6 

10 0x12 FLOGB fgen32, fgen32 

Never results in an exception. See Section 2.9 for a complete description of floating-point 
arithmetic. 

The FLOGB instruction is not implemented in hardware. An unimplemented instruction 
sequence is taken. 
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Name: 

Format 

Description: 



Note: 



FLUSHD - FLUSH Data cache 

FLUSHD 

The Data Cache is flushed: all entries are marked invalid. 

Encodings' 

length opcode subcode instruction 

2 OxOB 0x6 FLUSHD 

The FLUSHD instruction is not implemented in hardware as there is no data cache. An 
unimplemented instruction sequence is taken. 
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Name: 

Format 

Description: 



Note: 



FLUSHDCE - FLUSH a Data Cache Entry 

FLUSHDCEsrc 

The quad-word at src, is flushed from the DC. 

Encodings 

length opcode subcode instruction src 

6 0x00 OxD FLUSHDCE word32 

The FLUSHDCE instruction is not implemented in hardware as there is no data cache. 
An unimplemented instruction sequence is taken. 
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Name: FLUSHI - FLUSH decoded Instruction cache 

Format FLUSHI 

Description: The Decoded Instruction Cache is flushed: all entries are marked invalido 

Encodings 

length opcode subcode instruction 

2 OxOB 0x3 FLUSHI 
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Name: FLUSHP - FLUSH Prefetch buffer cache 

Format: FLUSHP 

Description: The Prefetch Buffer Cache is flushed: all entries are marked invalid. 

Encodings 

length opcode subcode instruction 

2 OxOB 0x4 FLUSHP 
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Name: FLUSHPBE - FLUSH a PreFetch Buffer Entry 

Format FLUSHPBE src 

Description: The quad-word at src, is marked invalid in the PFB. None of the other caches are 
affected. 

Encodings 

length opcode subcode instruction sm 

6 0x00 OxC FLUSHPBE word32 
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Name: 

Fonnat 

Description: 



Note: 



FLUSHFEE - FLUSH a Page Table Entry from the tlb's 

FLUSHPTE src 

If there is a Page Table Entry for the address defined by src, m either the Text or Data 
Translation Look-aside Buffers, the entry is marked invalid. Both the Text and Data 
Non-paged Segment Registers are invalidated. 

Encodings 

length opcode subcode instruction src 

6 0x00 OxB FLUSHPTE word32 

For the FLUSHPTE instruction tiie src operand is an address. Normally, the address 
would be moved into the Stack Cache and the Stack Offset Indirect addressing mode 
would be used for src. 
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Name: 
Format' 
Opa:ation: 
Description: 



FMOV - Roating-point MOVe 

FMOV src, dst 

dst = src 

The spurce operand is moved into the destination with any required conversions 
performed. 







Encodings 






ngth 


opcode 


instruction 


src 


dst 


6 
10 


0x11 
0x11 


FMOV 
FMOV 


fgenl6. 
fgen32. 


fgenl6 
fgen32 



Notes: 



May result in an overflow, underflow, an inexact or an invalid operation. See Section 2.9 
for a complete description of floating-point arithmetic. 

The FMOV insmiction is not implemented in hardware. An unimplemented instruction 
sequence is taken. 
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Name: 

Format 

Op^^tion: 

Desoiptiom 



Notes: 



FMUL - Floating-point MULtiplication 

FMUL[3] src, dst 

FMUL: dst *= src 
FMUL3:Acc = dst * src 

The product of the source and the destination operands is placed in the destination 
(FMUL) or the floating-point Accumulator (FMUL3). 



Encodings 
length opcode instruction src 



dst 



6 


0x29 


FMUL 


fgenl6. 


fgenl6 


6 


0x39 


FMUL3 


fgenl6. 


fgenl6 


10 


0x29 


FMUL 


fgen32. 


fgen32 


10 


0x39 


FMUL3 


fgen32. 


fgen32 



May result in an overflow, underflow, an inexact or an invalid operation. See Section 2.9 
for a complete description of floating-point arithmetic. 



The FMUL[3] instruction is not implemented in hardware, 
instruction sequence is taken. 



An unimplemented 
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Name: 

Format: 

Operation: 



Description: 



Notes: 



FNEXT - Floating-point NEXT-after 

FNEXT sue, dst 

if((src I dst) = ="NaN'') 



dst=''NaN'* 



else 

dst - value adjacent to src in the direction of dst 

The destination receives the value "adjacent to" the source operand in the direction of the 
destination operand. "Adjacency" is meant in tenns of the fonnat of the source operand. 

If either operand is NaN, the result is NaN. Otherwise, for the purposes of FNEXT, the 
floating-point values in a particular format may be taken to be lexicographically ordered: 

{-©©) < {negative numbers) < {-0) < {+0) < {positive numbers) < {+<») 

Lexicographic order differs from numeric order only in that -0 and +0 are taken to be 
distinguished neighbors, even though they are equal when compared with any of the 

variants of FCMR 



Encodings 
length opcode instruction src 



dst 



6 0x08 FNEXT fgenl6, fgenl6 

10 0x08 FNEXT fgen32, fgen32 

Never results in an exception. See Section 2.9 for a complete description of floating-point 
arithmetic. 

The FNEXT instruction is not implemented in hardware. An unimplemented instruction 
sequence is taken. 
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Name: 

Format: 

Op^adon: 



Description: 



Notes: 



FREM - Floating-point REMainder 
FREM src, dst 

Given R in the format of dst, and unbounded 
integers IQ and QQ satisfying: 

dst = (src *IQ) + R. with IrI < lsrc + 2l 
QQ = IQ / 16, rounded toward 0, 

then: 

dst = R 

FPSW.RQ = IQ-(16*QQ) 

The destination operand is given its floating-point remainder modulo the source. The low 
four bits of the integer quotient, with the quotient's sign, are delivered as a 5-bit two's 
complement number to the RQ field of the FPS W. 



Encodings 
length opcode instruction src 



dst 



6 OxOB FREM fgenl6, fgenl6 

10 OxOB FREM fgen32, fgen32 

FREM may be thought of as the dividion of dst by src to produce all (possibly thousands) 
of the integer quotient bits, which is called IQ in the operation description. To insure that 
R is no bigger than half of src, IQ may be adjusted upward by 1. The resulting remainder, 
R, is exact. The FPSW RQ-field is the low four bits of the magnitude of IQ, with the sign 
of IQ, as a two's compliment value. In doing argument reduction for operations such as 
trigonometric functions, the FPSW RQ-field is of great value when the src might be it/4; 
the FPSW RQ-field would indicate in which octant the argument, dst, lies. 

May result in an invalid operation. See Section 2.9 for a complete description of 
floating-point arithmetic. 

TTie FREM instruction is not implemented in hardware. An unimplemented instruction 
sequence is taken. 
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Name: 

Format 

Operation: 

Desaiption: 



Notes: 



FSCALB - Floating-point SCALing by a power of the radix, 2 
FSCALB src, dst 

dst *=2^'^ 

The destination is scaled by 2 raised to the source power. The source, which is an 
integral, not a floating-point, operand, is truncated to 16-bits before scaling is performed. 



Encodings 
length opcode instruction src 



dst 



6 
10 



0x09 
0x09 



FSCALB 
FSCALB 



genl6, fgenl6 
gen32. fgen32 



May result in an overflow, underflow, an invalid or an inexact operation. See Section 2.9 
for a complete description of floating-point arithmetic. 

The FSCALB instruction is not implemented in hardware. An unimplemented instruction 
sequence is taken. 
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Name: 

Fonnat 

Operation: 

Description: 



Notes: 



FSQRT - Floating-point SQuare RooT 
FSQRT src, dst 

dst = ^Isrc 

The destination receives the square root of the source. 

Encodings 

length opcode instruction src dst 

6 0x10 FSQRT fgenl6. fgenl6 

10 0x10 FSQRT fgen32, fgen32 

May result in an inexact or invalid operation. See Section 2.9 for a complete description 
of floating-point arithmetic. 

The FSQRT instruction is not implemented in hardware. An unimplemented instruction 
sequence is taken. 
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Name: 

Format: 

Opamtion: 

Description: 



FSUB » Floating-point SUBtraction 

FSUBP]src,dst 

FSUB: dst»=src 
FSUB3:Acc = clst-src 

The source operand is subtracted from the destination operand and the difference is placed 
in either the destination (FSUB) or the floating-point Accumulator (FSUB3). 



Encodings 
length opcode instruction src 



dst 



6 


0x28 


FSUB 


fgenl6. 


fgenl6 


6 


0x38 


FSUB3 


fgenl6. 


fgenl6 


10 


0x28 


FSUB 


fgen32. 


fgen32 


10 


0x38 


FSUB3 


fgen32. 


fgen32 



Notes: 



May result in overflow, underflow, inexact or an invalid operation. See Section 2.9 for a 
complete de^ription of floating-point arithmetic. 

The FSUB[3] instruction is not implemented in hardware. An unimplemented instruction 
sequence is taken. 
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Name: 
Format 

Operation: 



Description: 



Note: 



JMP-JuMP 

JMPdst 

JMPT(YlN)dst 
JMPF(YlN)dst 



JMP: 



PC = &dst 



JMPT: 



JMPF: 



if(PSW.F)PC = &clst 
if(!PSWJ)PC = &dst 



The jump instructions cause the address of the destination operand to become the new 
Program Counter value unconditionally (JMP), if the PS W F-bit is one (JMPT), or if the 
PSW F-bit is zero (JMPF). A branch prediction bit is available for the conditional jumps 
to indicate that the jump more likely will (Y), or will not (N) be taken. Conditional jumps 
cannot use the indirect addressing modes. 

Encodings 

length opcode subcode instruction src(dst) 



2 


0x03 


- 


JMP 


pcrellO 


2 


0x04 


- 


JMPFN 


pcrellO 


2 


0x05 


- 


JMPFY 


pcrellO 


2 


0x06 


- 


JMPTN 


pcrellO 


2 


0x07 


- 


JMPTY 


pcrellO 


6 


0x00 


0x3 


JMP 


flow32 


6 


0x00 


0x4 


JMPFN 


abs32 


6 


0x00 


0x5 


JMPFY 


abs32 


6 


0x00 


0x6 


JMFIN 


abs32 


6 


0x00 


0x7 


JMPTY 


abs32 



If the location pointed to by the jump instruction can not be referenced, a fetch-fault 
results. In this case, the PC stored on the interrupt stack is the target PC, not the PC of the 
original jump. The address of the original jump instruction is not saved. In the event of 
an indirect jump, if the ATT2100 can not reference the indirection word, a read-fault 
results and the PC stored on the interrupt stack is that of the indirect jump. 
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Name: 


KCALL- Kernel CALL 


Fonnat: 


KCALL SIC 


Operation: 






disable interrupts 




•aSP-12) = src 




*(ISP - 8) = PC of next instruction 




•(ISP-4) = PSW 




ISP ^16 




SHAD = ISP 




PC = «(VB + 0) 




PSW = PSW & OxhU-tOOOO 




enable interrupts 



/* R4 wrt new ISP ♦/ 
/* R8 wit new ISP */ 
/*R12wrtnewISP*/ 



Description: The Program Status Word, the Program Counter (return point) and the src operand values 
are saved on the Interrupt Stack as a quad-word. The new Program Counter value is read 
from the memory location pointed to by the Vector Base Registero The low-order 16-bits 
of the PSW are set to 0, which selects kernel execution level, the ISP as the CSP, disables 
tracing and inhibits interrupts. The PSW VP- and UA-bits do not change. 

Encodings 

length opcode subcode instruction src 



2 
6 



0x00 
0x00 



0x0 



KCALL 
KCALL 



immlO* 
word32 



Notes: 



Interrupts are disabled while KCALL is processing. If a memory fault occurs while 
writing to the Interrupt Stack or reading from the table pointed to by the Vector Base, the 
ATniOO resets. 

If the location pointed to by the KCALL PC entry in the vector table can not be 
referenced, a fetch-fault results. In this case, the PC stored on the interrupt stack is the 
target PC (the value in the location pointed to by the VB), not the PC of the original 
KCALL instruction. 



* Hie l(H»t immediate value is zero-extended and multiplied by four giving it an effective range of through 4092 in inaementi of 
4. 
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Name: 


KRET- Kernel RETum 




Format 


KRET 




Operation: 


disable interrupts 






PC = *aSP + 8) 


/*R8wrtISP*/ 




PSW = *aSP+12) 


/*R12wrtISP*/ 




ISP +=16 






if(CSP = = ISP) 






SHAD = ISP 






else 






SHAD=SP 






enable interrupts 





Description: The Program Status Word and Program Counter values are restored from the Interrupt 
Stack. 



Notes: 



Encodings 

length opcode subcode instruction 

2 OxOB 0x1 KRET 

Interrupts are disabled while KRET is processing. If a memory fault occurs while 
reading from the Interrupt Stack the ATT2100 resets. 

The KRET instruction is privileged. If a KRET is executed at the user level, a privilege 
exception is executed. 

The KRET instruction can not be traced. 

If the location pointed to by the new PC value can not be referenced, a fetch-fault results. 
In this case, the PC stored on the interrupt stack is the new PC value, not the address of 
the KRET instruction. 
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Name: LDRAA ~ LoaD Relative Address into Accumulator 

Format LDRAA dst 

Operation: ACC = &dst 

Description: The destination address is calculated as if a JMP instruction were being executed and 
stored in the Accumulator. 

Encodings 

length opcode subcode instruction src 

6 0x00 OxA LDRAA flow32 
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Name: MOV-MOVe 

Fonnat: MOV src, dst 

Opa:ation: dst = src 

Description: The ^ue of the source operand is stored in the destination. 



Encodings 
length opcode instruction src 



dst 



2 


OxOA 


MOV 


wai5. 


stk5 


2 


0x18 


MOV 


stk5. 


stk5 


2 


0x19 


MOV 


istkS, 


stk5 


2 


OxlA 


MOV 


Slk5, 


istkS 


2 


OxlB 


MOV 


istkS, 


istkS 


2 


OxlC 


MOV 


immS, 


stk5 


6 


0x06 


MOV 


gen 16, 


gen 16 





0x06 


MOV 


gen32. 


gen32 
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Name: MO VA - MOVe Address 

Format: MOVA src, dst 

Operation: dst = &src 

Description: The address of the source operand is calculated and stored in the destination. 

Encodings 

length opcode instruction sic dst 

2 OxlD MOVA stk5, stk5 

6 0x04 MOVA genl6*. genl6 

10 0x04 MOVA gen32*. gen32 

Note: If the size of the destination is byte or half-word« the calculated address is truncated (or 

sign-extended) to 8- or 16-bitSo An immediate source operand as well as a register source 
or destination causes an illegal instmction exception. 



^ Ihc source operand must use a word addressing mode (Ic, modes ^ OxQ excepi for immediate as already noiedo Any other mode 
causes an illegal instruction exception. 
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Name: MUL-MULtiply 

Format MUL[3] a^, dst 

Op^ation: 

MUL: 

dst ♦= src 

"unsigned overflow" ? PSW.C = 1 : PSW.C = 
"signed overflow'' ? PSW.V = 1 : PSW.V = 
MUL3: 

Ace = dst * src 

"unsigned overflow" ? PSW.C = 1 : PSW.C = 

"signed overflow" ? PSW.V = 1 : PSW.V = 

Description: The source operand is multiplied by the destination operand and the product is placed in 
either the destination (MUL) or the Accumulator (MUL3). The PSW C-bit is set to 1 if 
the product of the operands as unsigned values overflows the destination (or 
Accumulator); similarly, the PSW V-bit is set to 1 if the product of the operands as signed 
values overflows the destination (or Accumulator); otherwise, the PSW C- and V-bits are 
set to 0. See Section 2.7 for a full description of ATT2100 integer arithmetic. 

Encodings 

length opcode instruction src dst 



6 


0x26 


MUL 


gen 16, 


genl6 


6 


0x36 


MUL3 


genl6. 


gen 16 


10 


0x26 


MUL 


gen32. 


gen32 


10 


0x36 


MUL3 


gen32. 


gen32 
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Name: 


NOP« 


No operation 




Foraiat 


NOP 






Description: 


No operation is performed. 








Encodings 






length 


opcode subcode 


instruction 




2 


OxOB 0x2 


NOP 
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Name: OR ~ bitwise logical OR 

Fonnat 0R[3] src, dst 

Operation: OR: dstl=src 

0R3: Ace = dst I src 

Description: A bitwise logical OR is performed on the source and destination operands and the result is 
placed in either the destination (OR) or the Accumulator (0R3). 

Encodings 

length opcode instruction src dst 



6 


0x21 


OR 


gen 16, 


genl6 


6 


0x31 


0R3 


gen 16, 


gen 16 


10 


0x21 


OR 


gen32. 


gen32 


10 


0x31 


0R3 


gen32. 


gen32 
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Name: ORI - bitwise logical OR Interlocked 

Format' ORIsrc.dst 

Opoalion: hidden = dst 

dst l=src 
Ace = hidden 

Description: A bitwise logical OR operation is performed on the source and destinmion operands ^d 
the result is placed in the destination. The lock pin is asserted during the fetch of dsi, if 
dsi is in memory and not in the stack cache. The lock pin is de-asserted at the completion 
of the store to dsi. No other acces^s are done between the fetch and store of dst. The 
original value of dst (obtained during the fetch) is placed in the Accumulator. If the 
Accumulator is not in the stack cache, a store is made after the interl(K:ked I/O completes. 



Encodings 
length opcode instruction sic 



dst 



6 0x01 ORI genl6, genl6 
10 0x01 ORI gen32, gen32 



Notes: 



Pipeline bypass hazards associated with semaphore operations are avoided in the 
ATT2100 by clearing the pipeline before an interlocked instruction entere the first 
pipeline stage. No other instruction is allowed into the pipeline until the executing 
interlocked instruction completes. 

If R4 is the destination, after the interlocked instruction completes, R4 is the previous 
value of R4, hence no operation is performed. 

If the accumulator is not in the SC, CSP = MSP, an I/O access is made to update the 
accumulator after the interlocked accesses complete. The access to the accumulator must 
not fault in any manner for the ORI is not restartable from this point of the operation. 
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Name: 

Foraiat: 

Opo^tion: 



Description: 



Notes: 



POPN - Pop N entries from stack cache 
POPN src 

disable interrupts 

SHAD = CSP = CSP + src 

if ( (CSP = = SP) && (CSP > MSP) ) 

MSP = SP 
enable interrupts 

The src operand is fetched, added to the CSP and SHAD. If the CSP is SP, and the new 
SP value exceeds the MSP, the MSP is also updated to the new value. If the CSP is ISP, 
the MSP is not updated. 

Encodings 

length opcode subcode instruction src 



2 
6 



0x02 
0x00 



0x3 
OxF 



POPN 
POPN 



stk8* 
stk32 



Only the Stack Offset Addressing mode is legal; any other mode results in an illegal 
instruction exception sequence. Negative stack offsets are illegal. 



"^ Hie S-fait stack offset is zero extended and multiplied by 16 giving it an effective range of through 4080 in quad-aligned 
mcmnents. 
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Name: 

Format 

Operation: 

Description: 



REM-REMainder 

REM[3]src.dst 

REM: dst%=src 
REM3: Ace = dst % src 

The destination operand is divided by the source operand and the remaindo" is placed in 
either the destination (REM) or the Accumulator (REM3). Two's complement division 
is performed. See Section 2.7 for a full description of ATT2100 integer arithmetic. 



Encodings 
length opcode instruction src 



dst 



Notes: 



6 


0x25 


REM 


genl6. 


genl6 


6 


0x35 


REM3 


genl6. 


gen 16 


10 


0x25 


REM 


gen32. 


gen32 


10 


0x35 


REM3 


gen32. 


gen32 



Division by zero results in a zero divide exception. 

The PSW V-bit is always cleared in the REM operation. The C-bit is unchanged in all 
the cases. 
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Name: 

Fonnac 

Opoation: 



Description: 



Notes: 



RETURN - RETURN from subroutine 
RETURN ffc 

disable interrupts 

PC=*(CSP + src) 

SHAD = CSP = CSP-Hsrc 

if( (CSP = = SP) && (CSP > MSP) ) 

MSP = SP 
enable interrupts 

The src operand is fetched and used as the new Program Counter value. If the CSP is SP, 
and the new SP value exceeds the MSP, the MSP is also updated to the new value. If the 
CSP is ISP. the MSP is not updated. 

Encodings 

length opcode subcode instruction src 

2 0x02 0x2 RETURN stk8* 

6 0x00 0x2 RETURN stk32 

Only the Stack Offset Addressing mode is legal; any other mode results in an illegal 
instruction exception sequence. Even though the lower four bits of the SP do not exist, 
RETURN can obtain a new PC for a word aligned register offset which is not a multiple 
of 16, but when adjusting the SP, the lower four bits of the offset is ignored. For 
example: 

RETURN R4 

obtains the new PC from R4, but tiie SP does not change. Similarly, 
RETURN R20 

obtains the new PC from R20, but the SP only increments 16. 

Only positive offsets are legal. Negative offsets result in an illegal instruction exception 
sequence^ 

If the location pointed to by Uie new PC value can not be referenced, a fetch-fault results. 
In this case, the PC stored on the interrupt stack is die new PC values, not the address of 
the RETURN instruction. 



The S-hit stack offset is zero extended and multiplied by 16 giving it an effective range of through 4080 in quad-aligned 
incronents. 
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Name: SHL - SHift Left 

Fonnat: SHL[3] src, dst 

Opoation: SHL: dst «= Unsigned(src) 

SHL3: Ace = dst « Unsigned(src) 

Description: The destination operand is shifted left by the number of bits indicated by the source 
operando Zeroes replace the bits shifted out of the least-significant-bit of dsL Only the 
low-order five bits of src are used for the shift amount TTie upper-bits are ignored. 

For SHL3, the result is placed in the Accumulator and the destination is left unchanged. 



Encodings 
length opcode instruction src 



dst 



2 


OxlE 


SHL3 


uimmS, 


stk5 


6 


0x2E 


SHL 


gen 16. 


genl6 


6 


Ox3E 


SHL3 


genl6. 


gen 16 





0x2E 


SHL 


gen32. 


gen32 





Ox3E 


SHL3 


gen32. 


gen32 
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Name: SHR - arithmetic SHift Right 

Fomat SHR[3] src, dst 

Operation: SHR: dst »= src 

SHR3: Ace = dst » src 

Description: The destination operand is shifted right by the number of bits indicated by the source 
q)erand. Tlie sign-bit of the destination is copied as bits are shifted rightward. Only the 
low-order five bits of src are used for the shift amount. ITie upper-bits are ignored. 

For SHR3, the result is placed in the Accumulator and the destination is left unchanged. 

Encodings 
length opcode instruction src dst 



2 


OxlF 


SHR3 


uimmS, 


stk5 


6 


0x2C 


SHR 


genl6. 


genl6 


6 


0x3C 


SHR3 


gen 16, 


gen 16 


10 


0x2C 


SHR 


gen32. 


gen32 


10 


0x3C 


SHR3 


gen32, 


gen32 
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Name: SUB - SUBtract 

Format SUB [3] src, dsi 

Opoation: 



SUB: 



dst-s=src 

"unsigned borrow'^ ? PSW.C = 1 : PSW.C = 
"signed borrow" ? PSW.V = 1 : PSW.V = 
SUB3: 

Acc = dst-src 

"unsigned borrow'* ? PSW.C = 1 : PSWeC = 

"signed borrow" ? PSW.V = 1 : PSW.V = 

Description: The source operand is subtracted from the destination operand and the difference is placed 
in either the destination (SUB), or the Accumulator (SUB3). The PSW C-bit is set on 
unsigned overflow and the PSW V-bit is set on signed overflow, otherwise the PSW C- 
and V-bits are set to 0. See Section 2J for a full description of ATT2100 integer 
arithmetic. 

Encodings 

length opcode instruction src dst 



6 


0x20 


SUB 


genl6. 


genl6 


6 


0x30 


SUBS 


gen 16, 


genl6 


10 


0x20 


SUB 


gen32. 


gen32 


10 


0x30 


SUB3 


gen32. 


gen32 
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Name: 

Format: 

Operation: 



Description: 



TADD - Tagged ADDition 
TADD src, dst 

if ((^[1:0] !=OxO) 1 1 (dst[l:0] !=OxO) 

PSW.F=1 
else { 

dst + src 

•^unsigned overflow" ? PSW.C = 1 : PSW.C = 

•'signed overflow'' ? PSW.V = 1 : PSW.V = 

PSW.F = PSW.V 

} 

if(PSW.F = 0) 

dst = dst + src 

The source operand is added to the destination operand and the sum is placed in the 
destination if the PSW F-bit is set to 0. The PSW F-bit is set to 1 if the low two bits of 
either the source and destination operands are non-zero or the PSW V-bit was set to 1. 
The PSW C-bit is set to 1 on unsigned overflow and the PSW V-bit is set to 1 on signed 
overflow, otherwise the PSW C- and V-bits are set to 0. See Section 2.7 for a full 
description of ATHIOO integer arithmetic. 







Encodings 






ngth 


opcode 


instruction 


src 


dst 


6 
10 


OxOC 
OxOC 


TADD 
TADD 


gen 16, 
gen32. 


gen 16 
gen32 
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Name: 


TESTC - TEST psw Carry 


Format 


TESTC 


Operation: 


pswp=pswr 

PSW.C = 



Description: The PSW C-bit is copied into the PSW F-bit and the PSW C-bit is set to 0. 

Encodings 

length opcode subcode instruction 

2 OxOB 0x9 TESTC 
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Name: TESTY - TEST psw oVerflow 

Fonnat: TESTV 

Opmtion: PSW J = PS W. V 

PSW.V = 

Description: The PSW V-bit is copied into the PSW F-bit and the PSW V-bit is set to 0. 

Encodings 

length opcode subcode instruction 

2 OxOB 0x8 TESTV 
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Name: 

Format 

Operation: 



Description: 



TSUB » Tagged SUBtraction 
TSUB src, dst 

if ((src[l:0] !=OxO) 1 1 (dst[l:0] !=OxO) 

PSWJ=1 
else { 

dst»src 

"unsigned borrow" ? PSW.C = 1 : PSW.C = 

"signed borrow" ? PSW.V = 1 : PSW.V = 

PSW.F = PSW.V 

1 
if(PSWJ=0) 

dst = dst - src 

The source operand is subtracted from the destination operand and the difference is placed 
in the destination if the PS W F»bit is set to 0. The PSW F-bit is set to 1 if the low two bits 
of either the source and destination operands are non-zero or the V°bit was set to L The 
PSW C-bit is set to 1 on unsigned overflow and the PSW V»bit is set to 1 on signed 
overflow, otherwise the PSW C- and V-bits are set to 0. See Section 2.7 for a full 
description of ATT2100 integer arithmetic. 



Encodings 
length opcode instruction src 



dst 



6 OxOD TSUB genl6, genl6 

10 OxOD TSUB gen32. gen32 
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Name: UDIV - Unsigned Divide 

Format UDIV src. dst 

Operation: dst -k= src 

Description: The destination operand is divided by the source operand and the quotient is placed in the 
destination. Unsigned division is performed. See Section 2.7 for a full description of 
ATT2100 integer arithmetic. 

Encodings 

length opcode instruction src dst 

6 0x2F UDIV genl6. genl6 

10 0x2F UDIV gen32. gen32 

Notes: Division by zero results in a zero divide exception. 

The PSW C-bit is always cleared in the UDIV operation. The V-bit is unchanged in all 
the cases. 
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Name: 
Format: 
Operation: 
Description: 



Note: 



UREM - Unsigned REMainder 

UREMsrc,dst 

dst%=src 

The destination operand is divided by the source operand and the remainder is placed in 
the destination. Unsigned division is performed. See Section 2.7 for a full description of 
ATHKW integer arithmetic. 



Encodings 
length opcode instruction src 



6 
10 



0x05 
0x05 



UREM 

UREM 



genl6, 
gen32. 



dst 

gen 16 
gen32 



Division by zero results in a zero divide exception. 

TTie PSW C-bit is always cleared in the UDIV operation. The V-bit is unchanged in all 
the cases. 
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Name: USHR - Unsigned SHift Right 

Format USHR[3] src, dst 

Op^ation: USHR: dst »= Unsigned(src) 

USHR3: Ace = dst » Unsigned(src) 

Desaiption: The destination operand is shifted right by the number of bits indicated by the source 
operando Zeroes i^place the bits shifted out of the most-significant-bit of destination 
operand. Only the low five bits of the source operand are used for the shift amount. The 
upper-bits are ignored. 

For USHR3, the result is placed in the Accumulator and the destination is left unchanged. 

Encodings 
length opcode instruction src dst 



6 


0x2D 


USHR 


gen 16, 


genl6 


6 


Ox3D 


USHR3 


genl6. 


gen 16 


10 


0x2D 


USHR 


gen32. 


gen32 


10 


0x3D 


USHR3 


gen32, 


gen32 
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Name: XOR =» bitwise logical exclusive OR 

Format X0R[3] src, dst 

Opoation: XOR: dst "= src 

X0R3: Acc = cist"src 

Desoiption: A bitwise logical exclusive OR operation is perfonned on the ^urce and destination 
operands and the result is placed in either the destination (XOR) or the Accumulator 

(X0R3). 

Encodings 
length opcode instruction src dst 



6 


0x24 


XOR 


gen 16, 


genl6 


6 


0x34 


X0R3 


gen 16, 


genl6 


10 


0x24 


XOR 


gen32. 


gen32 


10 


0x34 


XOR3 


gen32. 


gen32 
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2olS Pipeline Considerations 

Because of the pipelining within the ATT2100 microprocessor, certain combinations of instractions may 
have unexpected results. Some of these cases were noted in the previous section. These cases include: 

1. Th^e must be at least two instructions between instructions that might set the Carry and overflow 
bits (such as ADD or MUL) and an instruction that explicitly reads the PSW, using the CPU prefix. 
The intervening instructions are not necessary if the Carry and Overflow bits are queried with the 
TESTC or TESTV instructions. 



2. 



3. 



4. 



An ENTER cannot immediately follow the invalidation of the page into which it enters. There 
should be two instructions between the invalidation of the page and the ENTER to allow memory 
table to be updated. 

K a ADD, SHL or MUL instruction with a destination size of byte or half-word results in a number 
which overflows the destination size, but can fit in a 32-bit word, a subsequent instruction may use 
the 32-bit version of the result, rather than a truncated 8- or 16-bit result. The non-truncated result 
may affect the computation if the MUL, USHR or ADD overflows its byte or half-word destination 
and 

a. The following instruction is a divide or a right shift and it uses the destination of the first 
instruction as one of its operands, or 

b. The destination of the second instruction is larger than the destination of the first instruction. 

The use of the truncated version of the result can be forced by interposing two instructions between 
the MUL, SHL or ADD and the following instruction. 

Examples: 



MUL 


$0x7FJi4:B 


MUL 


$0x7F,R4:B 


USHR 


$4J14:B -» 


instr 
instt 








USHR 


$4J14:B 


MUL 


$0x7FJ^4:B 


MUL 


S0x7F,R4:B 


MOV 


R4:B J18:L ^ 


instr 
instr 








MOV 


R4:BJ18:L 



An instruction which reads the SHAD register cannot be executed immediately after an ENTER or 
RETURN instruction. Two NOPs should be placed between such instructions to permit the writing 
of the SHAD. 
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ENTER R-16 ENTER R-16 

MOV $new,%SHAD -^ NOP 

NOP 

MOV $new.%SHAD 

CALL routine CALL routine 

ADD $16,%SHAD -* NOP 

NOP 

ADD $16,%SHAD 
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3e PERFORMANCE 

This section contains perfonnance data on an instruction basis. 

3.1 Instruction Execution Times 

Because of the highly pipelined nature of the ATI7100 microprocessor, it is difficult to detennine how long 
it takes to execute any single instruction. Many instructions can be executed at the rate of one per cycle, 
because pipelining allows the execution of instructions to be overlapped. In order to describe the time it 
takes to execute an instruction, execution times will be specified assuming the following conditions exist: 

• instruction fetches must hit in the instruction cache, 

• only the stack offset, immediate, register, absolute (for jumps and calls only), or program counter 
relative addressing modes are used, 

• all stack offset accesses are captured in the stack cache, 

• and no data hazards occur between instructions. 

In addition to the instruction execution time, there are a number of pipeline delays that cause instructions to 
take longer to execute. These delays are listed in supplementary tables and should be added to the base 
execution time if they exist 

The following abbreviations will be used in this s^tion: 

TABLE 3-1. Performance Abbreviations 



Abbreviation 


Meaning 


IC 


decoded instruction cache 


PDU 


prefetch and decode unit 


A 


memory access time for a single word access 


D 


memory access time for a double word access 


Q 


memory access time for a quad word access 


M 


memory 


N 


the number of valid entries in the stack cache 


SC 


stack cache 


E 


ENTER size 



Instructions are grouped into five types for the purposes of estimating their execution time. These types are 
presented in the subsequent tables. Delays are also grouped into four types which are presented at the end 
of this section. 

Delays for simple instructions are given in Table 3-2. For such instructions, instruction fetch and operand 
access delays, given in Tables 3-7 and 3-8, are possible. 
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TABLE 3-2. Simple Instruction Execution Times 



Instruction 


Mm 


Max 


Instruction 


Min 


Max 


ADD 






OR 


1 


1 


ADD3 






0R3 


1 


I 


ADDI 




2 


ORI 


2 


2 


AND 






RETURN* 


2 


2 


AND3 






POPN 


2 


2 


ANDI 






SHL 






CALL 


•1 




SHL3 






CLRE 






SHR 






CMP 






SHR3 






CPU 






SUB 






FLUSHI 






SUB3 






FLUSHP 






TADD 






FLUSHPBE 






TESTC 






FLUSHPTE 






TESTV 






JMP** 







TSUB 






LDRAA 






USHR 






MOV 






USHR3 






MOVA 






XOR 






NOP 






X0R3 










Do not add delay for indirection since RETURNS are always indirect. 
If an unconditional jump is folded into the previous instruction, it takes 
no time to execute, otherwise it takes one cycle. 

The execution times for multi-cycle arithmetic instructions given in Table 3-3 are data dependent For 
these instructions, instraction fetch, operand access, and data type delays,^ given in Tables 3-7, 3-8, and 3- 
9, are possible. 



1 . Da££ type delays cmly occur for signed muld°cycle instructions. 
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TABLE 3-3o Multi-Cycle Arithmetic Instruction Execution Times 



Instruction 


Min 


Max 


DIV 


38 


38 


DIV3 


38 


38 


MUL 


3 


20 


MUL3 


3 


20 


REM 


38 


38 


REM3 


38 


38 


UDIV 


38 


38 


UREM 


38 


38 



The execution times for DQM are given in Table 3-4. For DQM, instruction fetch delays, given in Tables 
3-7, are possible. 

TABLE 3-4. DQM Instruction Execution Times 



Type of DQM 


Cycles 


Constant to SC double-word 


3 


Constant to SC quad-word 


5 


Constant to M double- word 


1 + D 


Constant to M quad-word 


1 + Q 


SC double-word to SC double-word 


4 


SC quad-word lo SC quad-word 


8 


SC/M double-word to M/SC double-word 


2 + D 


SC/M quad-word to M/SC quad-word 


4 + Q 


M double- word to M double- word 


2*D 


M quad-word to M quad- word 


8*S 



The delays for the remaining miscellaneous instructions are given in Table 3-5. For these instructions, 
instruction fetch and miscellaneous delays, given in Tables 3-7 and 3-10, are possible. 

TABLE 3-5. Miscellaneous Instruction Execution Times 



Instruction 


Cycles 


CATCH 


1 


CRET 


ll + Q 


ENTER 


l + (Q*E) 


KCALL 


8 + D + A. 


KRET 


10 + D 


unimplemented opcode 


7 + A 


exception 


9 + D + A 



The delays associated with conditional jump instructions are given in Table 3-6. For this class of 
instruction the fetch delays given in Table 3-7 are possible if the branch is not folded. 
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TABLE 3»6. Conditional Jump Instruction Execution Times 



Instruction 


Cycles 


correct prediction, folded 





correct prediction, unfolded 


1 


incorrect prediction, jump after compare 


3 


incorrect prediction, jump 2 instructions after compare 


2 


incorrect prediction, jump 3 instructions after compare 


1 


incorrect prediction, unfolded, 4 or more instructions after compare 


1 


incorrect prediction, folded, 4 or more instructions after compare 






Instruction fetch delays occur when the instruction is not immediately available for execution by the EU. 
The instruction misses the IC and the EU resets the PDU to fetch the desired instruction^ These delays are 
best case. If the EU is using I/O, the PDU is doing an unrelated memory access at the time of reset, or the 
PDU is handling a previously received fault, the delays will be longer. 

Op^and accesses may also take longer than can be predicted using these tables because of the possibility of 
a data hazard or internal contention for I/Oo Data hazards occur when a previous instructions tries to write 
to a monory location which overlaps the location being read by a subsequent instruction. I/O contention 
occurs when the EU wants to make an external memory access while the PDU is in the middle of an access. 
These delays also cannot be accurately predicted. 

TABLE 3-7, Instruction Fetch and Empty Pipeline Delays 



Condition 


Penalty 


IC miss, instruction contained in prefetch buffer 


3 


IC miss, instruction contained in single double word in memory 


5 + D 


IC miss, instruction contained in single quad word in memory 


5 + 2D 


IC miss, instruction contained in 2 quad words in memory 


8 + 2D 


IC miss and instruction is a CPU-prefix operation 


1 


EU pipeline empty 


2 




TABLE 3-8. Operand Access Delays 






Condition 


Penalty 






one operand in memory 


1 + A 






two operands in memory 


1 + 2A 






one or two operands indirect, both pointers in stack cache 


1 






one or two operands indirect, one pointer in memory 


1 + A 






two operands indirect, both pointers in memory 


1 + 2A 






destination in memory 


A 
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TABLE 3-9. Data Type Delays 



Condition 


Penalty 


One operand not word type 


1 


Two operands not word type 


2 



TABLE 3-10. Miscellaneous Delays 



Condition 


Penalty 


one or two operands indirect, both pointers in stack cache 


1 


one or two operands indirect, one pointer in memory 


l + A 


two operands indirect, both pointers in memory 


1 + 2A 



32 Branch Folding 

The ATT2100 provides a next address field with each decoded instruction. When the PDU detects a non- 
branching operation followed by a branch, it "folds" the two instructions to form a single 
instruction/branch operation. As a result, branches are rarely explicitly executed since they are folded and 
executed along with other instructions. A one-parcel branch will be folded into a previous one- or three- 
parcel instruction and executed together except when the previous instruction is one of the following: 

1 . another jump of any kind, 

2. any one-parcel instruction with an opcode (five-bit) in the range 00000-» 001 1 1. or 

3. any three-parcel monadic instruction, i.e., opcode equals 000000. 
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4. ELECTRICAL INTERFACE 

This section specifies input, clock, and output voltage and current operating levels. Unless otherwise 
stated, all voltage level specifications are referenced to Vss (ground input). 

4.1 Input Protection 

Specification of the input protection capability and testing technique will be given in Release 2.0. 

4.2 Pin Electrical Specifications 

All inputs, clocks, outputs and input/outputs from the ATT2100 are CMOS compatible, except for the test 
inputs which have pull-up or pull-down devices for termination when left unconnected. Table 4.1 contains 
the specifications of voltage levels, drive current, and leakage current 



TABLE 4-1. Pin Electrical Sj 


jecificatii 


Dns 




Parameter 


Symbol 


Min 


Nom 


Max 


Unit 


Supply Voltage 3.3V Operation 


Vdd 


3.135 


3.3 


3.465 


V(DC) 


Supply Voltage 5.0V Operation 


Vdd 


4.75 


5.0 


5.25 


V(DC) 


Input High Voltage 


VlH 


Vco-0.5 


Vdd 


Vdd+0.5 


V(DC) 


Input Low Voltage 


VjL 


-0.5 





+0.5 


V(DC) 


TDI Input Low Current 


hoi 


- 


- 


-(0.36f(Kcfl-3)0.32) 


mA 


TMS Input Low Current 


^TMS 


- 


- 


-(0.16f(VflB-3)0.16) 


mA 


TCK Input Low Current 


^TCK 


- 


- 


-{0.18+(Vflc-3)0.16) 


mA 


TRST- Input High Current 


hRST 


- 


- 


-(0.32+(Vm-3)022) 


mA 


Input Leakage Current 


If 


-1 


- 


1 


HA 


Output High Voltage 


VOH 


VcD-0.25 


Vdd 


- 


V(DC) 


Ouq}ut Low Voltage 


Vol 


- 





0.25 


V(DC) 


Output High Current 


Iqh 


-1 


- 


- 


mA 


Output Low Current 


loL 


- 


- 


1 


mA 


Tri-stated Ouq}ut Leakage Current 


I<m 


-1 


- 


1 


HA 


20 MHz Supply Current at 3.465V 


ho 


- 


150 


175 


mA 


Standby Current 


ha 





- 


40 


MA 



43 Absolute Maximum Rating 

The Table 4.2 gives the absolute maximum ratings for the ATT2100. 

TABLE 4-2. Absolute Maximum Ratings 



Type 


Symbol 


Min 


Max 


Unit 


Supply Voltage 


Vdd-Vss 




<7 


V(DC) 


Ambient Operating Temperature Range 


Ta 





+70 


°C 


Junction Operating Temperature 


Tj 





+125 


"C 


Storage Temperature Range 


TsTC 


-40 


+125 


°C 
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5e PIN-OUT AND PROTOCOL 

5.1 Summarj of Pin-Out and Protocol Features 

The ATT2100 interface is designed to provide a high performance data transfer mechanism. Salient 
features of the intof ace are as follows: 

® Oi^ clock period synchronous bus transactions. 

® Synchronous wait state insertion. 

• Double-word/Quad-word "Block Transfer" capability. 

• Read-modify-write interlocked bus transactions. 

• Six levels of maskable interrupts and one non-maskable interrupt. 

• Fast external bus arbitration. 

• Byte marks for sub-wonl access. 

• "High Priority" bus arbitration through retry. 

• EEE 1 149.1/D5 Test Access Port Compatible. 

• Low-power stand-by mode. 

There are 93 active signal pins plus 19 power and 20 ground signals (see Table 5-1) accounting for a total 
of 132 pins.^ 

In Section 5 the following notation has been used to describe signal pins: 

— Any signal name suffixed with a minus sign is designated active low, while signals that are not 
suffixed with a minus sign are designated active high. 

— Multi-bit field signals are described by the notation, NAME<msb:lsb>. For example, 
A<31:02> defines 30 signals whose designations are A02 through A31. 

52 Pin-Out 

The 93 active signal pins on the ATT2100 can be divided into several logical groups. Each of these have 
been individually described here. 

52 J Clock Group 

Two IX clocks in quadrature are required by the ATT2100. The internal clocks are decoded from these 
inputs. The internal clocks can be stopped in phase 1 by a synchronous input allowing for burst-mode and 
single-stepping operation. See Figure 9-1 for clock timing requirements. 

CK23 Phase 23 Clock. Input. The primary clock high during phases 2 and 3. 

CK34 Phase 34 Clock. Input The primary clock high during phases 3 and 4. 

STOP- Stop Clocks. Input STOP- is used to stop the ATT2100 master clock decoder in phase 

L This input is asserted a setup time prior to phase 1 to halt the ATT2100. 



1. TAB packaging is being invesiigaied. As well, a higher pin count package may be required ip satisfy switching noise 
requirements. The additional pins will be allocated to power and ground. 
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TABLE 5-L ATT2100 Pin Designations 



4t 



Function 


Type 


Name 


Description 


Pins 


Start Cycle 





STC-* 


Start of Cycle Strobe 


1 


Write/Read- 





W/R-* 


Write or Read Transfer Strobe 


1 


Not Cache 





NCACHE-* 


Address may not be Cached 


1 


10 Count 





IOCOUNT<1:0>* 


Block Transfer I/O Remaining 


2 


Data/Text- 





D/r-* 


Data or Text Bus Transaction 


1 


BusLock 





LOCK-* 


Multiple Transfer Bus Lock 


1 


Address Bus 





A<31:02>* 


Address Bus 


30 


Byte Marks 





BM<3:0>-* 


Bytes Active During Trans. 


4 


Data Bus 


I/O 


D<31:00>* 


Bi-directional Data Bus 


32 


Data Ack. 


I 


DTACK-** 


Data Transfer Acknowledge 




Bus Error 


I 


BERR-** 


Transaction Error Signal 




Hold 


I 


HOLD-* 


Bus Transaction Hold Input 




Retry 


I 


RETRY-* 


Bus Transaction Retry Input 




Bus Grant 


I 


BGRANT- 


Bus Grant Input from Bus Arbiter 




Bus Request 





BREQ- 


ATT2100 Bus Request to Bus Arbiter 




Bus Grant Ack. 





BGACK- 


Bus Grant Acknowledge 




Interrupt Req. 


I 


IL<2:0> 


Interrupt Level Inputs 




Clock Stop 


I 


STOP- 


ATT2100 Stop Input 




Data Tri-state 


I 


DTRI- 


Data Tri-state 




Reset Signal 


I 


RESET- 


Reset Input to ATT2100 




Clock Input 


I 


CK23 


Phase 23 Clock Input 




Clock Input 


I 


CK34 


Phase 34 Clock Input 




Test Clock 


I 


TCK 


Test Clock Input 




Test Input 


I 


TDI 


Test Data Input 




Test Mode 


I 


TMS 


Test Mode Select Input 




Test Reset 


I 


TRST- 


Test Reset Input 




Test Out 





TDO 


Test Data Output 




Power 


p 


Vi,c<18:00> 


Power Pins 


19 


Ground 


G 


V„<19:00> 


Ground Pins 


20 



Tri-stated when RESET- asserted or bus not owned after de-assertion of BGRANT- 
Masked when RESET- asserted, bus not owned after de-assertion of BGRANT- 
or RETRY- is asserted. 



522 Bus Arbitration Group 

To facilitate multiple bus masters, the bus arbitration protocol does not make the ATT2100 microprocessor 
default master A centralized arbiter selects the current bus master. 

BGRANT- is used to grant exclusive use of the buSo In a multiple bus master system, only one BGRANT- 
is to be asserted at any time to avoid bus contention. See Section 5.4.4 for a complete description of the 
bus arbitration protocol. 

The following signals are used for granting and releasing the bus. 
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BREQ- Bus Request Output. BREQ- is asserted when the ATT2100 has a valid VO transaction 

pending. BREQ- is de-asserted when the ATT2100 has no pending I/O transactions. 
When BREQ- is de-asserted, I/O may be in progress on the pins, but there are no 
transactions following the bus transaction in progress. 

BGRANT- Bus Grant Input The bus arbiter asserts BGRANT- to the ATT2100 indicating it is bus 

master for the next bus transaction. While BGRANT- is asserted, the ATT2100 remains 
bus master. 

BGRANT- is asserted or de-asserted by the arbiter a set-up time prior to the rising edge 
ofCK23. 

While BGRANT- is asserted the ATT2100 remains in control of the bus. The arbiter 
de-asserts BGRANT- to tell the ATT2100 to get off the bus after it completes the current 
bus transaction. 

BGACK- Bus Grant Acknowledge. Output BGACK- is asserted by the ATT21(X) to indicate 

ownership of the bus and de-asserted to indicate that the ATT21(X) no longer owns the 
bus. BGACK- is provided for systems which can not follow bus transactions to 
determine when the ATT2100 is finished with the current transaction. 

523 Exception Handling Group 

The exception handling group of signals provides a means by which external devices can inform the 
ATT21(X) of an unusual condition which requires the ATT2100 to deviate from its normal execution. 

See Section 2.13.3 for a description of exception processing. 



RESET- 



BERR- 



HOLD- 



Reset Signal. Asynchronous Input. The ATHIOO can be reset by asserting this signal 
for at least two consecutive clock cycles. RESET- is internally double sampled. 

For multiple masters, RESET- should be synchronous to insure proper initialization. In 
this mode, de-assertion of RESET- should be a set-up time prior to the rising edge of 
CK34. 

Bus Error. Input. The assertion of BERR- indicates an errant a bus transaction. BERR- 
is used to signal a transaction error for any type of bus transaction. An internal I/O fault 
is generate when BERR- is asserted and a DTACK- is received. 

When BERR;- is asserted and DTACK- received, the exception taken depends upon the 
type of bus transaction being terminated. See Section 2.13.3 for details. 

BERR- is asserted and de-asserted by the slave device a set-up time prior to the rising 
edgeofCK34. 

Hold 10 State. Input. HOLD- is asserted to hold up any further I/O uansactions by the 
ATniOO. 

HOLD- is asserted or de-asserted a set-up time prior to the rising edge of CK23. 

Once HOLD- is de-asserted, bus transactions are allowed to start once the ATT2100 
obtains ownership of the bus as HOLD- is orthogonal to bus arbitration. 

There are several applications in which the hold feature is necessary. For example, in 
systems with slow tri-stating devices assertion of HOLD- may be necessary to allow the 
device time to get off the bus after DTACK-, described in Section 5.2.4.1, has been 
returned. 
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REIKY- Retry Bus TransactioHc Input RETRY- is asserted to retry the cunent bus ttansactiono 

RETRY- is asserted or de-asserted a set-up time prior to the rising edge of CK23c 

When RETRY- is asserted during a valid bus transaction, the ATT2100 aborts the 
curr^t bus transfer and masks the DTACK- input 

Once RETRY- is de-asserted, the bus transaction is rerun after the ATT21(X) obtains 
ownership of the bus as RETRY- is orthogonal to bus arbitration. 

There are ^veral applications in which the retry feattire is necessary. For example, in 
systems with gateways through which two busses communicate with each other the retry 
feature is required to break deadlock conditions when the two busses have simultaneous 
requests for their respective counterpart bus. 

523.1 Priorities Of Exception Handling Pins 

A bus transfer may be ended in the normal c^e by DTACK- or in case of an exception by RESET-. 

If two OT more of these occur simultaneously the ATT2100 uses the priority scheme shown in Table 5-2o If 
RETRY- is asserted, DTACK- is masked, hence RETRY- has a higher priority than DTACK- even though 
it does not end the bus transfer, but does abort the transaction which will be rerun after de-assertion of 
RETRY-. 

TABLE 5-2. Priorities of Bus Transaction Termination Signals 



Signal 


Priority Level 


RESET- 
REIKY- 
DTACK- 


HIGHEST 
LOWEST 



52 A Transfer Group 

This group of signals is used for addressing devices and transferring text and data. These signals can be 
furth^ divided into three sub-groups. 

52o4J Hand-shake Signals 

The hand-shake signals control bus transaction hand-shaking. 

STC- * Start Cycle. Output Start cycle strobe is asserted by the master having BGRANT- to 

indicate start of a bus transaction. STC- is asserted for only one clock cycle at the 
beginning of the bus transaction. 

DTACK- Data Transfer Acknowledge. Input DTACK- is used to handshake between the 

ATT2100 and the slave devices. During a normal bus transfer this signal is used to 
terminate the transaction [data latched during read transaction, withdrawn during write 
transaction] 

DTACK- is asserted and de-asserted by the slave device a set-up time prior to the rising 
edgeofCK34. 

5242 Address and Data Signals 

This group of signals indicate the address and data. 

A<31:02> Address lines. Output This 30-bit address bus indicates word-aligned physical 

addresses. The byte mark signals, BM<3:0>- described in Section 5.2.43, are used for 
sub- word accesses. 
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D<31:00> Data lines. Bi-directional This 32-bit data bus conveys data to and from the ATT2100. 

On byte writes, the active byte is indicated by the BM<3:0>- signals with that byte 
replicated on the other inactive bytes. On half-word writes, the active half-word is 
indicated by the BM<3:0>- signals with that half-word replicated on the inactive half- 
word. 

Looping-teck of the data bus is supported. After completion of a read transaction, if the 
current bus master retains ownership of the bus and there are no other transactions 
pending, the data just read by the ATT21(X) is looped-back onto the data bus. 

5 2 A3 Transfer Qualifier Signals 

TTiis group of signals identify the type of transfer. 

LOCK- Bus Lock. Output. This signal is asserted to identify interlocked operations. 

The instruction set allows the ATT2100 to run interlocked operations for communication 
and message passing in multiprocessor system. As well, the MMU asserts LOCK- 
during miss-processing (see Section 6.5). Interlocked transfers in the ATT2100 are of 
the read-modify-write (RMW) type although MMU miss-processing may abort the 
interlocked operation before the write starts. LOCK- remains asserted through the write 
access. 

Once the ATT2100 begins an interlocked operation, loss of bus ownership must not 
occur until LOCK- is de-asserted. Effectively, a dead cycle is inserted after a RMW 
operation. 

Interlocked transfers are not interruptible. 

Interlocked transfers may not be retryed after the read completes. It is up to the system 
to enforce this restriction. If RETRY- is asserted any time during an interlocked 
transfer, the retry is honored. It is illegal to assert RETRY- after the read portion of the 
transfer since it causes the ATT2100 to abort the operation and become susceptible to 
bus arbitration, thus breaking the lock on the bus. 

Bus error can be asserted in either the Read or Write portion of the interlocked transfer. 
The interlocked operation is faulted with the appropriate exception sequence executed. 

If the operands being read by the interlocked instruction are in the stack cache, the lock 
signal is not asserted. See Section 2.14 for descriptions of the interlocked instructions. 

NCACHE- None Cache Transaction. Output. The NCACHE- output is provided for use with 

external caches .to indicate an address may not be cached. When the PSW VP-bit is 1, 
the MMU uses the NCACHE- output to indicate the status of the $-bit in various entries. 
See Sections 6.2 and 6.3 for details. When the PSW VP-bit is 0, NCACHE- is asserted. 

IOCOUNT<1:0> I/O Transaction Count. Output. These signals indicate the number of words remaining 
to be transferred. 

IOCOUNT<1:0> is used to determine the size of a block transfer being performed by the 
ATT2100o These block transfers look like a series of bus transfers with STC- asserted 
for each and the new address provided by incrementing the lower address bits for each 
word transfer. 

Once the ATT2100 begins a block transfer operation, loss of bus ownership must not 
- occur until the block u^nsfer is completed. 
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The block transfer is not intemiptible. 

W/R" Write/Reado Output This signal indicates wheUier a read or write bus transaction is 

taking placCo It is asserted (high for write, low for read) at the beginning of each bus 
transfer and is valid for the entire length of the transaction. 

D/T- Data/Text. Output This signal indicates whether data or text is being accessed. It is 

as^rted (high for data, low for text) at the beginning of each bus transfa and is valid for 
the entire length of the transaction. 

BM<3:0>- Byte Marks. Output These signals indicate which bytes are valid during a data transfer, 

which may be either a read or a write (See Table 5-3). The bus is capable of doing 8-, 
16-, 24- or 32-bit data transfers (although the instruction set uses only 8-, 16- or 32-bit 
data transfers). 

Combinations of the byte mark strobes are used to accomplish the desired word or sub- 
word transfer. 

Either little-endian or big-endian byte encoding may be selected for data via the PSW 
UL-bit or the CONFIG KL-bit for the user or kernel, respectively. Text is always big- 
endian encoding. 

TABLE 5»3. Byte Mark Strobe Encoding 



Pin Name 


Bits Active 


BMO- 


D<31:24> 


BMl- 


D<23:16> 


BM2- 


D<15:8> 


BM3- 


D<7:0> 



52 J Interrupt Handling Group 

This group of signals controls interrupting of the ATT2100c 

IL<2:0> Interrupt Level Inputs. The ATT2100 recognizes six levels of interrupts encoded onto 

these lines. These lines are intended to be connected to the outputs of an 8-to-3 priority 
encoder. The Table 5-4 gives the interrupt level encoding. 

When a valid interrupt is recognized, the ATT2100 requests ownership of the bus if it is 
not bus master. After becoming the bus master, the ATT2100 services the interrupt after 
aborting or completing the current instruction, depending on the type of instruction being 
executed. 

The internal latching of the interrupt is not predictable; it is necessary that the 
interrupting device maintain its interrupt assertion until it is serviced, see Sections 2.132 
and 5.5.3 for more detail. 

An external Interrupt Controller is required to resolve conflicts between simultaneously 
occurring interrupts. 
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TABLE 5-4. Interrupt Levek 



IL<2:0> 


Interrupt Level 


000 


nmi 


001 


Level 1 


010 


Level 2 


oil 


Levels 


100 


Uvel4 


101 


Uvel5 


110 


Level 6 


111 


No intemipt 



52.6 Test Pins 

The ATT21(X) miciorocessor provides boundary scan and extensive built-in-test (BIT) features accessed 
through an interface specified by the IEEE 1 149J/D5. See Section 10 for details on the implementation. 

The signals required to provide this interface are described in this section for completeness. 

TCK Test Clock. Input An externally gated clock signal with a 50% duty cycle. The 

changes on the TAP input signals (TMS and TDI) are clocked into the TAP controller, 
instruction register or selected test data register on the rising edge of TCK. Changes at 
the TAP output signal (TDO) occur on the falling edge of TCK. This signal does not 
conform to DEEE 1 149.1/D5 requirement of TCK being a free-running clock at all times. 
TCK must be stopped at 1 when internal BIT features are accessed. The TCK input has 
a built in pull-up resistor to ensure a high signal value is seen on an unterminated 
input 

TMS Test Mode Select Input. TMS is a serial control input which is clocked into the TAP 

controller on the rising edge of TCK. The TMS input has a built in pull-up resistor to 
ensure a high signal value is seen on an unterminated input 

TDI Test Data Input Input TDI is clocked into the selected register — data or instruction — 

on the rising edge of TCK. The TDI input has a buUt in pull-up resistor to ensure a high 
signal value is seen on an unterminated input. 

TDO Test Data Output Output The contents of the selected register— data or instruction — 

are shifted out of the TDO on the falling edge of TCK. TDO is tri-stated except when 
scanning of data is in progress. 

TRST- Test Reset Input. TRST- is the reset input to the TAP controUer. Assertion of this input 

forces the TAP controller into the reset state. The TRST- input does not conform to 
IEEE 1149.1/DS as it has a built in pull-down resistor to ensure a low signal value is 
seen on an unterminated input to force the TAP controller into the reset state. 

527 Power and Ground Pins 

The current frame design allocates the following number of power and ground pins. 

I^DD<18:00> +3.3 Volt to +5.0 Volt Power pins. 

Vss<l9:00> Volt Ground Pins. 

S3 Bus Transaction Types 

Normal bus transfers begin with the assertion of STC- and end with the assertion of DTACK-. In case of 
an exception during a bus transfer, the transaction may be ended by the assertion of RESET- or BERR- 
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with DTACK-. Interlocked bus transfers end with the negation of LOCK-- following a DTACK-„ Multiple 
word transfos end when IOCOUNT<1:0> are zero with assertion of DTACK-c 

Instruction prefetch is initiated by the prefetch unit according to the chosen prefetch strategy, selectable via 
the CONFIG register PM»bit. Section 2.1 1 details the prefetching strategy. 

A data read transaction is initiated by the ATT2100 to read data from memory or a peripheral device. 

A data write transaction is initiated by the ATT2100 to write data to memory or a peripheral device. 

TABLE 5-5. Latch and Toggle Points 



Pin 
Name 


I/O 


Latch 
Point 


Toggle 
Point 


Drive 
Point 


Tri-state 
Point 


A<31:02> 







T34 


T34 


T34 


BGRANT- 


I 


T23 








IOCOUNT<1:0> 







T34 


t34 


.,. ^^^... 


BERR- 


I 


T34 








BGACK- 







i23 






BREQ- 







T23 






BM<3:0> 







T34 


T34 


T34 


D<31:00> 


vo 


T34 


i23 


4.23* 




D/r- 







T34 


T34 


T34 


DTACK- 


I 


T34 








DTRI- 


I 


not latched 








HOLD- 


I 


T23 








IL<2:0> 


I 


i23 








LOCK- 







T34 


!^ 


T34 


NCACHE- 







T34 


T34 


T34 


RESET- 


I 


T34 








STC- 







t34 


t34 




STOP- 


I 


not latched 








RETRY- 


I 


T23 








W/R- 







T34 


T34 


T34 



The DTRI- signal can tri-state the data pins a propagation delay from assertion. 



T34 refers to the rising edge of CK34 
434 refers to the falling edge of CK34 
T23 refers to the rising edge of CK23 
423 refers to the falling edge of CK23 

So4 Protocol 

In this section the various bus transactions are described with respect to the phases of the system clock. 
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54 J ATniOO and System Clocks 

All other devices using the synchronous bus must derive their clocks from CK23 and CK34. 

The ATT2100 bus cycle begins on the rising edge of the CK34 and ends on the next rising edge. 

542 Latch and Toggle Points of Signals 

Table 5-5 gives the ATT2100 input latch, output toggle, output drive and output tri-state points. 

543 Reset 

The reset sequence is initiated by assertion of RESET- or by internal events. The reset sequence seen on 
the I/O for an externally requested reset follows: 

— The RESET- signal must be held low for at least 2 clock cycles before the ATT2100 is reset. 
(RESET- is intCTnally double sampled on the rising edge of Phase 3) 

— While RESET- is held low all output signals except BREQ- and BGACK- are tri-stated. 
BREQ- and BGACK- are driven inactive (high). 

— After RESET- is de-asserted the ATT2100 internally executes the reset sequence. If 
BGRANT- is asserted to the ATT2100, all output signals are driven to their inactive levels and 
once the internal reset sequence is completed, bus transactions begin. 

— After the internal reset sequence completes, BREQ- is asserted by the ATT2100. 

Cycle I 1 I 2 I 3 I 4 I 5 lei 7 I 8 I 9 I 10 I 11 I 12 I 13 I 14 I 15 I 16 I 17 I 18 I 19 I 20 I 



w/R-!>od>o6o6^><!yy:yyyy;yy:yyy^v ;;;;;; \ \_ 



NCACHE- :><><><><><><^<X><^^ 



IOCOUNT<1 .t)>X><X>O0O<> y'70^: : : : jX :0x1: :X :OxO: : ^Clo^ 

i^cK->c><xxxx>c><7n \ \ ; \ ; ; ; \ \ ; ; \ \ ; 



A<31.1)2>X><!>0<!>OOOC <y?^:yy:yy:yy:y^^ :OxO: :y :Oxi: : YT^iZ^ 
BM<3:0>. hC><bC>C>C>C><^C> <^ \ \ \ \ \ \ \ 



DTACK- : \ \ \ \ \ \ ': l ': \ ': 

BERR- : ; \ ; \ \ \ \ ; ; ; ; 

HOLD-^ \ \ \ \ \ \ \ \ \ ! \ 

RETRY- ^ '- ^ ^ ^ '- '• : i i i i 



BREa><><><><><y><x7~^ — ; — \ — r-s . ; ; ; > -^ — px. 

BGRANT- ; k :::::::::::::::: 



BGACK- X>0<>00<^ 



IL<2:0> 
STOP-;"" 
DTRI-:" 



RESET- i r \: : X ": '- ^ i ! I \ ^ ^ i '• i '- '- '- '■ ^ 
CK34riJlJ-lJlJTJ^^ 

cK23nj-ijijnjTJiJTJiJ^^ 

Figure 5-1. Reset with Bus Grant Asserted 
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A reset sequence can be internally generated. If there is a bus transition owned by the ATHIOO in 
progress when the internal reset is generated, the transaction is allowed to complete prior to execution of 
the reset sequence. There is no external indication that an internal reset has occured other than the text 
fetch which occurs at location 0x0 after the internal reset sequence completeSo Section 2»13ol gives details 
on the intonal reset sequence. 

Refer to Figure 5-1 for the following example. 

In bus cycle 2, phase 1, die system asserts RESET- and BGRANT-. In bus cycle 3, phase 1, the ATT2100 
assoted BGACK-. In bus cycle 4, phase 2, the system de-asserts RESET-„ In bus cycle 5, phase 3, the 
ATT2100 takes ownership of the bus de-asserting STC-. BREQ- and LOCK-, asserting IOCOUNT<0:1> at 
zero and all other bus signals at unknown except for D<31:00> which is tri-stated. 

In bus cycles 6 through 9, the ATT21(X) is going through the internal reset sequence. In bus cycle 10, the 
ATT2100 begins to fetch text at location 0x0. 

5AA Bus Arbitration 

To facilimte multiple bus masters, the bus arbitration protocol does not make the ATT2100 default master. 
A centralized arbiter selects the current bus master and controls transactions over the bus. 

A synchronous bus protocol is used to exchange ownership of the bus from one master to another. The 
central bus arbiter must execute tiiis protocol, asserting and negating BGRANT- to the various bus masters 
in a consistent manner. 

The signals involved in this protocol generated by the central bus arbiter are: RESET-, BGRANT-, 
DTACK- and RETRY-o There are separate BGRANT- per bus master, with the other signals shared among 
bus masters. 

The signals involved in this protocol generated by the bus masters are: BREQ-, STC-, IOCOUNT<0:1> and 
LX)CK-. There is a separate BREQ- per bus master, with the other signals shared among bus masto^. 

Upon reset of the system, which must be synchronous, the arbiter selects one of the bus masters as current 
bus master by asserting its BGRANT-. Having received BGRANT-, the master takes ownership of the bus. 
The bus arbito" monitors the bus, keeping track of the state of die bus. 

A ATT2100 asserts BREQ- when an I/O transaction is pending (upon reset all ATT2100 microprocessors 
want to start execution at address 0x0). 

The arbiter selects a new bus master by negating BGRANT- to the current bus master and asserting 
BGRANT- to the next bus master at the end of any outstanding bus transactions. The current bus master 
loses ownership of the bus with negation of BGRANT-. If die current bus master loses BGRANT- widi an 
outstanding transaction on the bus, that master remains on the bus until DTACK- is asserted. 

The new bus master takes ownership of the bus at the beginning of the next bus cycle after receipt of 
BGRANT-. The arbiter must assert BGRANT- in a manner which inserts a dead-cycle between the end of 
the previous bus owner^s cycle and the beginning of the next bus owner's cycle. 

For systems which need to know when the ATT2100 has relinquished the bus in response to the negation of 
BGRANT-, BGACK- is provided. BGACK- is asserted when the ATT2100 owns the bus and de-asserted 
when it no longer owns the bus. 

SAAJ Requesting the Bus 

The ATT2100 makes requests for the bus using the BREQ- signal whenever there is a valid request for die 
bus within the ATT2100. 



Refer to Figure 5-2 for the following example. 
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In bus cycle 1, the ATT2100 does not have ownei^hip of the bus but has a valid request for the bus 
intOTially. In bus cycle 2, phase 4, the ATT2100 asserts BREQ-. In bus cycle 3, phase 1, the external 
aibiter asserts BGRANT-. In bus cycle 4, phase 3, the ATT2100 drives A<31:02> and transfer qualifier 
signals. I bus cycle 4, phase 4, the ATT2100 asserts BGACK- and drives D<31:00> on write cycles. 



Bus 

^y^ I 1 I 2 I 3 I 4 I 5 I 6 I 7 I 8 | 9 | 10 | 11 | 12 | 13 | 14 | 15 | 16 | 17 | 18 | 19 | ^ | 



STC- 

W/R- 

NCACHE- 

IOCOUNT<1:0:^ 

D/T- 

LOCK- 

A<31:02^ 

BM<3:0>- 

D<31:00>^ 

DTACK- 

BERR- 

HOLD- 

RETRY- 

BREQ- 
BGRANT- 



BGACK- 
IL<2:0>r 
STOP- 



DTRI- 

RESET- 

CK34 



< 



K 



^s^ 



0x0 



jT 



\ 



K 
K. 




V 



0x1 



X 



OxQ 



j: 



y 



vu-vrv^u\JYPiJ^sv^u^TU\suxrLrv^urn^ 



Figure 5-2. ATT2100 Read Bus Cycles with Bus Arbitration 

5 A 42 Surrendering The Bus 

Hie arbiter signals the ATT2100 to release the bus by de-asserting BGRANT-. When BGRANT- is de- 
asserted, the ATT21(X) will relinquish ownership of the bus which is signaled by the ATT2100 de-asserting 
BGACK-. If the ATT2100 is running a bus uransaction and BGRANT- is de-asserted, ownership of the bus 
will be relinquished after receipt of DTACK-, If the ATT21(X) is not running a bus transaction and 
BGRANT- is de-asserted, ownership of the bus will be relinquished at the beginning of the next bus cycle. 
BGACK- will be de-asserted by the ATT2100 in the bus cycle in which ownership of the bus is being 
relinquished. 

Most arbitration protocols will want to make the current processor remain bus master as long as the 
processor has an outstanding transaction on the bus. To implement such a protocol the the bus arbiter 
should de-assert BGRANT-: 

— At the end of a single or n cycle transfer signaled by DTACK-, 

— after the last transfer of a block transfer signaled by DTACK-, 
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— at the end of an interlocked transfer signaled by DTACK-, or 

— during a retiyed transaction. 

The first three conditions are detected by checking IOCOIJNT<1:0> are equal to zat> and LOCK- is de- 
assoted. Detection of the retryed transaction will vary depending upon the design of the system. 

Refer to Figure 5-2 for the following example. 

In bus cycle 15, phase 4, the ATT2100 is on the bus and de-asserts BREQ-. In bus cycle 16, phase 1, the 
external arbiter de-asserts BGRANT-. In bus cycle 16, phase 2, the external contoller asserts DTACK-. In 
bus cycle 17, phase 4, the ATT2100 tri-states A<31:02> and transfer qualifier signals. In bus cycle 17, 
phase 1, the ATT21M tri-states D<31:00> and de-asserts BGACK-. 

5o4J Read Transactions 

Read transactions occure to fetch text or data. Text reads are double-word transfers. Data reads are either 
single-, double- or quad-word transfers. After completion of a read transaction, looping-back is performed 
if the ATT2100 remains owner of the bus and there are no pending bus transactions. 

Refer to Figure 5-2 for the following example. 

In bus cycle 4, phase 1, the ATT2100 asserts STC-, A<31:02> and the transfer qualifier signals. In bus 
cycle 5, phase 1, the ATT2100 de-asserts STC- and a wait-state is inserted. In bus cycle 6, phase 2, the 
slave device asserts D<31:00> and DTACK- to end bus transaction. 

In bus cycle 7, phase 3, ownership of the bus is maintained and loop-back cycle performed. The ATT2100 
holds all bus signals their previous values. In bus cycle 7, phase 4. the ATT2100 loops-back the data read 
on the previous cycle. In bus cycles 8 through 10, loop-back cycles arc performed. 

In bus cycle 11, phase 1, the ATT21(X) asserts STC-, A<31:02> and all other data transfer signals. In bus 
cycle 12, phase 1, the ATT2100 de-asserts STC- and a wait-state cycle is inserted. In bus cycle 13, phase 2, 
the slave device asserts D<31:00> and DTACK- to end the bus transaction. 

In bus cycle 14, phase 1, the ATT2100 asserts STC-. A<31:02> and all otiier transfer qualifier signals. In 
bus cycle 15, phase 1, the ATHIOO de-asserts STC- and a wait-state is inserted. In bus cycle 15, phase 2, 
the slave device asserts D<31:00>^nd DTACK- to end the bus transaction. 

In bus cycle 16, phase 3, ownership of the bus maintained and loop-back cycle performed. The ATT21(X) 
holds all bus signals at their previous values. In bus cycle 16, phase 4, the ATT2100 loops-back the data 
read on the previous cycle. 

NOTE: The bus transaction may be ended by RESET- or BERR- witii DTACK- to signal an exception. 
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Figure 5-3. ATT21(X) Write Bus Cycles with Bus Arbitration 

5A.6 Write Transactions 

Write transactions are either single-, double- or quad-word transfers. 

Refer to Figure 5-3 for the following example. 

In bus cycle 4, phase 1, the ATT21(X) asserts STC-, A<31:02> and the transfer qualifier signals. In bus 
cycle 5, phase 2, the ATT2100 asserts D<31:00>. In bus cycle 5. phase 1, the ATT2100 de-asserts STC- 
and a wait-state is inserted. In bus cycle 6, a wait-state is inserted. In bus cycle 7, phase 2, the slave device 
assms DTACK- to end bus transaction. 

In bus cycle 8. phase 3, ownership of the bus is maintained with the ATT2100 holding all bus signals at 
their previous values. In bus cycle 9 and 10, the ATT2100 maintains the previous bus sign^ values. 

In bus cycle 11, phase 1, the ATT2100 asserts STC-, A<31:02> and the transfer qualifier signals. In bus 
cycle 11, phase 2, the ATT2100 asserts D<31:00>. In bus cycle 12, phase 1, the ATT2100 de-asserts STC- 
and a wait-state is inserted. In bus cycle 13, phase 2, the slave device DTACK- to end the bus transaction. 

In bus cycle 14, phase 1. the ATT2100 asserts STC- A<31:02> and the transfer qualifier signals. In bus 
cycle 14, phase 2, the ATT2100 asserts D<31:00>. In bus cycle 15, phase 1, the ATT2100 de-asserts STC-. 
In bus cycle 15, phase 2, the slave device asserts DTACK- to end the bus transaction. 

In bus cycle 16, phase 3, ownership of the bus is maintained with the ATT2100 maintaining all bus signals 
at their previous values. 
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NOIE: The bus transaction may be ended by RESET- or BERR- with DTACK- to signal an exception. 
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Figure 5-4. Interlocked Bus Transfer without and with Retry 

5AJ Interlocked Bus Tranter. 

This is a read-modify-write type bus operation. This sequence of operations is non-intemiptible. The bus 
remains locked through the write. If BGRANT- is de-asserted during an interlocked operation, the 
operation is completed and transfer of bus ownership is delayed a clock cycle. 

Refer to Figure 5-4 for the following example. 

In bus cycle 2. phase 1. the ATT2100 asserts STC-, A<31:02>, LOCK- and the other transfer qualifier 
signals indicating the the read portion of a RMW transaction. In bus cycle 2, phase 2, the ATT2100 tri- 
states D<31:00>. In bus cycle 3, a wait-state is inserted. In bus cycle 4, phase 2, the slave device asserts 
D<31:00> and DTACK- to end the read portion of the RMW transaction. 

In bus cycles 5 and 6, the ATT2100 is performing the interna! operation. 

In bus cycle 7, phase 1, the ATHIOO asserts STC-, A<31:02>, LOCK- and the other transfer qualifier 
signals indicating the the write portion of the RMW transaction^ In bus cycle 7« phase 2, the ATT2100 
assms D<31:00>. In bus cycle 8, phase 2, the slave device asserts DTACK- to end the RMW transaction. 

In bus cycle 9, LOCK- remains asserted by the ATT2100 adding a dead cycle. In bus cycle 10, the next bus 
cycles begins. 
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5A8 Block Data Trarufer 

The block transfer sizes that are supported are double- and quad-word. The block transfer looks like a 
series of single word bus transfers with the ATT21(X) incrementing address bits A^3:02> and 
decrOTi^ting IOCOUNT<1:0> for each access. 

Block transfers are non-interruptible. Block transfers may be retryed with the transfer resuming where it 
was aborted when RETRY- is de-asserted. 

55 Special Purpose Bus Transactions 

These include the exception and interrupt transactions and bus arbitration cycles. They are used by external 
devices to inform the ATT2100 of an unusual condition. 

5JJ Bus Error 

Errors in the system resulting from transactions requested by the ATT21(X) are reported by assertion of 
BERR-withDTACK-. 

Upon reception of a valid bus error the ATT2100 takes the following actions: 

— The current bus transfer is ended. 

— If when the error occurred the the bus transfer was an instruction prefetch, the ATT2100 puts 
the prefetch unit to sleep and goes on executing. 

— If the bus transfer was not an instruction prefetch, the ATT2100 initiates a bus error tr^ which 
eventually causes the ATT2100 to branch to the exception handling routine. 

— If an access to the interrupt stack, vector base table, segment table, or page table is faulted, the 
ATT2100 resets. 

— Once a bus oror is received, there is no guarantee that the next bus transaction is part of the 
exception routine. It may take several clock cycles until the bus errcx- handling routine gets 
processed in the execution pipe. In the meantime other pipeline stages may have requests 
pending that may be honored by the I/O. 

5JJJ Bus Error in an Interlocked or Block Transfer 

The timing for a bus error during an interlocked transfer is similar to that of a read or write transaction 
except that the ATHIOO de-asserts LOCK- after receiving a bus error and and performs a dead cycle. 

A bus error during a block transfer terminates the transaction with transfer of ownerehip permitted. 

552 Retry 

RETRY- is needed to signal the ATT2100 that the current transaction should be aborted and then run again. 

RETRY- must be asserted a set-up time prior to the rising edge of CK23. If RETRY- is asserted on an 
access DTACK- is masked. The next transaction initiated by the ATT2100 after the negation of RETRY- 
is a rerun of the transaction which was aborted by the assertion of RETRY-. 

5 52 J Retry in an Interlocked Transfer 

Retrying the read portion of an interlock access is allowed. However, assertion of RETRY- in the write 
portion of the locked transfer is illegal as it might lead to the ATT2100 giving up the bus'before the write 
portion is executed. 

Refer to Figure 5-4 for the following example. 

In bus cycle 11, phase 1, the ATT2100 asserts'STC-, A<31:02>, LOCK- and the other transfer qualifier 
signals indicating the the read portion of a RMW transaction. In bus cycle 11, phase 2, the ATT2100 tri- 
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states D<31:00>. In bus cycle 12, a wait-state is inseitedo In bus cycle 13, a wait-state is inserted. In bus 
cycle 14, phase 1, the system de-asserts BGRANT- and asserts RETTIY- to abort the lead portion of the 
RMW transaction. 

In bus cycle 15, phase 4, the ATT21(W tri-states A<31:02> and the transfer qualifier signals. In bus cycle 
15, phase 1, the ATTllOO tri-states D<31:00> and asserts BREQ- indicating it needs the bus to rerun the 
aborted RMW transaction. 

It is not shown, but once BGRANT- is asserted the ATT2100 will rerun the aborted RMW transaction. 

553 Internets 

The ATT2100 has seven possible levels of interrupt inputs which when recognized causes an intmiipt tr^ 
and jump to a particular interrupt handling routine. This section only describes the method by which 
devices generate interrupts and how they are acknowledged (for details or the interval sequence of events 
see Section 2.13J2) 

553.1 Generating Internets 

Tlie interrupting device must generate an encoded interrupt on the IL<2:0> lines. These interrupt lines are 
latched by the ATT2100 in phase 3. The decision of when the intemipts are internally sampled is made on 
an instruction to instruction basis (see Section 2.132). Most of the internal sampling is done after the 
completion of the current instruction. Once the interrupt has been internally sampled, the interrupt level is 
compared with the interrupt mask level in the PSW. If the interrupt is valid the appropriate interrupt 
sequence is executed. 

NOTE: An external interrupt controller/encoder is needed to resolve conflicts between simultaneous 
interrupts and to encode interrupts. 

55.4 TestingSupport 

While RESET- is asserted all outputs of the ATT2100 are disabled and the ATT2100 is put in an inactive 
state. The ATT2100 clock must be run for four clock cycles while RESET- is asserted to insure that 
RESET- is properiy sampled. The RESET- signal can be used to tri-state all outputs except BREQ-. 
BGACK-, which are driven to one, and TDO which is only controlled by the IEEE 1149ol/D5 port. 

Boundary scan is provided via a IEEE 1149.1/D5 interface. The complete specification of this interface is 
given in Section 10. 
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6, MEMORY MANAGEMENT 

The ATT2100 has an on-chip Memory Management Unit, which can translate virtual addresses, as seen by 
a programmer, into physical addresses. Two methods for address translation are provided: paged and non- 
paged segments. 

The 32-bit virtual address space is divided into 1,024 segments each representing 4MB of virtual addresses 
with a 4MB alignment Paged segment address translation segments are further divided into 1,024-word 
pages. Non-paged segment address translation provides a variable sized contiguous segment of memory. 
In paged segment address translation, each page can be mapped anywhere in the 32-bit physical address 
space. 

Address translation is enabled by setting the PSW VP-bit to 1. The ATT2100 has two Translation Look- 
aside BuffCTS (TLBs) — one for text addresses, one for data addresses — to speed paged segment address 
transkuion. Each TLB has 32 entries and is fully associative. Two registers — one for a text address and 
one for a data address — speed non-paged segment address translation. The non-paged segment registers 
(NPSRs) are compared in parallel with their respective TLB. 

Additionally, to provide a physical prefetch buffer, a micro-TLB is provided for text references. This 
micro-TLB contains the last translation used by the prefetch unit and provides zero cycle address 
translation. If the micro-TLB misses, one cycle is required for update if the address translation hits in the 
t^t TLB or text NPSR. 

If an address to be translated is not contained in the appropriate TLB or NPSR, an on-chip miss-processor 
automatically fetches the appropriate descriptor by walking the memory management tables. 

6.1 Address Mapping 

Logically, all addresses in the ATT2100 are translated by walking a series of map tables. All map tables in 
the ATT2100 memory mapping scheme are 4,(^6 bytes long — one Page Frame. All addresses contained 
within a memory management table are physical addresses, so address translation is not recursive. 

A Page Frame is a contiguous region of 4,096 bytes, beginning at an address evenly divisible by 4,096 (the 
low-twelve-bits of the address are all 0). Because all Page Frames begin Page boundaries, additions are not 
necessary to calculate addresses. 

Address mapping checks the validity of virtual addresses as well as translating them into physical 
addresses. A virtual address is flagged as illegal if: 

— There is no physical mapping, 

— user execution level code attempts to access kernel execution level addresses, or 

— ' a store is attempted to read-only data. 

Any violation is signaled as a memory fault, which generates a Fetch Exception (prefetches to invalid 
addresses do not generate a Fetch Exception), Read Exception (which may be ignored because of a 
mispredicted branch) or Write Exception (which may be postponed in favor of an interrupt). Section 2.13.3 
gives details on the exceptions. Section 2.13.2 gives details on interrupts. 

When using paged segment translation, virtual addresses are divided into three fields: 

L Segment Number 

2. Page Number 

3. Page Offset 
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A paged segment translation table entry is shown in Figure 6-1: 



Segment Number 

31 22 



Page Number 

21 12 



Page Offset 



Figure 6-1. Page-based Virtual Address Format 
When using non-paged segment translation, virtual addresses are divided into two fields: 
1 . Segment Number 
1 Segment Offset 

A non-paged segment translation table entry is shown in Figure 6-2: 



Segment Number 
31 n 



Segment Offset 



Figure 6-2. Non-paged Virtual Address Format 

6<2 Segment Mapping 

The Segment Number selects from 1,024 entries in the Segment Table, a 4,096 byte table located in one 
Page Frame in physical memory. Each Segment Table Entry is 4 bytes long and contains the base address 
of a Page Table. The base address of the Segment Table is contained in the Segment Table Base register. 



31 



Segment Table Base Address 



12 







10 



Figure 6-3. Segment Table Base Format 

The Segment Table defines 1,024 segments each 1,024 pages long (for a total of 4,294,967,2% bytes)» 
Segments are defined as a series of pages, so there may be ''holes" in a segment's address space. There is 
no specific length specification for a segment the validity of constituent pages defines a segment^s extent 
Each Segment Table Entry defines a Page Table., The address of a Segment Table Entry is formed by 
concatenating the upper 20-bits of the Segment Table Base Register with the upper 10-bits of the virtual 
address: the Base Address field in the STB defines the beginning of a Page Frame in physical memory, and 
the Segment Number field of the virtual address defines a word within that Page Frame. The Cache-bit ($) 
in the STB indicates whether the Segment Table Entries may be cached. If $ is set, the NCACHE- output 
pin is de-asserted when fetching this Segment Table Entry. 

There are two possible formats for a Segment Table Entry. If paged segment address translation is used, 
the Segment Table Entry defines the base of a Page Table: 



Page Table Base Address 

31 12 


$ 
11 


unused 

10 4 


S 

3 


unused 

2 1 


V 





Figure 6-4o Paged Segment Table Entry Format 
where the fields mean: 
® Page Table Base Address: the Page Frame in physical memory of the Page Table 
® $: Cache-bit If 1, the NCACHE- output pin is de-asserted when fetching Page Table Entries. 
% unused: available to software 
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» S: Segment-biL A 0» indicates i^ged segment translation. 

# V: Valid-bit. If 1, the entry is valid. 

If non-page segment address translation is used, the Segment Table Entry defines the base and bound of a 
segmoit: 



Seg Base Address 

31 22 



Seg Bound 

21 12 



unused 

10 4 



UWV 



Figure 6-5. Non-paged Segment Table Entry Format 



who^ the fields mean: 



• Seg Base Address: the base of the segment in physical memory 

« Seg Boun± the size of the segment, ranging from 4096 bytes (0x0) to 4M bytes (Ox3FF) 

• $: Cache-bit When 1, the NCACHE- output pin is de-asserted when accessing non-paged segment and 
cm chip cacheing is performed. When 0, the NCACHE- output is asserted when accessing non-paged 
segments. When the $-bit is 0, text fetches will not be cached in the Prefetch Buff^ Cache but will be 
cached in the Decoded Instruction Cache. When the $-bit is 0, data fetches will be cached in the Stack 
Cache. 

• unused: available to software 

• S: Segment-bit. A 1, indicates non-paged segment translation. 

• U: User-bit If 1, the segment can be accessed at user execution level 

• W: Writable-bit If 1, the segment can be written (all valid NPSR can be read) 

• V: Valid-bit If 1, the entry is valid. 

63 Page Mapping 

The address of a Page Table Entry is formed by concatenating the upper 20-bits of the Segment Table Entry 
with bits 12-21 of the virtual address. Each Page Table occupies one Page Frame, so the Page Table Base 
Address is the address of the Page Frame and the Page Number field within the virtual address is a word 
offset within that Frame. 

A Page Table Entry defines the physical address corresponding to the virtual address, along with providing 
protection information and other data available for paging algorithms. The Reference- and Modified-bits 
are automatically set by the miss-processing hardware (but must be cleared by software). The fonnat of a 
I^ge Table Entry is: 



Page Frame Address 



12 



unused 

10 5 



UWV 



Figure 6-6. Page Table Enuy Format 



whCTe the fields mean: 



• Page Frame Address: the physical address of the Page Frame in which the virtual address is mapped 

« $: Cache-bit If 1, the NCACHE output pin is de-asserted when accessing this page and on chip 
cacheing is performed. When 0, the NCACHE- output is asserted when accessing this page. When the 
$-bit is 0, text fetches will not be cached in the Prefetch Buffer Cache but will be cached in the 
Decoded Instruction Cache. When the $-bit is 0, data fetches will be cached in the Stack Cache. 
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« unused: available to software 

® M: Modified-bit Set lo 1 when a page is first writteOo On subsequent writes to this page^ the memory 
copy of the PTE is not accessed lo set ihe M-biL If a direct write to the memory copy of the PTE 
changes the M-bit, the entry should be flushed from the TLB using the flushpTE instruction. 

® R: Ref^enced-biL Set to 1 when a page is first referenced. On subsequent references to this page, tte 
monory copy of the PTE is not accessed to set the R-bit If a direct write to the mwnory copy of the 
PTE changes the R-bit, the entry should be flushed from the TLB using the FLUSHFTE instruction. 

® U: User-bit If 1, the page can be accessed at user execution level (all readable pages can be accessed 
by the kernel) 

« W: Writable-bit If 1. the page can be written (all valid pages can be read) 

• V: Valid-bit If 1, the page is valid. 

The Page Offset field of the virtual address defines the byte within the Page Frame in which the virtual 
address is mappede The physical address consists of the Page Frame Address from the Page Table Entry 
caicatenated with the Page Offset field of the Virtual Address. If a prot^tion violation is detected, no 
memory access is made and a memory fault exception is executed. Section 2.13.3 gives details on 
excq)tions. 



Segment # 



Page# 



Page Offset 



Segment Table 



Page Table 



Segment Tbl Entry 



Page Tbl Entry 



Segment Table Base 




Page Frame 



Physical Word 




Figure 6-7. Paged Segment Address Mapping 
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€A Memorj Management Summary 

Address mapping for j^ged segments is summarized Figure 6-7. Address mapping for non-paged segments 
is summarized Figure 6-8. 



Segment # 


Segment Offset 



Segment Frame 




Figure 6-8. Non-paged Segment Address Mapping 

6S Memory Management Operations 

Both TLBs and NPSRs are completely flushed whenever the ATT2100 is reset (either by asserting the 
extOTial reset pin, or the detection of an internal event which causes the ATT2100 to reset). The TLBs and 
NPSRs are also flushed whenever the Segment Table Base register is written. 

Individual TLB and NPSR entries may be flushed with the FLUSHPTE instruction, described in Section 
2 J4. If the address created by the FLUSHPTE instruction is cached in one or both of the TLBs or NPSRs, 
the TLB or NPSR entry is marked invalid, so any subsequent access of that virtual address will be 
translated by the full memory mapping table walk. The FLUSHPTE instruction is not privileged, so a user 
process may flush any or all entries in the on-chip TLBs or NPSRs. Although this may degrade the 
performance of the process, it does not affect correctness, since the memory management tables in physical 
memory define the address mapping and the FLUSHPTE instruction does not alter the tables in memory. 

The LCX^K- output pin is asserted when Page Table Entries are fetched. If the R- and M-bits of the entry 
arc current, the LOCK- output pin is cleared. If either R- or M-bits must be updated, the Page Table Entry 
is written back to memory with the LOCK- output pin still asserted. The LOCK- output pin is de-asserted 
when the write completes. Section 5.4.7 gives details on locked bus cycles. 
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If there is an external bus error signaled during the memory management table walk, the ATT2100 will take 
an exception. Section 2.13.3 gives details on exceptions. 

€£ MMU Performance 

Table 6-1 gives the performance of address translation. These performance numbers do not include delay 
due to accessing the actual item being accessed. In Table 6-1, "A" indicates the I/O delay for a single 
word access. 

TABLE 6-1. Address Translation Performance 



Condition 


Penalty 


Text reference, micro-TLB miss, TLB/NPSR miss. 


3A + 3 


paged segment walk, R-bit modified 




Text reference, micro-TLB miss, TLB/NPSR miss. 


2A + 3 


paged segment walk, R-bit previously set 




Text reference, micro-TLB miss, TLB/NPSR miss, non-paged segment walk 


lA+1 


Text reference, miao-TLB miss, TLB/NPSR hit 


1 


Text reference, micro-TLB hit 





Data read, TLB/^^SR miss, paged segment walk. 


3A + 3 


R-bit modified 




Data read, TLB/NPSR miss, paged segment walk. 


2A + 3 


R-bit previously set 




Data read, TLB/NPSR miss, non-paged segment walk 


lA + 3 


Data read, TLB/NPSR hit 





Data write, TLB/NPSR miss, paged segment walk. 


3A + 3 


R- and/or M-bit modified 




Data write, TLB/NPSR miss, paged segment walk. 


2A + 3 


R- and M-bit previously set 




Data write, TLB/NPSR miss, non-paged segment walk. 


lA + 3 


Data write, TLB/NPSR hit 
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7. ENVIRONMENTAL REQUIREMENTS 
7.1 RELIABILITY 

The reliability objectives for the ATT2100 microprocessor are: 

5000 FITS^ at the end of the 1st month 
nOO FITS at the end of the 1st half year 
500 FITS thereafter (long term reliability) 

when the nominal junction temperature is at or below 85®C. 

If the nominal junction temperature is at or below 55X, the long term reliability objective is 250 FIT. 

72 Shipping and Storage 

The device (and heat sink if used) will be subjected to temperature cycling due to power cycling, shipping 
and storage. In consideration of seasonal temperature variations, a temperature range of -40°C to 65*^C can 
be experienced during shipping. A range of -55*^0 to 125*^C is allowable for storage. 

73 POWER 

The maximum power dissipation for the device at a case temperature of 85''C is 0.60 W at 20MHz. The 
allowable opa^ting ambient temperature is 0°C to 70**C. The operating humidity range is 5% to 95%. 

The junction temperature rise above local ambient temperature is equal to the thermal resistance and power 
product The maximum power dissipated varies directly with the operating frequency over the practical 
range of operating and may be determined below: 

Pmax = 0.03 x F 

where Pmax is the maximum power (Watts), and F is the operating frequency (MHz). This does not imply 
an infinite selection of frequency, it is given only as a means of determining power at a given frequency. 



1 . FIT (Failures in 1 .000.000.000 device-hairs). 
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8. PHYSICAL DESIGN 

8-1 ATT2100 Ceramic PGA Prototype Package 

The ceramic prototype housing is a 100 mil spaced 125 CPGA package. The pinout for the 125 CPGA 
package is given in Figure 8-1 and Table 8-1. 

ITie ATT2100 CPGA has the following attributes: 

® Vj^D and Vss planes. 

• Optional mounting of four low inductance 0.033 pF AVX surface mounted capacitors. Order 
05085C333MAT050R from AVX. 

Two versions of CPGA were designed: one package with HOLD tied to the VDD plane; one package with 
HOLD- connected to pin K3. The pinout in Table 8-1 shows HOLD- connected to K3, which is the 
preferred package configuration. 

S2 ATT2100 Plastic Prototype Package 

The plastic prototype housing is a 0.25 mil pitch gull-lead package. The package conforms to the JEDIC 
standards for 132 pin PQFP. The pinout for the PQFP is given in Table 8-2. The pad number corresponds 
to the JEDIC pin number for 132 PQFP packages. The buffer type indicates the driver size for output and 
bi-directional buffers. 

Figure 8-1. ATT2100 125 CPGA Pin Location 
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TABLE 84 


. ATr2100125] 


PGA Pad Assignments with PGA 


Pin Assignment 




Pad 


Name 


Pin 


Pad 


Name 


Pin 


Pad 


Name 


Pln 


Pad 


Name 


Pin 


017 


DOS 


C3 


116 


All 


Cll 


083 


D25 


Lll 


050 


TMS 


L3 


016 


A23 


D4 


115 


D17 


Dll 


082 


A31 


KIO 


049 


TOI 


K2 


015 


D09 


A2 


114 


A08 


A13 


081 


D26 


N12 


048 


njo 


Nl 


014 


VSSOl 


VSS 


113 


VSS06 


VSS 


080 


VSSll 


VSS 


047 


VSS16 


VSS 


013 


A24 


A3 


112 


D18 


B13 


079 


AI3 


Nll- 


046 


ILl 


Ml 


012 


DIO 


B4 


113 


A28 


E12 


078 


D27 


LIO 


045 


IL2 


J2 


Oil 


A04 


A4 


110 


D19 


C13 


077 


A02 


NIO 


044 


DTACK- 


LI 


010 


VDDOl 


VDD 


109 


VDD06 


VDD 


076 


VDDll 


VDD 


043 


HOLD- 


K3 


009 


Dll 


A5 


108 


A09 


D13 


075 


D28 


N9 


042 


BERR- 


Kl 


008 


vssaz 


VSS 


107 


VSS07 


VSS 


074 


VSS12 


VSS 


041 


VSS17 


VSS 


007 


A16 


C6 


106 


D05 


E13 


073 


A14 


M8 


040 


RETRY- 


Jl 


006 


D12 


B5 


105 


A19 


F12 


072 


D29 


M9 


039 


BGRANT- 


H2 


005 


A05 


A6 


104 


D06 


F13 


071 


A03 


N8 


038 


TDO 


HI 


004 


VDD02 


VDD 


103 


VDD07 


VDD 


070 


VDDI2 


VDD 


037 


VDD17 


VDD 


003 


DOO 


A7 


102 


AlO 


G13 


069 


D03 


N7 


036 


BREQ= 


Gl 


002 


VSS03 


VSS 


101 


VSS08 


VSS 


068 


VSS13 


VSS 


035 


VSS18 


VSS 


001 


A17 


B6 


100 


D07 


Gil 


067 


A15 


L7 


034 


BGACK- 


F2 


132 


VDD03 


VDD 


099 


VDD08 


VDD 


066 


VDD13 


VDD 


033 


VDD18 


VDD 


131 


DOl 


A8 


098 


A20 


012 


065 


D04 


N6 


032 


STC- 


G2 


130 


VSS04 


VSS 


097 


VSS09 


VSS 


064 


VSS14 


VSS 


031 


VSS19 


VSS 


129 


A06 


B8 


096 


D20 


H13 


063 


A22 


M6 


030 


LOCK- 


Fl 


128 


D02 


C9 


095 


All 


H12 


062 


D30 


M5 


029 


lOCOUNTO 


F3 


127 


A18 


B7 


094 


D21 


J13 


061 


D31 


M7 


028 


lOCOUNTl 


El 


126 


VDD04 


VDD 


093 


VDD09 


VDD 


060 


VDD14 


VDD 


027 


VDD19 


VDD 


125 


D13 


A9 


092 


A21 


K13 


059 


DIKI- 


N5 


026 


BMO- 


Dl 


124 


VSS05 


VSS 


091 


VSSIO 


VSS 


058 


VSS15 


VSS 


025 


VSS20 


VSS 


123 


A07 


AlO 


090 


D22 


L13 


057 


CLK23 


N4 


024 


BMl- 


CI 


122 


D14 


CIO 


089 


AI2 


JI2 


056 


STOP- 


U 


023 


BM2- 


E3 


121 


A25 


All 


088 


D23 


K12 


055 


CLiG4 


N3 


022 


BM3- 


D2 


120 


VDD05 


VDD 


087 


VDDIO 


VDD 


054 


VDD15 


VDD 


021 


VDD20 


VDD 


119 


D15 


Bll 


me 


A29 


M13 


053 


RESET- 


M3 


020 


W/R- 


Bl 


118 


A26 


DIO 


085 


D24 


Kll 


052 


TCK 


K4 


019 


NCACHE- 


D3 


117 


D16 


A12 


084 


A30 


N13 


051 


TRST- 


N2 


018 


D/r- 


Al 



VSS Pins - B3. BIO. C2. C5. C8, C12, E4. El 1, G3, HI 1, J3. L2, L6, L9. L12, M4. Ml 1 
VDD Pins - B2, B9. B12. C4, C7, D12. E2. Fll, H3, Jll. L5, L8. M2, MIO, M12 
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TABLE 8-2, Al 12100 132 PQFP Pad Assignments with Buffer Types 






Pad 


Name 


Buffer 


Pad 


Name 


Buffer 


Pad 


Name 


Buffer 


Pad 


Name 


Buffe 


017 


D08 


lOOpf 


116 


A27 


lOOpf 


083 


D25 


lOOpf 


050 


TMS 




016 


A23 


lOOpf 


115 


D17 


lOOpf 


082 


A31 


lOOpf 


049 


TDI 




015 


D09 


lOOpf 


114 


A08 


150pf 


081 


D26 


lOOpf 


048 


ILO 




014 


VSSOl 




113 


VSS06 




080 


VSSU 




047 


VSS16 




013 


A24 


lOOpf 


112 


D18 


lOOpf 


079 


A13 


150pf 


046 


ILl 




012 


DIO 


lOOpf 


HI 


A28 


lOOpf 


078 


D27 


lOOpf 


045 


IL2 




Oil 


A04 


150pf 


110 


D19 


lOOpf 


077 


A02 


lOOpf 


044 


DTACK- 




010 


VDDOl 




109 


VDD06 




076 


VDDll 




043 


HOLD- 




009 


Dll 


lOOpf 


108 


A09 


150pf 


075 


D28 


lOOpf 


042 


BERR- 




008 


VSSQ2 




107 


VSS07 




074 


VSS12 




041 


VSS17 




007 


A16 


150pf 


106 


D05 


115pf 


073 


A14 


150pf 


040 


RHTRY- 




006 


D12 


lOOpf 


105 


A19 


150pf 


072 


D29 


lOOpf 


039 


BGRANT- 




005 


A05 


150pf 


104 


D06 


115pf 


071 


A03 


lOOpf 


038 


TDO 


lOOpf 


004 


VDD02 




103 


VDD07 




070 


VDD12 




037 


VDD17 




003 


DOO 


115pf 


102 


AlO 


150pf 


069 


D03 


115pf 


036 


BREQ- 


lOOpf 


002 


VSS03 




101 


VSS08 




068 


VSS13 




035 


VSS18 




001 


A17 


150pf 


100 


D07 


115pf 


067 


A15 


150pf 


034 


BGACK- 


lOOpf 


132 


VDD03 




099 


VDD08 




066 


VDD13 




033 


VDD18 




131 


DOl 


115pf 


098 


A20 


150pf 


065 


D04 


115pf 


032 


STC- 


lOOpf 


130 


VSS04 




097 


VSS09 




064 


VSS14 




031 


VSS19 




129 


A06 


150pf 


096 


D20 


lOOpf 


063 


A22 


150pf 


030 


LOCK- 


lOOpf 


128 


D02 


115pf 


095 


All 


150pf 


062 


D30 


lOOpf 


029 


lOCOUNTO 


lOOpf 


127 


A18 


150pf 


094 


D21 


lOOpf 


061 


D31 


lOOpf 


028 


lOCOUNTl 


lOOpf 


126 


VDD04 




093 


VDD09 




060 


VDD14 




027 


VDD19 




125 


D13 


lOOpf 


092 


A21 


150pf 


059 


DTOI- 


I 


026 


BMO- 


lOOpf 


124 


VSS05 




091 


VSSIO 




058 


VSS15 




025 


VSS20 




123 


A07 


150pf 


090 


D22 


lOOpf 


057 


CLK23 


I 


024 


BMl- 


lOOpf 


122 


D14 


lOOpf 


089 


A12 


150pf 


056 


STOP- 


I 


023 


BM2- 


lOOpf 


121 


A25 


lOOpf 


088 


D23 


lOOpf 


055 


CXK34 


I 


022 


BM3- 


lOOpf 


120 


VDD05 




087 


VDDIO 




054 


VDD15 




021 


VDD20 




119 


D15 


lOOpf 


086 


A29 


lOOpf 


053 


RESET- 


I 


020 


W/R- 


lOOpf 


118 


A26 


lOOpf 


085 


D24 


lOOpf 


052 


TCK 


I 


019 


NCACHE- 


lOOpf 


117 


D16 


lOOpf 


084 


A30 


lOOpf 


051 


TRST- 


I 


018 


D/T- 


lOOpf 
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9. TIMING SPECIFICATIONS 

This section contains preliminary diagrams of the signal timing that are based upon worst case slow 
simulations with the 0.9|im 2 level metal technology used with the ATT2100. 

9.1 AC Load Specification 

All preliminary timing specifications for output and input/output (10) pins are based upon preliminary 
ADVICE simulations under worst case conditions in a 132 FPT plastic package with the respective load 
identified in Table 9-1. 



92 Load Specifications 



TABLE 9-1. Loading Specifications 



Signal 


Load (pO 


A<11:2> 


100 


A<25:12> 


150 


A<31:26> 


100 


BGACK- 


100 


BM<3:0>- 


100 


BREQ- 


100 


D<31:8> 


100 


D<7:0> 


115 


D/r- 


100 


IOCOUNT<1:0> 


100 


LOCK- 


100 


NCACHE- 


100 


STC- 


100 


TDO 


100 


W/R- 


100 



93 Timing Diagrams 

The following figures give preliminary timing specifications. 
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CK23 and CK34 Input Timing 


No. 


Description 


Min. (ns) 


Nom. (ns) 


Max. (ns) 


Van (ns)* 


1 


Rise Time 


- 


2.0 


3.0 


±1.0 


2 


Pulse High 


23.5 


. 25.0 


26.5 


±1.5 


3 


Fall Time 


- 


2.0 


3.0 


±1.0 


4 


Pulse Low 


23.5 


25.0 


26.5 


±1.5 


5 


Period 


50.0 


. 


100.0 


. 


6 


Delay 


11.5 


12.5 


13.5 


±1 



* The shortest phase permitted with these variations is 1 1.5 ns. 
** The clocks may be stopped in phase 1. 



Figure 9-1. Clock Input Timing. 
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CK34 _/ 



V 



DTACK- 

BERR- 

RESET- 

D<31:00> 

CK23 

BGRANT- 

HOLD- 

RETRY- 

CK23 
IL<2:0> 

CK23 

STOP- 



-^i 



y 



jr 



X 



X 



X 



X 



X 



X 



X 



i^- 



X 



X 



X 



X 



X 



X 



X 



X 



X 



X 



J^- 



X 



X 



X 



X 



X 



X 



Synchronous Input Timing 








Min. (ns) 


Max. (ns) 


No. 


Description 


Reference 


3.135V 


4.75V 


3.135V 4.75V 


1 


DTACK-. BERR-, RESET-, D<31:00> Hold 


CK34 rise 


6.0 


5.0 


- 


2 


DTACK-, BERR-, RESET-, D<31:00> Set-up 


CK34rise 


4.0 


3.0 


- 


3 


BGRANT-, HOLD-. RETRY- Set-up 


CK23 rise 


4.0 


3.0 


- 


4 


BGRANT-. HOLD-. RETRY- Hold 


CK23 rise 


6.0 


5.0 


- 


5 


IL<2:0> Set-up 


CK23 fall 


4.0 


3.0 


- 


6 


IL<2:0>Hold 


CK23 fall 


6.0 


5.0 


- 


7 


STOP- Set-up 


CK23 fall 


4.0 


3.0 


- 


8 


STOP- Hold 


CK23 rise 


6.0 


5.0 


- 



Figure 9-2. Synchronous Input Timing. 
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CK34 _/[ 
: 1 



v 



sTc z><x><><x><><c><>o<x><x><><x 
w/R- ix>o<x>oo<x><x>o<c><x><x 

NCACHE- IX><X><X><X><XX>OC>C>C>0< 

iocouNT<i:o> zx>oo<xxx>oo<xxxxxxi 

D/T- 3<XXXXX>0<XXXX><X><>< 

LOCK- ix>oo<x>c><c><>o<>o<xx>o<i 




CK23 



D<31:00> 



X 



y 



:xxxxxxxxxxxxxxx><z 



Output Timing 


No. 


Description 


Reference 


Min. (ns) 
3.135V 4.75V 


Max. (ns) 
3.135V 4.75V 


1 

2 


Address and Data Transfer Output Valid 
Data Output Valid 


CK34 rise 
CK23 fall 


12.5 9.0 
12.5 9.0 


25.0 18.0 
25.0 18.0 



Figure 9-3. Output Timing. 
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CK34 



sTc- ixx>ooc><x> 
w/R- ixx>c><xxx> 

NCACHE- IXXX>C>OC><> 
IOCOUNT<1:0> IX>OOC><XX> 

on. zxxxxxxx> 
LOCK- zxxxxxxx> 

A<31.<)2> ZXX>0<XXX> 

BMOrO- Z>00<XXX>C>r 



CK23 



D<31:00> 



V 



X. 



.X 



y 



xxxxxxxo 



Bus Relinquish Cycle Output Timing 


No. 


Description 


Reference 


Min. (ns) 
3.135V 4.75V 


Max. (ns) 
3.135V 4.75V 


1 
2 


Address and Data Transfer Output Tri-staie 
Data Output Tri-state 


CK34 rise 
CK23 faU 


6.2 4.5 
6.2 4.5 


12.5 9.0 
12.5 9.0 



Figure 9-4. Bus Relinquish Cycle Output Timing. 
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DTRI» 



D<31:00> 



"V 



x><xx><o<xxxx> 



X" 



<>oc><xx>o<>c<>c 



DTRI- to Data Tri-state Output Timing 


No. 


Description 


Reference 


Min. (ns) 
3.135V 4.75V 


Max. (ns) 
3.135V 4.75V 


1 

2 


D<31:00> Tri-state 
D<31:00> Valid 


DTRI- fall 
DTRI- rise 


12.5 9.0 
12.5 9.0 


25.0 18.0 
25.0 18.0 



Figure 9-5. DTRI- to Data Tri-state Output Timing. 



BREa — <x><xx><x><>o><x>c>c<><>0(: 

: 1 : 



CK23 



BGACK- 



X. 



<xxx><x>c>oo<x>o<><c><x)c: 



BREQ- and BGACK- Output Timing 



No, 



Description 



Reference 



Min. (ns) 
3.135V 4.75V 



Max. (ns) 
3.135V 4.75V 



1 

2 



BREQ- Output Valid 
BGACK- Output Valid 



CK23 rise 
CK23 fall 



12.5 
12.5 



9.0 
9.0 



25.0 
25.0 



18.0 
18.0 



Figure 9-6. BREQ- and BGACK- Output Timing. 
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10. Testability 

the ATT2100 is a highly testable design providing access to all testability features via the IEEE 1149.1/D5 
intoface. The features which are accessible include: 

• Single clock delay by-pass. 

® Boundary-^an of I/O signals. 

® Embedded memory Built-in-Test (BIT) and scan features. 

• Embedded PLA BIT features. 

10.1 Conformance 

The Test Access Port (TAP) provided conforms to all aspects of the IEEE 1149. 1/D5 except for TCK and 
TRST-. 

In DEEE 1149.1/D5, TCK is required to be a free-running clock with any gating performed within the 
device. Due to the tight specification of the clocks within the ATT2100 design, this feature is not provided. 
It is required that gating of TCK be performed externally. 

In IEEE 1149.1/D5, an unconnected TRST- is to be terminated in the inactive mode. In the ATT2100, an 
unconnected TRST- is terminated in the active mode holding the TAP state-machine in reset 

102 Test Access Port (TAP) 

The Test Access Port (TAP) consists of five I/O pins and a sequential 16 state controller. 

102.1 TAP 1/0 

The signals in the TAP are defined 

TCK Test Clock. Input An externally gated clock signal with a 50% duty cycle. The 

changes on the TAP input signals (TMS and TDI) are clocked into the TAP controller, 
instruction register or selected test data register on the rising edge of TCK. Changes at 
the TAP output signal (TDO) occur on the falling edge of TCK. This signal does not 
conform to IEEE 1 149.1/D5 requirement of TCK being a free running clock. TCK must 
be stopped at 1. The TCK input has a built in pull-up resistor to ensure a high signal is 
seen on an unconnected input. 

TMS Test Mode Select Input. TMS is a serial control input which is clocked into the TAP 

controller on the rising edge of TCK. The TMS input has a built in pull up resistor to 
ensure a high signal value is seen on an unconnected input 

TDI Test Data Input Input. TDI is clocked into the LSB of the selected register— data or 

instruction — on the rising edge of TCK. The TDI input has a built in pull up resistor to 
ensure a high signal value is seen on an unconnected input 

TDO Test Data Output Output The contents of the MSB of the selected register— data or 

instruction— is shifted out of the TDO on the falling edge of TCK. TDO is tri-stated 
except when scanning of data is in progress. 

TRST- Test Reset Active low input. TRST- is the reset input to the TAP controller. Assertion 

of this input forces the TAP controller into the reset state. The TRST- input has a built 
in pull down resistor to ensure a low signal value is seen on an unconnected input to 
force the TAP controller into the reset state. 
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1022 TAP Controller (TAPC) 

The TAPC is a synchronous finite state machine whereby sequencing through the various operations of the 
testability circuitry occurs under control of Ihe TMS signal 

1022.1 TAPC State Diagram 

The state diagram for the TAPC is given in Figure 10»1. There are 16 states in this state machine with 
advancemoit of state dependent upon the value of TMS at the rising edge of TCK, All c^^erations of the 
test logic occur on the rising edge of TCK following the entry into a controller state. Changes at TDO 
occur on the falling edge of TCK following entry into a controller state which selects TDO« 

The states of the TAPC are defined in Table 10-1 and in Figure 10-1. 

TABLE 10-1. TAP ControUer State Table 



State Name 

0x0 EMt(2hDR 



Description 

This is a temporary controller state^ All test data registers and the 
insmiction register retain their previous stateo A high signal on the TMS 
line while in this state causes termination of the scanning process; a low 
causes entry into the Shift-DR state. 



0x1 ExitdhDR 



This is a temporary controller state. All test data registers and the 
instruction register retain their previous state. A high signal on the TMS 
line while in this state causes termination of the scanning process; a low 
causes entry into the Pause-DR state. 



0x2 Sfdft'DR 



In this controller state, the selected data register shifts data one stage 
towards its serial output on each rising edge of TCK. All registers other 
than the selected test data register retain their previous state. 



0x3 Pause-DR 



This controller state allows shifting of the selected test data register to be 
temporarily halted. All test data registers and the instruction register retain 
their previous state. The controller remains in this state while TMS is low. 
When TMS goes high, the controller advances to the Exit(2)'DR state. 



0x4 Select'IR-Scan 



This is a temporary controller state in which all test logic retains its 
previous state. If TMS is held low when the controller is in this state, then a 
scan sequence for the instruction register is initiated. 



0x5 Update-DR 



During this controller state, data is transferred firom each shift-register stage 
into the corresponding parallel output latch (if the selected test data regista 
includes a parallel output latch). All shift-register stages in the selected 
register retain their previous stateo 



0x6 Captwre-DR 



In this controller state data is parallel loaded into the selected test data 
register. If the register does not have a parallel input, or if capturing is not 
required for the selected test, the register retains its previous state 
unchanged. 
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0x7 Seleci'DR'Scan This is a temporary controller state in which all test logic retains its 

previous state. If TMS is held low when the controller is in this state, then a 
scan sequence for the selected test data register is initiated. 



0x8 EjdtdhlR 



This is a temporary controller state. All test data registers and the 
instruction register retain their previous state. A high signal on the TMS 
line while in this state causes termination of the ^:anning process; a low 
causes entry into the Shift-IR state. 



0x9 Exit(l)'IR 



OxA Shift'IR 



OxB 



Pause-IR 



This is a temporary controller state. All test data registers and the 
instruction register retain their previous state. A high signal on the TMS 
line while in this state causes termination of the scanning process; a low 
causes entry into the Pause-IR state. 

In this controller state, the instruction register shifts data one stage towards 
its serial output on each rising edge of TCK. 

This controller state aUows shifting of the instruction register to be 
temporarily halted. All test data registers and the instruction register retain 
their previous state. The controller remains in this state while TMS is low. 
When TMS goes high, the controller advances to the Exit(2yDR state. 



OxC Run-Testlldle 



The controller state between scan q)erations where an internal test 
previously selected by setting the instruction register may be executed. 
Registers not involved in the application of the test retain their previous 
state. If the data in the instruction register does not indicate that a test 
should be executed, then all test logic must retain their previous state. Once 
entered, the controller wiU remain in the Run-Testlldle state as long as TMS 
is held low. 



OxD Update-IR 



During this controller state, the instruction is transferred from each shift- 
register stage of the instruction register into the parallel output latch of the 
instruction register . All shift-register stages in the instruction register 
retain their previous state. 



OxE Capture-IR 



In this controller state data is parallel loaded into the instruction register. If 
the register does not have a parallel input, or if capturing is not required for 
the selected test, the register retains its previous state unchanged. 



OxF Test'LogiC'Reset 



While in this state all test circuitry is disabled. The Instruction Register 
(IR) is reset to select the by-pass register. The controller remains in this 
state as long as TMS is high or TRST- is asserted. 
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Figure 10-1. TAP Controller State Diagram 

103 IEEE 1149.1/D5 Registers 

The following registers are prescribed in the IEEE 1 149ol/D5 specification. 

103,1 Instruction Register (IR) 

Hie instruction register (IR) allows a test instruction to be shifted into the ATHIOO. The IR is used to 
select the test to be performed or the test data register to be accessed The IR in the ATT2100 is seven bits 
in length. Table 10-2 identifies the instruction encodings. 
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TABLE 10-2. Instruction Register Encodings 

Description 

BS selected with BS external test. 

BS selected with BS sample. 

BS selected with BS internal test 

PPLA selected with PPLA self test 

Instruction Cache Data selected with ICD self test. 

Stack Cache selected with SC self test. 

Prefetch Cache Data selected with PFD self test. 

Prefetch Cache Tag selected with PFT self test 

Reserved. 

BP selected with all self test. 

BP selected and BS sample. 

ID selected and BS sample. 

BP selected and BS sample. 

1032 By-pass Register (BR) 

The by-iKiss (BP) register provides a single TCK delay path from TDI to TDO. 

When the BP register is selected, a is loaded on the rising edge of TCK in the Capture-DR controller 
state. When the Test-Logic-Reset controller state is entered the BP register retains its last value. 

1033 Boundary-scan Register (BS) 

The boundary-scan register allows testing of circuitry external to the ATT2100. Additionally, BS provides 
for sampling and examination of the I/O values without impacting the operation of the system logic. 

90 shift elements are in the boundary scan shift chain. 91 TCKs are required to shift the entire chain from 
TDI through to TDO. Position is given from TDI to TDO. 



Instruction 


Register 


Instruction 


MSB^LSB 


Selected 


Mnemonic 


0000000 


BS 


EXTEST 


0000001 


BS 


SAMPLE 


0000010 


BS 


IN'IEST 


0000011 


PPLA 


IRPPLA 


0000100 


ICD 


IRICD 


0000101 


SC 


msc 


0000110 


PFD 


IRPFD 


0000111 


PFT 


IRPFT 


OOOlxxx 


NA 


NA 


OOlxxxx 


BP 


BP 


Olxxxxx 


BP 


BP 


lOxxxxx 


ID 


ID 


llxxxxx 


BP 


BP 



Position 


Name 


Description 


Position 


Name 


Description 


1 


RESET- 


Input 


2 


CK23 


Sample only input 


3 


STOP- 


Sample only input 


4 


CK34 


Sample only input 


5 


DTRI- 


Input 


6 


tridata 


Control for lOputs 


7 


D31 


lOput 


8 


D30 


lOput 


* 9 


A22 


3S-0utput 


10 


D04 


lOput 


11 


A15 


3S-0utput 


12 


D03 


lOput 


13 


A03 


3S -Output 


14 


D29 


IC^ut 


15 


A14 


3S-0utput 


16 


D28 


IC^ut 


17 


A02 


3S-0utput 


18 


D27 


lOput 


19 


A13 


3S-0utput 


20 


D26 


lOput 


21 


A31 


3S-0utput 


22 


D25 


lOput 


23 


A30 


3S-0utput 


24 


D24 


lOput 


25 


A29 


3S-0utput 


26 


D23 


lOput 


27 


A12 


3S -Output 


28 


D22 


lOput 


29 


A21 


3S-0utput 


30 


D21 


IC^ut 


31 


All 


3S-0utput 


32 


D20 


lOput 


33 


A20 


3S-0utput 


34 


D07 


lOput 


35 


AlO 


3S-0utput 


36 


D06 


lOput 


37 


A19 


3S-0utput 


38 


D05 


lOput 
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39 


A09 


3S-0utput 


40 


D19 


lOput 


41 


A28 


3S-0utput 


42 


Di8 


IC^ut 


43 


A08 


3S-0utput 


44 


D17 


IC^ut 


45 


A27 


3S-0utput 


46 


D16 


lOput 


47 


A26 


3S-0utput 


48 


D15 


lOput 


49 


A25 


3S-0utput 


50 


D14 


lOput 


51 


A07 


3S-0utput 


52 


D13 


IC^ut 


53 


A18 


3S-0utput 


54 


D02 


IC^ut 


55 


A06 


3S-0utput 


56 


DOl 


lOput 


57 


A17 


3S-0utput 


58 


DOO 


IC^ut 


59 


A05 


3S-0utput 


60 


D12 


lOput 


61 


A16 


3S-0utput 


62 


Dll 


IC^ut 


63 


ACM 


3S-0utput 


64 


DIO 


IC^ut 


65 


A24 


3S-0utput 


66 


D09 


IC^ut 


67 


A23 


3S -Output 


68 


D08 


IC^ut 


69 


D/r- 


3S-0utput 


70 


NCACHE- 


3S-0utput 


71 


W/R. 


3S-0utput 


72 


BM3- 


3S-Output 


73 


BM2- 


3S-0utput 


74 


BM1= 


3S-Output 


75 


BMO- 


3S-Output 


76 


lOCOUNTl 


3S-0utput 


77 


lOCOUNTO 


3S-0utput 


78 


LOCK- 


3S-Output 


79 


STC- 


3S-0utput 


80 


BGACK- 


2S-Output 


81 


BREQ- 


2S-0utput 


82 


tribus 


Control for 3S-0utputs 


83 


BGRANT- 


Input 


84 


RETRY- 


Input 


85 


BERR- 


Input 


86 


HOLD- 


Input 


87 


DTACK- 


Input 


88 


INT2 


Input 


89 


INTl 


Input 


90 


INTO 


Input 



The tristate control bits tridata and tribus are control the tristating of the output side of the data pins and 
ou5)ut pins, respectively^ A 1 instates and a enables. 

Position 1, the RESET- bit, is closest to TDL Position 90, the INTO bit, is closest to TDO. 

1034 Identification Register (ID) 

See Section 2.4.4 for a description of the Identificaiton Register (ID). The ID register is accessable through 
both the TAP and normal register access. 
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11. APPENDIX 



TABLE 11-1. One-Parcel Instruction Encodings. Monadics/Dyadics 



opcode<2:0>cy 
opcode<4:3>i 


000 


001 


010 


Oil 


100 


101 


110 


HI 


00 


KCALL 


CALL 


itackl 


IMP 


JMPFN 


JMK=Y 


JMPTN 


JMPTY 


01 


unmip* 


^XtOXBp^ 


MOV.WS 


nllt 


imjum® 


ADD3.WS 


AND3.CS 


AND.SS 


10 


CMPEQ.CS 


CMPGT.SS 


CMPGT.CS 


CMffiQ.SS 


ADD.CS 


ADD3.CS 


ADD.SS 


ADD3.SS 


11 


M0V.SS 


MOVJS 


MOV.SI 


MOVil 


MOV.CS 


M0VA.SS 


SHU.CS 


SHR3.CS 



I: see Table IM 

*: the unimplemented instruction sequence is perfonned 

t: see Table 11-3. 



op.XY:X = src,Y = dst 

C: 5 bit immediate 

I: 5 bit indirect stack offset 

S: 5 bit stack offset 

W: 5 bit word aligned immediate 

TABLE 11-2. One-Parcel Instraction Encodings, Stack 



subcode<l:0>o- 


00 01 10 11 




E^TER CATCH RETURN POPN 



TABLE 11-3. One-Parcel Instruction Encodings. Niladics 



subcode<2:0>o- 
subcode<9:3>i 


000 


001 


010 


Oil 


100 


101 


110 


111 


0000000 


CPU 


KRET 


NOP 


FLUSHI 


FLUSHP 


CRET 


FLUSHD* 


uninip* 


0000001 


TESTV 


TESTC 


CLRE 


Wllfflp^ 




animp* 


tmiixip^ 


iiiiimp* 


OOOOOlx 


wamp' 


mump— 


imimp^ 


laiimp* 


lUBinp 


muinp^ 


mump* 


unixnp* 


OOOOlxx 


uninn)* 


uniinp 


unimp* 


imimp* 


uniiTip* 


unimp* 


mimp^ 


unimp* 


OOOlxxx 


iiiiin^^ 


unimp* 


imimp* 


iBilnip* 


untmp* 


iBiimp* 




mump* 


OOlxxxx 


uniinp^ 


unimp* 


unimp* 


unimp* 


iinunp* 


unixnp* 


rniimi* 


unimp* 


Olxxxxx 


uniinp* 


unjinp* 


uniinp* 


imimp* 


ummp* 


unimp* 


mump* 


unimp* 


Ixxxxxx 


anpt 


iript 


irapt 


tript 


ttipt 


tnpt 


tnpt 


tnpt 



*: the unimplemented instruction sequence is perfonned 
t: the niladic trap through VB + 8 
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TABLE 11-4. Three-Parcel Instruction Encodings 



opcode<2:0>cr 
opcode<5:3>i 


000 


mi 


010 


on 


100 


101 


110 


111 


000 


moRidict 


ORI 


ANDI 


ADDI 


MOVA 


UREM 


MOV 


DQM 


001 


FNEXT* 


FSCALB^ 


unimp* 


FREM* 


TADD 


TSUB 


mmnp« 


mnaip^ 


010 


FSQRT* 


FMOV* 


FLOGB* 


FCLASS* 


ymmp* 


uiiiaw)* 


uniinp* 


yiiuznp^ 


Oil 


FCMPGE* 


FCMPCjT* 


FCMPEQ* 


r:mpeqn« 


KrMPN- 


CMPGT 


cMPm 


CMPEQ 


100 


SUB 


OR 


AND 


ADD 


XOR 


REM 


MUL 


DIV 


101 


FSUB* 


FMUL* 


FDIV* 


FADD* 


SHR 


USHR 


SHL 


UDIV 


110 


SUB3 


OR3 


AND3 


ADDS 


XOR3 


REM3 


MUU 


DIV3 


111 


FSUB3* 


FMUU* 


FDIVB* 


FADD3 


SHR3 


USHR3 


SHL3 


ununp* 



*: the iinimplemented instruction sequence is performed 
t: see Table 11-5. 



TABLE 11-So Three-Parcel Instruction Monadic Subcodings 



subcode<2:0>cr 
subcode<3>i 


000 


001 


010 


on 


100 


101 


no 


111 



1 


KCALL 
CATCH 


CALL 
ENTER 


RETURN 
LDRAA 


IMP 
FLUSHPTE 


JMPFN 
FLUSHPBE 


JMPFY 
FLUSHDCE* 


JMPTN 
uniinp 


JMPTY 
POPN 



*: the unimplemented instruction sequence is performed 

TABLE 11-6. Five-Parcel Instruction Encodings 



opcode<2:0>c7- 
opcode<5:3>4 


000 


001 


010 


on 


100 


101 


no 


111 


000 


Bmmp*= 


©m 


ANDI 


ADD! 


MOVA 


UREM 


MOV 


DQM 


001 


FNEXT* 


FSCALB* 


IHymp* 


FREM* 


TADD 


TSUB 


luilmp* 


tmiznp* 


010 


FSQRT* 


FMOV* 


FLOGB* 


FCLASS* 


wniinp* 


unimp* 


muinp* 


luump® 


on 


FCMPGE* 


FCMPGT* 


FCMPEQ* 


FCMPEQN* 


r:mw* 


CMPGT 


CMPHI 


CMPEQ 


100 


SUB 


OR 


AND 


ADD 


XOR 


REM 


MUL 


DIV 


101 


FSUB* 


FMUL* 


FDIV* 


FADD* 


SHR 


USHR 


SHL 


UDIV 


110 


SUB3 


0R3 


AND3 


ADD3 


XOR3 


REM3 


MUU 


DIV3 


111 


FSUB3* 


FMUU* 


FDrV3* 


FADD3* 


SHR3 


USHR3 


smj 


imimp* 



"*: the unimplemented instruction sequence is performed 
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TABLE 11-7. General Addressing Mode Encodings 



mode 


code 


description 


*$addr:B 


0x0 


byte absolute 


*$addnUB 


0x1 


unsigned byte ab^lute 


*$addnH 


0x2 


half-word absolute 


♦SaddnUH 


0x3 


unsigned half-word absolute 


RoffsetB 


0x4 


byte stack offset 


RoffsetiUB 


0x5 


unsigned byte stack offset 


RoffsetH 


0x6 


half-word stack offset 


RoffseuUH 


0x7 


unsigned half-word stack offset 


♦RoffsetrB 


0x8 


byte stack offset indirect 


*Roffset:UB 


0x9 


unsigned byte stack offset indirect 


♦RoffseuH 


OxA 


half-word stack off^t indirect 


♦Roffset:UH 


OxB 


unsigned half-word stack offset indirect 


*$addnW 


OxC 


word absolute 


RoffsetrW 


OxD 


word stack offset 


♦RoffsefW 


OxE 


word stack offset indirect 


$data 


OxF 


immediate 


TABLE 11-8. Floating Point Addressing Mode Encodings 


mode 


code 


description 


♦$addr:F 


0x0 


single precision absolute 


*$addr:D 


0x1 


double precision absolute 


*$addr:X 


0x2 


extended precision absolute 


Reserved 


0x3 


Reserved addressing mode 


RoffsetrP 


0x4 


single precision stack offset 


RoffsetiD 


0x5 


double precision stack offset 


RoffsetX 


0x6 


extended precision stack offset 


Reserved 


0x7 


Reserved addressing mode 


♦RoffseuF 


0x8 


single precision stack offset indirect 


♦Roffset:D 


0x9 


double precision stack offset indirect 


♦RoffsetX 


OxA 


extended precision stack offset indirect 


Reserved 


OxB 


Reserved addressing mode 


*$addr:W 


OxC 


word absolute 


RoffsetW 


OxD 


word stack offset 


♦RoffsetW 


OxE 


word stack offset indirect 


$data 


OxF 


single precision immediate 
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TABLE 11»9. Call/Jmp Addressing Mode Encodings 



mode 


code 


description 


**$addr 


■ OxC 


absolute indirect 


♦Roffset 


OxD 


stack offset indirect 


I^bel 


OxE 


program counter relative 


*$addr 


OxF 


absolute 



TABLE 11-10. Register Addressing Mode Encodings 



mode 


code 


description 


register 


0x7 


CPU prefixed 


•SaddnW 


OxC 


word absolute 


RoffsetW 


OxD 


word stack offset - 


*Roffset:W 


OxE 


word stack offset indirect 


Sdata 


OxF 


immediate 



TABLE 11-11. Register Access Codes 



register 


code 


MSP 


0x1 


ISP 


0x2 


SP 


0x3 


CONHG 


0x4 


PSW 


0x5 


SHAD 


0x6 


VB 


0x7 


STB 


0x8 


FAULT 


0x9 


ID 


OxA 


TIMERl 


OxB 


TIMER2 


OxC 


unimp 


OxD 


unimp 


OxE 


unimp 


OxF 


FPSW 


0x10 
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TABLE 11-12. Exception Identifiers 



exception 


code 


integer zero-divide 


0x1 


trace 


0x2 


illegal instruction 


0x3 


alignment fault 


0x4 


privilege violation 


0x5 


unimplemented register 


0x6 


fetch fault 


0x7 


read fault 


0x8 


write fault 


0x9 


text fetch I/O bus error 


OxA 


data access I/O bus error 


OxB 
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